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3x5 Finish Sander 
Finishing Sand. Vz Shoet 
3x21" dusiless Вен Sano. 
3x24" dustiess Belt Sand. 
4x24" dustiess Вей Sand. 
14" Mitre Box 

7%” 13 атр circular saw 
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50100 4%" Н.О. Mini-Grinder 


YOUR ATTENTION PLEASE! 
All Above RYOB! TOOL Prices 
Заза Additional 10% OFF Sale Prices 


NEW FROM RYOBI 


MODEL AP-10 — 10° SURFACE PLANER 
UST PRICE 699.00 XTRA SPECIAL 339.00 
LIMITED QUANTITIES 


MILWAUKEE TOOLS 


ча afi 45А magnum 
34 нй ЗЗА 0-1000 rpm 

% дй 33А 0-1000 rpm 

3% close quarter дй 

% cordless 00 2 spd 
Cores screwdriver 190 tpm 
Pimbrs п anglo dril kit 
Electricians п angle kit 
‘47 D-hdle ham drill kit 
H.D. Hole Hawg мз 

2 sp sarsal wes 

Ву ciclo saw 

Drywall driver 0-4000 

Tek scrowdriver. 

2 sp bandsaw wicase. 
TSC bandsaw wicase 
TSC sazsall wcase 

14" chop saw 

Orbital sander 3%” x 7247 
Orbital sander 4% x 9%" 
6%" cordless circle saw 
Drywall driver 353. 

Var. temp heat gun 

387 v зра. cordless бай 
Эр” v. spd. hammer аш! kit 
36" cordless driver del 
34" v. spo cordless dni 
Va” v. зро. Hammer Dri Ка 
Ya" v. spd. RI. Angle Dri Ka 
Super hole shoolor-10A 
43" bandsaw wicase 
Огумай drever-0-2500 
376 0-1700 (рт 
TAT v. S98 Magnum RL Ange Ка 
Router 1 НР — 8 amp 
Router 1% Н.Р. — 10 amp. 
Router 2 НР — 12 amp. 
7/97 polisher 1750 rpm 
T-potisher 2800 rpm 

16" спат saw 

Heat gun 
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БЕЕйВЕ 288 :3Е 8 Ей зай 8 с8:8 Зиа заан8 


та" circular saw т w] 

БЫ 747 circular saw 35 125) 

‘Model 6366 includes СТ. blade. rip fence 
quide 8 blade wrench: Mode! 6368 
includes ай of the above plus caso 


Gent Purp. 7м” 
Plywood 7%” 


MAKITA CORDLESS 
Model 


6хоойк» "Dei Kit 2 Spd. Rov. 
72: Он 
ФПСМ 34” Var. Spd. Rev. 72v 
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90858 sheet linish sander 
9045N М sht fin. sand. widag 
AZON 4% сис. saw 75 атр 
521ЧА 10% circ. зам 12 amp. 
43008 visp jig зам 35 amp 
435 oro vip jig saw 35 amp 
ЖКО? 2 sp recip sawwicse. 
1ЕЗООдУ vs госір sew wicase 
181000 Now 10" Mitre Box 
$8202 Бізде Snarpener. 

9 ust Collection Unit 
3705 Оњи Trimmer 

100020 Зм" planer назе 
10080 3%” planer wicase 


% Grili Rev. 0-1800 rpm 
681019 % гії Rev. 0-1500 rpm 
01288 "A" Orit rev. 6 amp 
ЖА 167 Circular Saw - 12 amp 
ЗИ2ВВ З HP Plunge Router. 
4x24 boit Sander wibag 


SKIL SIZZLERS 


(551) 5127 Сис. Saw 
(552) буу” Circ. Saw. 
(653) "Сис. Saw 
(554) Ва" Circ. Saw 
(807) 7%” Circ. Drop Foot 
(808) вм" Circ. Drop Foot 
(810) 10%." Circ. Drop Foot 
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ч8:8 8 2288: | 8 ааазь йа  зиїаз: й л sanassa 888: йн ьй 2. 8ЕЁ 


TOOLS ON SALE™ 
AMERICA'S LOWEST PRICED TOOLS 
* PLUS - FREE FREIGHT x 


өөө XTRA SPECIAL өөө 

WORLD FAMOUS #77 
7%" WORM SAW 
LIST 254 SALE 129 


тве зийскайз зай as Ё 


innesota Call (612) 224-4859 
4 WAYS TO BUY: CHECK — MONEY ORDER — VISA — MASTERCARD 
1933 


t. Paul. MN 55102 * Est. 


St. 


1987 TOOL CATALOG AVAILAB 
SEVEN CORNERS ACE HDW. Inc. 


216 West 7th 


| 
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Call Toll-Free 1-800-328-0457 — In 


DELTA STATIONARY 
TOOL SELL-A-THON 


34410 — Saw Comploto. 
МАЗ H.P motor & stand 
679.00 


33150 Saw Buck 
‘Special Sale 499.00 


224658023 137 Planer 
97900 


222435 14 Band Saw 
wlopon stand, 
"^ HP. motor 
CL] 


147, Band Saw 


43-122 Lt Duty Shaper 
wistand & 1 H.P. motor 


ON EVERY ITEM 


PIRANHA By Black & Decker 
CARBIDE TOOTH SAW BLADE 
* Advanced saw blade technology. Exclusive 
design out pertorms rogular carbide blades. 
* An excellent all-purpose blade. 


йг 


Ponetration Control Discs 
- dia. 

POWER LOADS 

Gray - Light Duty 

Brown - Modium Duty 

Groon - Heavy Duty 

Yellow - Extra Heavy Duty 

STANDARD PIN 

8975 (47) 

52100 (1°) 

5Р125 (1. *) 

8Р150 (487) 

SP200 (2%) 

5Р250 (2-187) 

SENCO А! 
Finishing to 18” 
Finishing to 247% 
Sheathing - Siding. ete. 
Ай Purpose. 


888858 5545 EF 


Const. Framing, etc. 
Moulding & Тіт 
Moulding & Trim 


THE NEXT STEP IN CORDLESS 
PROFESSIONAL POWER TOOLS FROM PANASONIC 
Model ЕҮ5708 features 
koyloxs chuck 34* 96 volt 
2 spoed — 350 low - 1000 high 
highest torque - 143 in Ibs. 5 position 


Model EYS6IB features. 

Jacobs keyed chuck %4" 

72 volt 2 speed — 300 low - 880 high 

torque in low - 104 in Ibs. 5 position 

Clutch. 1 hour chargor 

Completo wicase - battery - charger 

st Price 17900 Special Sale 18:00 

Model EYSSIB featuros 

Jacobs keyed chuck %7 

72 volt ono speed - 460 ipm 

torgue - 48 in Ibs. weight 2 105. 

1 hour charge 

No case availablo includes. 

Ust Price 118.00 Special Sate 7200 
EY9708-96 Бапепез Ust 5870 Sale 4400 
ЕҮ9618-7.2 batteries Ust 4530 Sale 3300 


EY9918-Keyless chuck Ust 3500 Sais 2800) 
ЕҮ5618 7949 Holster (из EYS70B & EYS618) 
шй 1220 Sate 800 


ж NEW LOW PRICES x 


List 5а 
for №" Black Pipo 1122 715 7900 
lor 1а" Black Pipo 935 610 6750 


**MAKITA NEW TOOLSee 
Model Us Sate 
508209 Cordless Drivor Dril! Kit 


APM. weight - 299. 
Completo. 


whew... . 
Wve НР. Plunge Router 78 


(similar to worm arivo) 


13 атр-4200 R.PM. 20 15 


Who Has The Sews That Cut 
it Across The Board? 
BLACK & DECKER ot course 

WORM DRIVE SAWS 

6%" 12 amp - 4600 tpm. 
7\%* 13 amp - 4300 rpm. 
Bva” 13 атр - 4300 rpm. 


BUILDERS SAW CAT 
7%" 13 amp + 5800 rpm. 
ба" 13 amp - 5800 rpm. 
TA" 13 amp - 5800 rpm 
6%" 13 ато. 5800 rpm 


BEBE НЫНЕ 
sast 


2858 


BLACK & DECKER CORDLESS 
№" Rev HS Orill Kit m 
%° Rev HS Ori ns 
"ем HS Dril Ка wks 181 

” Rev. High-torque Drill КИ 174 
%" Rev. High-torque Drill, 135. 
ЭГ Rev HightorqueDritKiwts 181 
37 Rov. Highstorque 

Scrudrill wics. 12 
Эд” Rev. High-torque Scrudnü 182 
% Rew. AG} Clutch 

Scrudrill Kit ы 
337 Rev. Ад) Clutch Scrudrit 158. 
Зу” Rew HS Clutch боохой 192 
387 Rev. Hightorque Clutch 

‘Scrowdriver 192 

"Hammar Dei Kit 189 
Эв” Hammer Dril 19 no 


NOTE: IF YOU PURCHASE A #1940 - 01950 OR 


85 85 38єї3 


88 388 88 SHÉEBSS 


ТНР Routor — 68 АМР 
1% НР Router — 8 АМР 
Үл H.P. Router D-Hdlo. 
Y'A H.P. Speedmatic Router 
ЭНР Router 5 Speed 

3 H.P. Router 15 АМР 
Timmer 38 АМР .. 
Timmer 3 АМР 

‘Timmer Offset Base 
‘Trimmer — Til Gase 

НО T Н.Р RouterShaper 


7% Speedtronic 145 AMP Saw 
7% Top Helo, 13 АМР 

7% Push Hdle. 13 АМР 
бм" Top Hale. 12 АМР 


%* H.D. 4 AMP 1000. PM. 
%7 H.D. мэр 0-1000 Н.РМ. 


VS. Drywall Gun H.D. 

V aht pad sander 

3 v. зр. п 52 атр 
Ye" v. sp. 0750 H.D. drit 
зүг HD. мар. T hole АА... 
Paint remover 2 
7° disc залдаг 4000 rpm 
7° disc polisher 2000 rpm 
3%" plane 65 amp. 

1% HP router d hdio .. 


X TRA SPECIAL BY 
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BUY ANY 7%” CIRCULAR SAW IN THIS AD AND RECEIVE ONE 774" — 24 TOOTH SANDVIK 
GENUINE TUNGSTEN CARBIDE CONTRACTORS SAW BLADE — А $6.95 VALUE COMPLETELY FREE OF CHARGE. 
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Shoptalk 


He Who Has The Most Toys 


Another Autumn season is upon us and the cooler weather 
and diminishing daylight seem to trigger an increase in wood- 
working activity across the nation. And as sure as the swamp 
maples will soon turn scarlet, woodworking tool catalogs will 
begin to show up in my mailbox. 

These ‘‘wish books” are always great fun to browse 
through, but as a reformed toolaholic, I’ve learned a stiff 
measure of self-discipline is needed, especially when all I 
have to do is dial a toll-free number and tell the nice lady 
what I want. Unfortunately, I also have to tell her my credit 
card number. 

Look at all those beautiful brass and rosewood goodies! 
Do I really need that gem-like little try square, or how about 
that set of giant Forstner bits? They might come in handy 
and my grandchildren might appreciate them someday . . . 
maybe. 

There was a time when I couldn't stop buying tools and I 
became more of an accumulator than a user. Oddly enough, 
although my tool collection grew, the quality and quantity of 
my woodworking didn't seem to change much. I found that I 
continued to reach for certain favorite tools, and a lot of the 
other stuff just sat around looking good and taking up 
valuable shop space. Then I saw a bumper sticker that read 
“Не who has the most toys wins,” and I began to wonder 
whether I was **winning"' and if so, what was the prize. For 


me, it was time to get back to basics. 

Having the right tool for the job is important, but there are 
often several ways to do the job and the way you prefer to 
work is the best. If you enjoy the physical process of working 
wood, you may prefer to bullnose an edge with a hand plane, 
cabinet file and sandpaper, but if that seems tedious and 
you're more interested in getting the job done, you'll run that 
bullnose in one pass with a router. 

The great appeal of woodworking is that it can be done in 
ways which are suited to your personality, ability, goals and 
pocketbook. In the final analysis, if you can relax and enjoy 
woodworking and in the process produce something of 
which you are proud, you are indeed a successful wood- 
worker — even if your entire tool collection fits in a tote box. 
He who has the most toys does not necessarily have the most 
fun. 


Hot Off The Press 


We've just launched another book! Projects For Wood- 
workers, Volume I is a collection of favorite projects from 
our out-of-print September/October 1980 through 
November/December 1981 issues. The new softcover book 
provides complete instructions and illustrations for 75 proj- 
ects, including our popular Cabinetmaker's Workbench. 
Ordering details can be found on page 11. 


Jim McQuillan 


Professional quality, precision. . . 


Super 15” Scroll Saw 


Comparable value over $500 


ony 139." 


shipped complete 
ready to run 


This versatile machine makes 
cutting intricate wood patterns easy 
— great for making toys, jewelry, 
puzzles, fretwork, etc. The blade 
is driven on both up and down 
stroke with a smooth cutting 
parallel rocker arm system. 

This system avoids blade 

breakage and creates 

a smooth finish that virtually 
eliminates sanding. Our saw is 
easy to use and is made with 

a cast construction that insures 
durability. We fully support our 
product with replacement parts 
and repairs if needed. Thousands 
of satisfied customers use our 
saw world-wide, New! 


SPECIFICATIONS: 

* Cast iron construction 

* Throat depth — 15” 
Max. depth of cut— 2” 


2 Dust Blower 

(Optional - Add $15.00) 
* Use standard 5" blades = 
* Stroke length — 3/4" 30 Па, 
Cuts per minute — 1725 * Table Tilt — 0 - 45° G 
Weight — 43 Ibs e Table Size — — 8" x 17" 
Motor — Heavy duty totally enclosed fan cooled 110V - 120V 

UL listed, ball bearing — induction motor 


y Money Ba 
Uarantee— 4 ee 


Warranty Parts/labor 


PENN STATE INDUSTRIES 
2850 Comly Road ® Philadelphia, PA 19154 
= 1-215-676-7609 (Ext. 15) 
Add $15.00 for Blower Option е Visa, MasterCard, Check or Money Order Accepted 
Add $10.00 for shipping in Continental U.S. е Pennsylvania residents add 6% sales tax 


Dear Penn State: 

“Му SUPER Scroll Saw was delivered two 
days ago and it performs like the neighbor's 
5700 one. I'm delighted. '' 

Mrs. S.A. Swartz 
White Cloud, KS 


1 recently received one of your 15" 
Scroll Saws as a gift and was impressed with 
its construction and other features. I'd say it 
can be compared favorably with such saws 
as Excaliber and the Hegner line.” 

Mr. E. L. Brendza 
San Bernardino, CA 


“Lam thrilled with the performance as is 
my wife who has operated it more than 1 
have. As а special automatic machine 
designer for the last 40 years, 1 feel that 1 
ат qualified to compliment you on а well- 
designed machine. '* 

C.M. Smeigh 

Ft. Worth, TX 


The Editor 
The Woodworker's Journal 
"Kudos for the folks at Penn State In- 
dustries for value and customer service! 
When I contacted them concerning a minor 
problem, replacements were rushed out to 
me the same day. 
As an amateur woodworker, I was pleased 
to find that lower priced, well made 
equipment is available from people who 
are willing to stand behind their 
products. 
A. Mortenson 
New Milford, CT 


The Woodworker’s Journal 


CARBIDE TIPPED ROUTER BITS 
PROFESSIONAL PRODUCTION QUALITY 
SPECIAL OFFER—SAVE 50%-75% BELOW COST 


Жж SANDPAPER + 


NO GIMMICKS — GREAT PRICES 
BELTS: GRITS ASSORTED SHEETS: (9 x 11) PRICE 


UNLESS OTHERWISE SPECIFIED CABINET PAPER 


1x30 560968 3х24 $ .80 еа 50/рк 100/рк 
1х42 69 ва 3x27 83ва 400 $16/pk $30/pk 
1x44 — 8068 4х21% — 910a 500 15/рк —27/pk 
26x16 1368 4x24 34га 000 14ipk — 25/pk 
3x18 7468 4x36 14468 800 13/pk 23/рк 
3x21 Л7 ва 6x48 2.98 еа 100 ги 150С — 12/pk  2t/pk 
3х 230  .80ea 24x60 2.47 ва 


OTHER SIZES ON REQUEST FINISHING PAPER 


50/pk 100/рк 
NO LOAD PAPER, ММ Mom 


50/pk 100/pk 100 (ги 280A 8/pk 14/рк 


180-A thi А 1 
SoA th 0А 8100 йж WET/DRY PAPER 


PRESSURE SENSITIVE 50/pk 100/pk 
ADHESIVE DISCS! — 20 thru 6004 $13/pk $23/pk 
6" 91.050 —# OTHER ITEMS $ 3k JUMBO CLEANING STICK % 


9 $8.80 

Go Seah SEND MAIL ORDERS TO: 

10” 3056 FLAPWHEeS | ECON-ABRASIVES 

12” 44568  *PUMPSLEEVES Р.О. BOX В865021 

15" 6.95 ea PLANO, TX 75086 
NATIONAL 1-800-367-4101 

ж MINIMUM ORDER $25.00 IN TEXAS (214) 377-9779 

% MASTERCARD, VISA OR CHECK * TEXAS RES. ADD 6% SALES TAX 

*k SATISFACTION GUARANTEEDII * SHIPPING CHARGES ADD $4.25 


ROUND OVER 
1/4" В 
3/8" R 
12" R 


ROMAN OGEE 
5/32” В 
1/4" R 


3/8" (KERF) SLOT CUTTER 
1/4" (KERF) SLOT CUTTER 


45° CHAMFER | 459 1 
Angle 

RAISED PANEL | 20° 
Angle 


1/4" V Groove 90° 
3/8" V Groove 90° 
1/2" V Groove 909 


TOOLS ON SALE" 
AMERICA'S LOWEST PRICED TOOLS 
*PLUS ж ***FREE*** Freight On Every Item 


3/8” Dovetail 9° 
1/2” Dovetail 14° 
3/4" Dovetail 14° 


3M BRAND 
“THREE-M-ITE” RESIN BOND CLOTH, EXTRA WEIGHT OPEN COAT BELTS 
“е CHECK YOUR GRIT * ^^ CHECK YOUR SIZE • 
* ^ LET YOUR SAVINGS BE YOUR PRIZE! е 
SIZE 3" x 18" 
...920 Case of 50 .. 
...920 Case of 50 .. 
...940 Case of 50 .. 


... 9.70 Case of 50 .. 
.. 1015 Case of 50 .. 


CORE BOX (ROUND NOSE) 
3/8” Core Вох | 3/16" 
1/2" Core Box | 1/4" 
3/4" Core Box | 3/8" 


GROOVE FORMING OGEE 
1/2" Grooving Ogee 
3/4" Grooving Ogee 7116" 


1/4" Straight Bit 
5/16" Straight Bit 
3/8" Straight Bit 
1/2" Straight Bit 
3/4" Straight Bit 


999909 


221070 Case of 50 .. 


PORTER CABLE #330 — PALM SANDER LIST 8000 SALE 
PORTER CABLE #505 — % SHEET SANDER LIST 180.00 SALE 100.00 


#13599 STIKET® DISPENSER ИТ 1850 — SALE 14.00 
#13608 80 GRIT — 10 YO. ROLL — LIST 1300 — SALE 9.00 
#13600 100 GRIT — 10 YD. ROLL UST 1150 — SALE 840 
#13620 120 GRIT— 10 YO. ROLL — LIST 1150 — SALE 8.40 
#13618 180 GRIT — 10 YD. ROLL LIST 1150 — SALE 840 
#13622 220 GRIT — 10 YD. ROLL LIST 1150 — SALE 840 


3M BRAND NON-TOXIC PARTICLE MASK #8500 
BOX OF 50 — 950 CASE OF 600 — 85.00 
ЗМ BRAND RESPIRATOR — HEAVY DUTY W/2 STRAPS 
BOX OF 15 — 1300 CASE OF 180 — 130.00 


1987 TOOL CATALOG AVAILABLE 


Call Toll-Free 1-800-328-0457 — In Minnesota Call (612) 224-4859 
SEND CHECK — MONEY ORDER — VISA — MASTERCARD — DISCOVER — ACE 


SEVEN CORNERS ACE HDW. Inc. 


216 West 7th St. • St. Paul, MN 55102 • Est. 1933 
September/October 1987 


3/8" KEY HOLE CUTS зв" KEY HOLE FOR 
(This Bi only HSS) — FLUSH MOUNTING 
PICTURE FRAMES, ETC. 


*WHEN ORDERING ANY 3 OR MORE, DEDUCT $1.00 EACH 
ALL PRICES POSTAGE PAID 


* Professional Production Quality 1/2" Ball Bearing Pilot 
e 1/4" Diameter Shanks x 1%" Long * One Plece Construction 
* Two Flute Thick High Quality Tungsten Carbide Tips 


To order by Master Charge or Visa Toll Free 
7 Day — 24 Hour Order Service, Call 
1-800-533-9298, Ext. 56 (in PA 1-800-346-7511, Ext. 56) 
or send check to: 
MLCS, P.O. Box 53J, Rydal, PA 19046 


I noticed that you added an adver- 
tisement index to your latest issue 
(July/August 1987, page 57). It may 
seem like a small detail to some 
readers, but I consider it a valuable 
contribution. As there is a considerable 
price difference between suppliers, I 
can really appreciate the ease with 
which I can ‘‘price shop” without hav- 
ing to thumb through the entire 
magazine. 

David Miller, Annville, Penn. 


You featured a Vienna Regulator 
Clock project in the May/June 1987 
issue. The upper door rail (part W) is 
shown to have a radius of 4%. in., but 
that radius won’t work if the door glass 
(part AA) is 34, in. long as shown in 
the bill of materials. 

Michael Mugent, Westbury, N.Y. 


The door glass dimension in the bill 
of materials is incorrect. The glass, 
which is ordered from the Mason and 
Sullivan Co., measures 34' V, in. long. 


Letters 


Much has been written about the 
decline of American industry. The 
hypothesis is that excessive costs pre- 
vent American industry from com- 
peting in the home and world market. 
As a woodworker, one begins to 
wonder if such is the case. 

I have found a drastic decline in the 
quality of screws and wire nails during 
the past half dozen years. Going back 
to productivity, you are probably 
aware that the manufacture of these 
items is probably the most automated 
of any product in general trade. 
Human intervention is needed only to 
feed coils of wire into the machines and 
to remove cartons from the end of the 
line. 

I purchase my supplies at the local 
hardware store. Slotted flat head and 
Phillips wood screws are packaged in 
Mexico from pieces made in China, 
Korea, Taiwan, Japan and Hong 
Kong. Why cannot U.S. manufac- 
turers compete with products moved 
over half the globe before landing on 


717-846-2800 


840494 


PUT YOURSELF Ñ IN THIS PICTURE! 
BRIDGEWOOD* MODEL BW-6J T 


the local shelf? It seems to me that the 
U.S. manufacturers have read the 
press reports and quietly given the 
business away. 

If the foreign-made products were 
superior to domestic products that 
would answer the question. But such is 
not the case. Twenty-five percent of 
each box of slotted head screws do not 
have the slot fully opened, thereby 
preventing the insertion of a 
screwdriver blade. The Phillips heads 
are no better, besides being so soft that 
it is impossible to drive the screws fully 
home. 

Wire nails and brads, U.S. made, 
also show a lack of consistent quality. 
Fifty percent of the latest box have 
upset tips and nails lacking heads. So 
much for U.S. manufacturer quality 
control. 

J.F. Koenen, Mt. Prospect, Ill. 


Editor's Note: Our thanks to Gerald 
Cromer of Cayce, South Carolina for 
informing us that readers seeking 


6" x 42" JOINTER 


ому $349.00 ков.. YORK, РА 
Both front 
FEATURES: Heavy duty and back 
construction. Exclusive inline i ihe 
ЕШТЕ grinding f] both мын Fence tilts to 
ops for а perfectly smooth, _ . 
flat parallel feed surface. 6” wide шка: 
and ?” deep cutting capacity. 
Yo" x 6" rabbeting capacit 
4500RPM cutterhead speer 
13,500 cuts per minute). 
cutterhead knives with sealed _ 
ballbearings: never need lubricating. cutterheads with 3 high 
speed steel knives, 
knifesetting gauge, 


NEW 52-PAGE CATALOG. Send 21219, bel. pulleys, 


$1.00 for your copy. See our dependable 1 HP, 115V 
wide selection of professional АС motor with push 
quality BRIDGEWOOD ® button on/off switch. 


мы ОМЕ УЕАВ 
FULL WARRANTY 


Price includes: machine, 


$50.00 INS 


ШУ SUBJECT TO CHANGE 
TYI 


ITHOUT NOTICE. 


TANT CASH REBATE! 
ORDER NOW AND DEDUCT $50.00 


THOU NOTICE, |. FROM THE ALREADY LOW PRICES SHOWN. 
SUBJECT TO CORRECTION. 


BRIDGEWOOD® 
MODEL BW-15P 
15” ECONOMY PLANER 


ому $845.00 ко.в., YORK, РА ` 


WITH DUST HOOD 
NEW 2 SPEED MODEL 
FEATURES: Heavyweight, cast iron 
construction with all the features of 
a professional model. Motor 
mounted underneath assures ab- 
solutely smooth finishes. Table 
moves up and down—cutterhead is 
Stationary. 3 belt drive. Sturdy, non- 
rocking steel stand. In and out stock 
feed rollers. 3 spring chip breaker. 
Maximum cutting width: 14.875", 
height: 6”, 2 HP 110/220V single- 
phase motor and switch. : 


BW20P 20” PLANER 51295 


OFFER EXPIRES DEC. 31, 1987. 
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either parts lists or parts for old 
Walker-Turner tools stand an excellent 
chance of finding what they need by 
writing or calling Robert Archer, the 
“Discontinued Product Specialist” at 
Delta Machinery Co. Delta Machinery 
recently purchased Rockwell Tools, 
which had purchased Walker-Turner 
some years earlier. We telephoned Mr. 
Archer and he reported that in most in- 
stances he is able to provide parts lists 
for old Walker-Turner tools (no 
charge), and that in about 60 percent 
of the cases he is able to supply a 
replacement part (price on request). 
Mr. Archer added that the parts lists 
and the parts cover tools manufactured 
as far back as the 1930's. 

Write: Robert Archer, Discontinued 
Product Specialist, Delta Machinery 
Co., 4290 East Raines Road, Mem- 
phis, TN 38118. Telephone: (901) 
363-2843. 


The Middle Georgia Woodworkers 
Association meets on the second Tues- 


day of each month. For more informa- 
tion contact, Mr. Neil Mumford, 1060 
Mimosa Drive, Macon, GA 
31204-4312 (telephone: 912-745-8366). 


I have been enjoying the latest issue 
of The Woodworker’s Journal, par- 
ticularly the Finishing column (page 
13) on shellac. The first paragraph ex- 
plained where it comes from, but I 
thought you might be interested to 
learn a little bit about the origin of the 
name shellac. 

When I was sitting in on industrial 
education classes at Bowling Green 
State University in Ohio, Professor 
E.C. Powell made it quite plain to us 
that the name of the product comes 
from the shells of the lac beetle — thus: 
Shellac (a somewhat compound word). 
The word lac comes to us from the 
Hindu word /akh meaning one hun- 
dred thousand, denoting myriads of in- 
sects that swarm on the trees and suck 
the sap. The favored tree for these 
voracious insects is the genus Ficus 


which grows as an ornamental here in 
the southwest and is commonly known 
as the decorative ‘‘figless’’ fig tree. 

The article stated that shellac has 
been popular for the past 200 years, 
but history tells us that shellac, along 
with veneered plywood, lacquer and 
similar finishes, had its origin in the 
Ming Dynasty of China and in Ancient 
Egypt. Mummy cases were decorated 
with a “Час” base paint. 

Donald F. Kinnaman, Phoenix, Ariz. 


I just wanted to let you know that 
three days after my request for a 
manual for an old jigsaw appeared in 
the ‘‘Readers’ Information 
Exchange," I received three letters and 
two copies of the manual. 

Woodworkers in general and your 
readers, in particular, are obviously a 
very caring group of people. Thanks 
for all your help. 


Ray Rosenbloom 
Pocono Pines, Penn. 


ADVANCE NOTICE! 


25-PIECE BRAD POINT DRILL SET 


For the first time, a complete Brad Point Drill Set — all 25 sizes from 18” to 
CREDIT CARD HOLDERS CALL 1/2" in 164” increments — for the low price of $39.95. A similar set is sold 
elsewhere for $59.95. 

These precision ground, brad point drills make clean, entry holes — even in 
Oak or curly Maple (A clean entry hole is one that does not splinter or tear the 
surrounding wood. Then, when you insert your wood plug to cover the coun- 
terbored screw, you can hardly see where you drilled the hole) Moreover, they 
place the hole exactly where you want it without "skating" — essential for 


doweling and accurate drilling. 
METAL DRILL INDEX INCLUDED. 


9200-0025 


ONLY 


Drill sizes over 3/8” have Эв” shanks. 


ADDITIONAL BONUS: 


If you place your order for the 25-pc. set you will be eligible to buy . . . 


4BIGBRADPOINT $14.95 
DRILLS iiis mme 


9.95. #200-0020 
` 7 ЇЇ: The Fine Tool Shops Dept. WJ 97 - ах 
1 Р.О. Вох 7091 170 West Road Portsmouth, NH 03801 


1 ЖҮЛ 20720025 25-рс. Brad Point Wood Drill Sets | 
ty (1539. 
/ 1 — —— 9200-0020 4 Bid Brad Point Wood Drills @ | 
[| Qty $14.95 with purchase of 3200-0025 
П or $19.95 separately І 
7 , Enclosed is C] Check Money Order for $. 
1 Charge ту © Amer. Ex. Visa C MasterCard | 


| Acct. # Exp. 
1 | Signature 
| Мате 
| Street Address 


1 

| 

1 

: Я 1 
City State Zip 
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The World's Largest Mfgr. of 
Quality Portable Bandsaw Mills 


Now with 
Hydraulic 
Log Handling 
* One Man Remotely Loads, Turns, 
and Clamps 
* Capacities up to 32" Dia. X 33' long 


• Safe—Precise—Efficient 
* More Lumber from Each Log 


MODELS j if 
AVAILABLE { түт” a 


* Duplicate 
Цар, Almost 

P | Anything 

in Wood 

, Capacities up to 14” Dia. X 40" Tall 

» Furniture Parts—Gunstocks— 

Statues 
* Three Models Available 


LARGE CAPACITY 

• 24?" Throat 
X 9" Thick 
Capacity 

* Wood and 
Metal Cutting 

* Rugged Indus- 


pma trial Torque 
| ( ” Tube Frame 
e 45° Tilt Table 
* Three Packages Available 


NE 


DRY WOOD IN HOURS 


* Completely Self- 
Contained Unit 

* Single unit drys over 100,000 
Boardfeet per year 

* Low Degrade Levels 

® Drys Wood up to 4” Thick 


BUY DIRECT 
3 FACTORY SALES LOCATIONS. 


For a 44-Page Catalog on Our Entire Product 
Line, Send $1.00. 


For the Catalog anda 
50 minute ^" VHS Video 
Demonstration Tape of 
our Product Line, Send 
$10.00 to: 


Wood-Mizer*, Dept. MM9 р 
8180 W. 10th St., Indpls., IN 46214— eran 11542 


We will be glad to list as many events of interest to woodworkers as space per- 
mits. Listings are free and may include shows, fairs, competitions, workshops and 
demonstrations. The issue closing date is the Ist of the 2nd month preceding the 
cover date (9/1 for November/December; 11/1 for January/February). Please ad- 
dress announcements to the Events Department. 


New England: 


Woodworking World — The New 
England Show, Oct. 23-25, Eastern States 
Exposition Center, Springfield, Mass. 


The Brookfield Craft Center's Fall classes 
include: Woodworking Techniques; Mak- 
ing Children's Furniture; Hand Joinery; 
Veneer Inlaying; Solid Woodworking; 
Production Woodworking in the Small 
Shop. For info, contact the Brookfield 
Craft Center, P.O. Box 122, Brookfield, 
CT 06804. (203) 775-4526. 


Middle Atlantic: 


The Olde Mill Cabinet Shoppe presents: 
Inca Stationary Power Tool demonstra- 
tion, Sept. 19; Sign Making by Chip Carv- 
ing, Oct. 3; Hollow Wall Turning with 
David Ellsworth, Oct. 17. For more infor- 
mation, write to The Olde Mill Cabinet 
Shoppe, RD #3 Box 547-A, York, PA 
17402; (717) 755-8884. 


The Pittsburgh Tri-State Woodworking 
Show, Oct. 23-25, Pittsburgh Convention 
& Expo Center, South Hall, Pittsburgh, 
Penn. 


East North Central: 


The 46th Madison Chautauqua of the 
Arts, Sept. 26-27, Madison, Indiana. For 
info: (812) 265-5080. 


The Michigan Woodworkers’ Guild is 
holding its 7th Annual Exhibition Oct. 
21-25 at the Somerset Mall, Troy, Mich. 


Woodworking World — The Chicago 
Area Show, Oct. 9-11, The Metro Center, 
Rockford, Ill. 


The Metro-Detroit Woodworking Show, 
Oct. 30 - Nov. 1, Michigan Fairgrounds, 
Community Arts Building, Detroit, Mich. 


The Greater Cincinnati Woodworking 
Show, Sept. 11-13, Cincinnati Convention 
Center, Cincinnati, Ohio. 


The Illinois Woodworking Teachers’ 
Association will meet Nov. 6, 8:00 a.m., 
Circus Room, University Union, Illinois 
State University. All interested welcome to 
attend. 


West North Central: 
The Midwest Woodworkers Association 


5th Annual Show and Sale, Nov. 7, Na- 
tional Guard Armory, Columbia, 
Missouri. For info or to reserve space, 
contact Gary Straub or Danny Roberts at 
P.O. Box 7093, Columbia, MO 65201. 


The Twin Cities Woodworking Show, 
Oct. 16-18, Minneapolis Auditorium, 
Lower Exhibit Hall, Minneapolis, Minn. 


South Atlantic: 


Included in the Penland School Fall 
Schedule is a two-week session in wood- 
working with Dan Rodriguez, Sept. 14-25; 
Woodworking Techniques, conducted by 
Randy Shull, Sept. 8 - Oct. 9. For info, 
contact The Penland School, Penland, NC 
28765-0037. (704) 765-2359. 


Woodworking World — The Carolina 
Show, Oct. 30 - Nov. 1, Charlotte Civic 
Center, Charlotte, North Carolina. 


The Creative Arts Guild of Dalton, 
Georgia will hold its 24th Annual Festival 
of Arts and Crafts, Sept. 26 - 27, 520 West 
Waugh Street, Dalton, Georgia. 


East South Central: 


The Tennessee Woodworking Show, Sept. 
4-6, Nashville Convention Center, West 
Hall, Nashville, Tenn. 


West South Central: 


“Turned Wood Objects” exhibition and 
sale, Sept. 19-26, Gallery B, The Market 
Place, 11121 N. Rodney Parham, Little 
Rock, Arkansas. 


Mountain: 


The National Working with Wood Show, 
Oct. 16-18, Centinal Hall, Mesa, Ariz. 


Pacific: 


The San Diego Woodworking Show, Sept. 
25-27, Del Mar Fairgrounds, Crosby Hall, 
Del Mar, Calif. 


The San Joaquin Fine Woodworkers 
Association presents a weekend workshop 
in Design and Woodworking Techniques, 
conducted by Art Carpenter, Nov. 6-8, 
Fresno, Calif. For info, contact Mark 
Webster, 670 N. 8th St., Porterville, CA 
93257; (209) 781-4074. 
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Readers’ Information Exchange 
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Looking for an owner’s manual for an old band saw? Need a bearing for a hand-me-down table saw? Can’t find a source of 
supply for an odd piece of hardware? Maybe our readers can help. Send along your request and we'll try to list it here — and 
hopefully one of our readers will have an answer for you. Due to space limitations, we will be unable to list all requests, but we 


will include as many as we can. 


I need a table saw extension and an 
owner's manual/parts list for a Sears 10 in. 
table saw, model no. 113.27520. I also 
need a manual for a Sears 6 in. jointer, 


model no. 103.23900. 
Bob Soderberg 


5419 45% Ave. М. 
Robbinsdale, MN 55422 


Does anyone know the address of a 
company who supplies **Merit Abrasive 
Discs"? These 1%” diameter discs аге 
equipped with a drive that clips onto the 4 


in. diameter shaft arbor. 
Jay D. Johnson 


4551 E. Farmdale Circle, Mesa, AZ 85206 


I have a Comet Cub 8" radial arm saw, 
model no. UBB (serial no. RE3160), 
manufactured by the now out-of-business 
Consolidated Machinery & Supply Co. of 
Los Angeles, Calif. I need to replace its 
thin corded drive belt that measures 7, X 
9" around. The part no. was 1471. I'd also 
be interested in a power take-off accessory 


for this unit. The saw has served me well 
for over 32 years; I'd hate to lose it. 

Raymond J. Krenik 

343 Cates St., San Diego, CA 92114 


I want to build a Jenny Lind single bed 
for my granddaughter, but I haven't been 
able to find a pattern. Can anyone tell me 
where I can find one? 

Fred G. Tanner 


726 Ist Street S.E., Hartley, ГА 51346 


I need a ripfence for a Homecraft table 
saw, serial no. 0-3199, made by the Delta 
Mfg. Division of Rockwell Manufactur- 
ing. The table is 15 x 17%". 

Jack Pettigrew 
Box 158A, Hartsburg, MO 65039 


I need to purchase parts for a B-24 band 
saw manufactured by Du-Er Tools, Min- 


neapolis, Minn. 
J.F. Rogers, Jr. 
4795 Millbranch Rd., Memphis, TN 38116 


OCT.9-11, CHICAGO AREA 
The Metro Center, Rockford, IL 


OCT. 23-25, NEW ENGLAND 
The Big E, Springfield, MA 


OCT. 30-NOV. 1, CAROLINA 
Charlotte Civic Center 
Charlotte, NC 


NOV. 6-8, CENTRAL NEW YORK 


New York State Fairgrounds 
Syracuse, NY 


NOV. 13-15, PHILADELPHIA AREA 
Hyatt Cherry Hill, Cherry Hill, NJ 
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ADMISSION $5 


CALL 1-800-521-7623 
WANA, P.O. Box 706, Plymouth, NH 03264 
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Owner’s Manuals & Parts Lists 

Craftsman 10" table saw, 

model no. 113.27521......... S.J. Chant 
RD #2 Box 232 Wyalusing, PA 18853 


Craftsman jigsaw, 

model по. 113.20721 .... Calvin Buckelew 
3217 Glenwyck Circle, 
Pascagoula, MS 39567 


Craftsman jigsaw, 
model no. 103.23150....Devore О. Burch 
Rt. 8 Box 477, Fort Worth, TX 76108 


Belsaw 12 in. surface planer 
model по. 905............. Frank Foster 
45 E. Allen St., Fairhaven, MA 02719 


Sears Craftsman 24" scroll saw, 
model no. 103.23390 ...... Ron Holladay 
2359 Jardin, Oxnard, СА 93030 


1940's Delta 24" scroll saw .James E. Mann 
Rt. 1 West Main Road Box 232, 


Ripley, NY 14775 
Yates American wood lathe, 
modelino: 170:..... 44444 H.L. Patterson 


Box 171, Harrisburg, OH 43126 


“Т find the HEGNER far 
superior in all aspects...” 


“... does everything 1 want.” 


“A pleasure to use.” 


“Worth every penny.” 
“Total Satisfaction!” 


To find out more about the 
scroll saw that inspired the 
above comments, just complete 
and return the coupon or call 
for FREE information. 


HEGNER Precision Scroll Saws. 


Lathes and Lathe Duplicators also. 


Name 


Please send me FREE information on the 


Please send FREE information on HEGNER 


ADVANCED 
MACHINERY 


Address 


IMPORTS LTD. 


City, State, Zip 


P.O. Box 312, Dept. 180 


Phone ( 


New Castle, DE 19720 
Call 302 * 322 * 2226 


The workbench 
companion 


PUTMAN ас аза шинь ENS 
ЗАЛЖ ойж ам AL нуга УЮ 


Join countless protessionals and 
hobbyists who ve made W&H 
woodworking tools part of their 
workshops. You'll find these unique 
and rugged 100% American-made 
machines worth every penny you 
invest in them. 


Molder/Planers for Shop and Jobsite 
America's most versatile combo-function shop tool 
molds, planes and edges-— and it's so portable, you 
can bring it out to the site! Available in three models 
for power infeed/outfeed, power infeed, or manual 
operation. Molds, planes & edges 15' per minute— 
even oak! Duplicates virtually any molding between 
3/4" deep x 7" wide. Converts from molder to 
planer in less than two minutes because you change 
only the blades, not the arbor! Edges boards of any 
width, thanks to the open-sided design. 
Picture Frames ® Crown Moldings 
* Raised Panels ¢ Boat Decks 
Casings е Sashes е Rails 
5-YEAR WARRANTY 


* 100% American * Weighs Only 


| © Molds, Planes 

|  &Edges Roller 

* 2-Minute 
Changeover 


Free 30-day trial! 


MOLD, PLANE and TURN 


In Your Shop or On the Job 
Introductory Discounts and FREE 30-Day 


WATCO 


The Original and Still the Best 


DANISH OIL FINISH 


Watco Danish Oil Finish can be your 
ideal workbench companion for all those 
woodfinishing projects around the house. 
You'll be amazed at how easy it is to 
finish wood beautifully with Watco, “The 
Original Danish Oil”. Watco gives wood 
that natural, hand-rubbed look with long- 
lasting durability. And because Watco is 
IN the wood. . . not on it like temporary 
surface coatings...there is nofinishthat 
will wear off. Watco Danish Oil is ideal for 
furniture, paneling, cabinets, doors, trim- 
work and even antiques. It's also safe for 
use on butcher blocks, cutting boards, 
and children’s toys after Watco dries and 
cures in the wood. Choose from 8 beau- 
tiful finishes . . . Natural and Medium, 
Dark, and Black Walnut shades, and 
Cherry, Golden Oak, Fruitwood, and 
English Oak colors. 

Send today for “Free” color booklet “How to 
Finish Wood Beautifully and Easily" and 
the name of your nearest Watco distributor. 
WATCO-DENNIS CORP., 1756-22nd St. 
Santa Monica, CA 90404, Dept. WJ-SO9 


Name 
Street 
City 
State 


Trial from Williams 
& Hussey. 


12" Power 
Lathe for Serious Woodworkers 
Built like a battleship, with flat, machined-steel ways 
that can't sag; massive cast-iron headstock and tailstock 
— no cheap plastic or thin, stamped-steel housings! 
Ingenious threadless chuck lets you mount your work- 
pieces, sanding wheels, buffers, and drills inboard or 
outboard. Four speed operation; 46" between centers. 
Free 30-day trial! 


10-YEAR WARRANTY 


Made 85 Ibs. Шш шып шыш шш пыш шын ] 
e Serrated Stee! [== m= ч 


Г BUILT TO GO THE DISTANCE. 


Introductory Ofter. Limited Time Only. 
WRITE OR CALL FOR FREE LITERATURE! 
1 Please send information about the 
O MOLDER/PLANERS OLATHE 
1 CALL TOLL FREE 


1-800-258-1380 
In N.H. (603) 673-3446 


1 Name — = 
1 Sreet ——— . E Ж 


| су E State 
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Williams & Hussey Machine Co. 
Elm St., Dept. 1871A Milford, NH 03055 
ee БЕН БЕН 
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4 WOODWORKERS TOOLS 
& HARDWARE 


7305 Boudinot Drive 
* Springfield, VA 22150 


FREE 703-644-5460 
FREIGHT 


ORDERTOLLFREE US800-452-9999 VA 800-468-1778 


"rJ 8 SEND 


PERFORMANCE 3. 
3 POWER TOOLS 5200) 


. CATALOG 


2% HP Plunge Router 
(On/Off Switch Inside Handle) 


$349. 
Ера SEE) 
379-with 
XTRA Blades NP M ES, 
—— 6$. y RA200 
- = 8%" Portable 
Radial Arm Saw 


АР-10 
10” Portable Planer 


B 
TR-30U ч 


Trim Router 


$179- 
TS-251U 
Miter Saw 
with X2300 
Accessory Kit 


You must inform your Post- 
master if you want your copy of 


The Woodworker's 
forwarded. 

To insure that you will not 
miss an issue, please send us 
your latest mailing label, or 
your old address, along with 
your new address, at least six 
weeks in advance. 
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A NEW 


Projects for 
BOOK FROM Woo Kon 


9 ра 
Woodworker's | moarts rmnm 10% 
The ——— Toys, and Accessori 1 А. У 

Journal о and Accessories 3 


75 Complete Project Plans Volume 1 
From easy-to-build . . . 
Kitchen Utensils 
Cutting Boards 
Child's Rocker 
Wall Shelves 
Toy Truck 
To more challenging projects... 
* Old-time Icebox 
* 18th Century Trestle Table 
e Pine Shaker Cupboard 
* Child's Victorian Sled 
* Cobbler's Bench Coffee Table 


5 : ШІ З By the Editors of 
...and much more... n 77 The Woodworker's Journal 


Whether you prefer fine antique reproductions, 

handsome contemporary design, long term projects, 

or those easily completed in an evening, Projects For 

Woodworkers has something for everyone. carefully photographed, written and illustrated 


Originally published in the 1980-81 issues of The for the home workshop. Easy-to-follow, fully 
Woodworker’s Journal, each shop-tested plan is detailed instructions guide you through every 
step of the construction. And each project 
includes a bill of materials and, where needed, 
mail-order sources for hard-to-find supplies. 


For the eager amateur just starting out to the 
master craftsman with a shop full of tools, 
Projects For Woodworkers is the ideal shop 
companion. 


Softcover, 117 pages, $10.95 plus postage and 
handling. 


18th Century ч Old-time Please send Projects For Woodworkers 
Trestle Table Icebox Volume I to: 


Name 


Street 
City 
State/Prov.. Zip/Postal Code 


O I am enclosing $12.20 (U.S funds) per book, which 
includes postage and handling. 
[1 Charge my Visa/MC 


Card # Exp. Date. 


Signature 


Send to: The Woodworker’s Journal 
517 Litchfield Road, P.O. Box 1629 
171 ti 4 
Mod | Е: New Milford, CT 06776 
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At Last... 


A Lathe Duplicator 
That Really Works 


Absolutely the best manually operated duplicator 
for the wood lathe on the market to date! 


e 3 sizes available - 36”-48”-96” 

* fits all lathes with 10” or more swing 
» mounts to bench on round tube lathes 
* special adapter kit for Shopsmith" style machine 
» mounts on front or back of lathe 

* duplicate from original turnings 

* duplicate from templates 

* a professional tool for a lifetime of use 


for more info write to: 


PERFECT 
MITERS 


Glass-smooth cuts 


ANY WOOD: 
soft or hard 
ANY ANGLE: 
45° to 90° 
Miters can tell your story: 
Im = mj 
E NOT ТБ e BUT 
THIS | THIS 
шаа 
You'll wonder how you lived without it! 
WRITE OR CALL: 
POOTATUCK CORPORATION 
Box 24, Dept. WJ879 Windsor, VT 05089 е (802) 674-5984 


Name 


Address 


City/State/Zip 


Finishing 


French Polishing 
Made Easy 


By Patrick Devine 


French polishing, as traditionally defined, is the applica- 
tion of multiple thin coats of shellac with a balled wool and 
linen pad to build up a deep lustrous finish. As the layers 
melt one into the other they bond chemically to become one 
single coat. 

The following article details a shortcut to French polishing 
that relies on the brushed application of a heavy sealer coat, 
which is then polished to achieve identical results. The 
technique employed is similar in most ways to traditional 
French polishing, but requires less time and considerably less 


effort. 


Ғе years the French polishing process was a secret closely 
guarded by craftsmen. Only an expert finisher would 
attempt using the technique, and formulas were handed 
down from father to son. Even today there is the perception 
that French polishing is an art, to be tried only by a master 
craftsman. If the truth be told, however, the real secret that 
the old-time craftsmen were jealously guarding is the fact 
that French polishing can be a relatively simple procedure 
when the proper methodology is followed and some ex- 
perience has been gained. 

Of course, there is a good deal more to the process than 
simply brushing on a finish such as polyurethane, but with a 
proper step-by-step understanding of the technique and a lit- 
tle practice, most anyone can produce a superior high-gloss 
French polished finish. 


The Technique 


Step 1 — Surface Preparation: Begin by sanding with the 
grain using 120-grit paper. After this initial sanding, sponge 
the surface sparingly with water to raise the grain. Then use 
120-grit sandpaper (at a slight angle to the grain) to level the 
raised grain, and let the surface dry. Next, using 280- on up 
to 400-grit sandpaper, sand the wood until you have a 
perfectly smooth surface ready to be finished. 

Step 2 — Stain & Filler: At this point, if desired, stain and 
fill the wood. In traditional French polishing, paste wood 
fillers are not used, even on open pore woods such as ash and 
oak that usually require filling. As a shortcut to the tradi- 
tional method of filling, however, you may decide to use a 
paste wood filler. Follow the directions on the can carefully 
for both staining and filling, and be sure to use only water- 
based stains. It is important that both stains and fillers have 
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adequate time to dry, since French polishing over any surface 
that is not 100 percent dry could cause a reaction with the 
shellac. I recommend the use of a paste wood filler, since by 
using the technique I describe here, you will save several 
hours and end up with the same results as those produced us- 
ing the traditional method. After filling, once again sand 
with 400-grit paper to reestablish a perfectly smooth surface. 
Note: The traditional method of filling requires that you 
prepare a pad similar to the ‘‘rubber’’ or “Чашроп”” used for 
the actual French polishing (see Step 4). Fill the pad with a 
1-pound cut of shellac and rub over the wood surface in a 
quick figure eight or circular motion, gradually sprinkling 
fine pumice on the surface while you work. Add thinned 
shellac to the back of the pad, and continue to work the 
pumice. Eventually the pumice will grind off and mix with 
sufficient wood dust to fill all pores, matching very nicely 
with the natural color of the wood. In traditional French 
polishing, after allowing the filler to dry overnight, a fresh 
tampon is used to apply successive layers of one-to-two 
pound cut shellac. Use a few drops of mineral oil sprinkled 
on the wood surface to lubricate the pad while you work. 
Allow each coat to dry thoroughly before applying the next 
coat. While purists of old commonly applied more than a 
dozen coats of shellac in order to build up the finish they 
desired, after three or four coats you should see a fine high 
gloss surface develop. Later, you will ‘‘spirit off” to bring 
the finish up to its maximum gloss (see Step 6). 

Step 3 — Sealing the Wood: While traditional French 
polishing advocates recommend multiple applications of 
shellac with substantial dry time between each coat to effec- 
tively seal the surface, a much faster method is to simply 
brush on a sealer coat of 1-pound cut. After allowing to dry 
thoroughly, sand smooth with 400-grit sandpaper. This 
sealer coat will lock the color or stain into the wood and pre- 
vent it from bleeding through the French polish. 

Step 4 — Preparing the “Rubber” or “Tampon”: The 
shellac and denatured alcohol French polish mixture is ap- 
plied with a device called a rubber or tampon, which consists 
of wadded up lamb’s wool or wool yarn wrapped in a close 
weave absorbent cotton or linen cloth. To prepare the tam- 
pon, first soak the inner wool wad in a 2-pound cut of shellac 
for 20 minutes. Then squeeze most of the shellac back into 
the jar until the wad is slightly moist and sticky, but not drip- 
ping wet. Now, using the cotton or linen cloth, wrap the wool 
wad into an irregular ball shape (slightly pointed at one end), 
and secure it with a rubber band (see illustration). Next, take 
the tampon as shown and repeatedly tap it into the palm of 
your hand until the cloth wrapper becomes tacky and pulls 
on your palm. The tampon is now ready for use. Note: The 
cotton or linen cloth must be old or washed and never new, 
since new fabric will not have the porosity that is required to 
allow the shellac to work out through the weave. 

Step 5 — French Polishing: Start by sprinkling a trace of 
extra fine pumice polishing abrasive or jewelers’ rouge on the 
sealed surface. Now take the tampon, as prepared in Step 4, 
and apply a drop of cream furniture polish to the outer linen 

(continued on next page) 
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MAKE BEAUTIFUL RAISED PANEL 00085... 

WITH YOUR 1/4” ROUTER! 
Professional production quality bit makes it quick and easy to 
produce matching rails and stiles — the panel raising bit with 
ball bearing guide makes the raised panel 
perfect every time. 


Regular value Over $150.00 


SALE PRICE $69?5 FOR COMPLETE SET 


ORDER ITEM £054 for 1/4" Shank Set 
(Inctudes ай bits shown) 


REVERSIBLE 
COMBINATION 

RAIL and STILE BIT 

(For making matching rale and ses іп 
raised aisod рапа! doors etc) 
Works with stock trom 

11/18" to 7/8" thick 

CARBIDE TIPPED 

1/4" Shank 


CARBIDE TIPPED — TWO FLUTE 
1/4" SHANK 
supplied with Ball Bearing 
To order by Master Charge or Visa Toll Free 
7 Day — 24 Hour Order Service, Call 
1-800-523-2445, Ext. 56 (in PA 1-800-346-7511, Ext. 56) 
or send check to: MLCS, Ltd., P.O. Box 53D, Rydal, PA 19046 


TOOLS ON SALE" 


AMERICA'S LOWEST PRICED TOOLS 
* PLUS ж өвеЕНЕЕӨөө Freight On Every Item 


eee BRAND NEW BY PORTER CABLEseee 


MODEL 555 PLATE BISCUIT JOINTER 5 AMP — 
8000 RPM — WT 6# — 6 TOOTH CARBIDE TIPPED 
BLADE — COMPLETE WITH/STEEL CARRYING CASE 
LIST PRICE 269.00 — 

SPECIAL INTRODUCTORY SALE PRICE 159.00 


BISCUIT BONANZA — BOX OF 1000 


List Sale 


Lots 0f Any 
Description 2 Boxes 
Size "O" 134" x 56” 
Size “10” 216" x 34" .. 
5553 Size "20" 2%" x 1 

5554 Asst. Contains "О" - “10” - “20”... 

PORTER-CABLE BISCUITS ARE MANUFACTURED 
IN THE U.S.A. AND ARE COMPLETELY 
INTERCHANGEABLE IN SIZE AND PERFORMANCE 
WITH FOREIGN-MADE BISCUITS 


eee BRAND NEW BY PORTER-CABLE» ee 


THE NEW BOSS IN TOWN еее MODEL 345 — 
6" CIRCULAR SAW CALLED SAW BOSS™ 9 AMP MOTOR — 
8000 R.PM. CUTS A 2 x 4 AT 45°, THE HEAVY WEIGHT 
HEAVY DUTY SAW THAT WEIGHS ONLY 8 LBS. 


LIST PRICE 15450 
SPECIAL INTRODUCTORY SALE PRICE 95.00 


1987 TOOL CATALOG AVAILABLE 


Call Toll-Free 1-800-328-0457 — in Minnesota Call (612) 224-4859 
SEND CHECK — MONEY ORDER — VISA — MASTERCARD — DISCOVER — ACE 


SEVEN CORNERS ACE HDW. Inc. 


216 West 7th St. * St. Paul, MN 55102 » Est. 1933 


FREE WOODWORKERS CATALOG 


Rocking Horse Smooth Maple 
Wood Wheels 
Five Sizes 


Full Size 
Size 35" x 58" 
Easy to build pEANS 
an — 40 WT- $5.00 /100 
53:50 Create a WT- $7.00 /100 
Family WT- 10.00 /100 
Heirloom WT- + -$15.00 /100 


«+ -$18.00 /100 
Axle Pegs for above 
АР-1 $4.00 /100 


+++ 10€ each 
-156 each 
++. 25¢ each 
606 each 


Shaker Peg — Candle Cup 
Reg. Peg .....$16.00/100 
Pickup 12", Mini Peg ......$6.00/100 
Plan—18010....$8.00 Cup..........$16.00 /100 
Mini Cup ......$7.00 /100 


t CU 
Acid Brushes, are used 
for glueing. Very 
economical. 2 sizes 
available. 

A" x3" $1.00 /12 $8.00 /144 
\"х5"$2.00 /12 $14.00 /144 


Full Round 
Wood Balls 
Four Sizes 
BA-¥ 


Name Train Plan—323....$3.75 
Alphabet letters are 3” tall. 


Salad Bowl finish is a safe, 
nontoxic FDA approved 
finish-great for toys, cups 
and countertops 

485006 pint $5.00 


Jingle Bells for wood and 
fabric crafts. % is screwed 


Mr. Gumball оп, other have loop = - 
is a favorite of 53.55 /100 MAR 

both kids and $5.75 /100 Saw Tooth Hangers. 
adults $7.00 /100 7 notch, 2%” with пайз. 


$4.00 /100 $25.00/M 


add tax. VISA/MC accepted 
Phone 516-462-6228 


Northport, NY 11731 


Plan #325 $3.50 


ARMOR Box 445 


TOOLS ON SALE™ 


AMERICA'S LOWEST PRICED TOOLS 
* PLUS ж өвеЕНЕЕөөө Freight On Every Item 


BOSCH LAMINATE TRIMMERS 
"QUALITY YOU CAN HOLD ОМ TO”™ 


ALL NEW DESIGNS — INTERCHANGEABLE BASES — 
NEW MORE POWERFUL MOTORS 


Model Description List Sale 
1608 56 AMP — 35# UL Listed. . 129 15 
1608, Same As Above М/Тит Guide ........... 135 19 
1608T 56 AMP — Tilt Base UL Listed чле . M9 89 
1609 56 AMP — Offset Base UL Listed. .... . 189 115 
1609K Laminate Installer's Kit Supplied With 1609 Offset Base 
Laminate Trimmer, Tilt Base, Router Base, Laminate 
Trimming Guide, %” Collet, Collet Nut, 2 Wrenches, 2 
MM Hex Key, 4 MM Hex Key, Steel Case 
LIST 269.00 SALE 159.00 
BOSCH SHOP ROUTERS 
Model Description List Sale 
1601 1 H.P. — 790 Watt Motor — 25,500 R.PM. ... 149 84 
1602 112 Н.Р. — 1000 Watt Motor — 25,000 В.РМ.. 185 105 
1603 11⁄2 Н.Р. D-Hdle Style 1000 Watt 115 
1604 134 Н.Р. 10 АМР 25,000 R.PM. .. 115 
1606 134 H.P. D-Hdle Style 1120 Watt . 128 
93940 Оуегагт Router WO Моюг....... 795 
93950 Оуегагт Router W/#90300M 3% Н.Р. 


1987 TOOL CATALOG AVAILABLE 


Call Toll-Free 1-800-328-0457 — In Minnesota Сай (612) 224-4859 


SEND CHECK — MONEY ORDER — VISA — MASTERCARD — DISCOVER — ACE 


SEVEN CORNERS ACE HDW. Inc. 


216 West 7th St. е St. Paul, MN 55102 г Est. 1933 


Finishing 
Continued 


ЗЕЕ BAND 
Фе эх 


cloth as a lubricant for the pad. Begin French polishing, us- 
ing a steady figure eight motion. Work on one area of the 
surface at a time, but be sure that the entire surface, in- 
cluding the edges, receives the same attention. As you work, 
it will be necessary to occasionally add a few drops of 
denatured alcohol to the outer linen cover to draw out the 
shellac inside. When the pad has been drained of the 
shellac/denatured alcohol cut, you will need to open the 
linen cover and recharge the wad with more shellac. At no 
time, though, should you ever add shellac to the exterior of 
the linen. After each reloading of the wad or after each ap- 
plication of denatured alcohol to the linen cover to draw the 
shellac out, it is necessary to repeat the process of tapping the 
tampon into the palm of your hand until it becomes tacky. 

After 10-15 minutes of French polishing, occasionally 
adding lubricant and extra fine abrasive, you should begin to 
see a mirror-like surface appearing. Be sure that you are 
working in a well-lighted room, since adequate light is vital if 
you are to properly see and judge the results. Continue to 
French polish for an additional 10-15 minutes to build up a 
high gloss, recharging and preparing the tampon as before if 
necessary. 

Now, rewrap the wadding with a clean outer linen, prepare 
the tampon as before and continue French polishing, only 
this time use an extra-extra fine polishing abrasive. After 
another 10-15 minutes, you should have an absolutely 
smooth, clean surface. As before, work on one area at a time 
until the high gloss look is achieved. If you should find that 
ridges are building as you work, you have fallen victim to the 
most common problem plaguing novice French polishers — 
a too wet tampon. 

If ridges have developed, let the surface harden for about 
an hour; then, using a very dry tampon charged with 
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1-pound cut, rework it and finally spirit off. Note: The figure 
eight or circular motion used in French polishing must be ac- 
complished as quickly as possible. Never pause or stop on the 
work. 

Step 6 — Spiriting off: After allowing the last coat 24 
hours to dry, you will be ready for the final step, spiriting 
off. The purpose of spiriting off is to remove any swirl marks 
or lubricating oil that might be left on the surface. Addi- 
tionally, spiriting off will produce a dramatic increase in the 
gloss. Prepare a fresh tampon as before using ол/у denatured 
alcohol, and work in straight strokes with the grain until the 
tampon is almost dry. Take great care when spiriting off that 
the tampon is not dripping, since too much alcohol will simp- 
ly dissolve the finish you have worked on up to this point. 

After spiriting off, let the surface dry for several hours, 
then lay down a coat of cream furniture polish and buff with 
the grain. Allow the surface to dry overnight, then protect 
the French polished look by applying a thin coat of paste wax 
which will help prevent damage from water and moisture. 

The wadding and linen cover of the tampon can be cleaned 
with denatured alcohol, allowed to dry, and stored for future 
use. 

Editor’s Note: In researching the subject of French 
polishing, we discovered that no two experts seem to agree 
on the technique. Each individual appears to have developed 
his own version, although in the final analysis all of the 
techniques quite naturally claim to produce similar results. 
Some advise using special French polishing mixtures, while 
others recommend ordinary shellac. Depending on the 
desired color and effect, just about all the grades of shellac 
can be used in French polishing. 

Some craftsmen recommend polishing no more than 10-15 
minutes for each coat, with a two-hour dry time between 
coats, while others maintain that a 12-hour dry time for each 
successive coat is vital. Some use mineral oil as a lubricant 
for the rubber, while others swear by vegetable oil. As an 
added step, the real purists include a technique where a 
“pounce Баз?” is used to apply a fine dusting of pumice, 
which is then rubbed out with oil, much in the manner one 
compounds an automotive finish. After the finish has been 
rubbed out perfectly flat, the surface is wiped clean, and 
finally a thinned coat of shellac is rubbed in and allowed to 
dry before spiriting off. 

The experts generally agree that while French polishing is a 
most forgiving technique, novices must overcome the urge to 
use a too-wet tampon if they are to obtain satisfactory 
results. Of course, there is no substitute for practice, which 
in a technique such as this, is absolutely essential to gain a 
feel for and ultimately a mastery of the process. 

While Mr. Devine’s technique may seem a radical depar- 
ture from the lengthy process of traditional French 
polishing, he maintains that the results are identical. Purists 
will no doubt argue this point. 

We offer this technique as a viable alternative for those 
who may have wanted to try French polishing, but were 
discouraged by the complexity, time involved, and the mys- 
tique of the traditional methods. Wy 
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Sand- Rite 


Pneumatic Drum/Brush Head Sander 
Eliminate Tedious Hand Sanding! 


Sand irregular 
surfaces without loss 
of shape or detail. 


Our nationwide 
dealer network 
serves you. To 
order, call Toll-Free 
1-800-521-2318 for 
your nearest dealer 
or a Free brochure. 


ж 


Model Мо. DB-612 
Made in U.S.A. 


Pneumatic sanding drum. Available in five 
diameters, 2" to 8”. Operator-regulated inflated drum 
conforms abrasive sleeve to contoured work. 


Cut Costs—Boost Production— 
On Moldings, Furniture And Intricate Carvings! 
Case-hardened steel shaft mounted on McGill 
self-aligning, flanged ball bearings. Cast zinc 
pneumatic drums. Ultra-reliable 3/4 H.P. Baldor 
single phase, capacitor-start motor, one of the 
finest industrial motors available. Optional stand 
lets you work at comfortable bench height. 
Fabricated of heavy gauge steel. 


Sand- Rite MANUFACTURING СО. 
321 М. JUSTINE ST. ш CHICAGO, IL 60607 


MAKE BEAUTIFUL RAISED PANEL DOORS . . . 
WITH YOUR ROUTER! 


Professional production quality bit makes it quick and easy 
to produce matching rails and stiles — the panel raising bit 
with ball bearing guide makes the raised panel perfect every 


time. 


Regular value over $180.° 


SALE PRICE $79.95 FOR COMPLETE SET , 
ORDER ITEM #154 inciudes all bits shown) 


PERSPECTIVE VIEW OF PANEL DOOR 


(WITH ONE RAIL REMOVED) 


RAISED PANEL BIT 
SUPPLIED WITH 
BALL BEARING 
1/2" SHANK 
3-1/4" Large Diameter 


1/2" Shank 


REVERSIBLE 
COMBINATION 
RAIL and STILE BIT 


(For making matching rails and stiles in 
raised panel doors, etc.) 
Works with stock trom 
11/16" to 7/8" thick 


т: 
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CARBIDE TIPPED — TWO FLUTE 
1/2" SHANK 
supplied with Ball Bearing 


To order by Master Charge or Visa Toll Free 
7 Day — 24 Hour Order Service, Call 
1-800-533-9298, Ext. 56 (in PA 1-800-346-7511, Ext. 56) 
or send check to MLCS, Ltd., P.O. Box 53J, Rydal, PA 19046 


DMs new adjustable dado 
Now, with DML's new Challenger A.D. 
8000 adjustable dado, you can say 
“good-bye!” to the hassle of pulling the 
blade to change the cut. With the À.D. 
8000, you dial the change with the 
blade on the machine. 


Carbide tipped twin blades 
Challenger A.D. 8000 cuts better 
because of its V-blade design — two 
blades that sit side-by-side at one edge 
and apart at the other. Joined at the 
center by a dial that allows easy 
adjustment to any width between 1/4” 
апа 13/16”. Perfectly balanced. To cut 
quietly. And to shear away wood like 
atrim saw, for a smooth finish. Each 


and has 24 teeth tipped with premium 
carbide. 


blade is 8" in diameter: has a 5/e" bore; 


America's quality tool maker 


A genuine mahogany box 
DML's new Challenger A.D. 8000 blade 
comes in a mahogany case. With a 
sliding Plexiglas door. You'd expect 
nothing less from DML — the premier 
supplier of tooling to the woodworking 
industry for over 50 years. 


1-800-233-7297 (SAWS) 


DML, Inc. 
1350 S. 15th Street 
Louisville, KY 40210 


Strong E» 
2015 


TWO SPEED 
SCROLL SAW 


Regularly $899.00 
Now Опіу5699.00 


To Order Write or Call: 


Strong Tool Design 

20425 Beatrice 

Dept. WJ 

Livonia, Michigan 48152 
(313) 476-3317 

MASTERCARD & VISA ACCEPTED 


HUMFREY'S FOR 


EXCALIBUR І 


EXCALIBUR II 


PRECISION SCROLL SAW 
* 1400, 800 & 400 
SHIPPED Strokes/PM 
UPS PREPAID 


* ]9" throat, up to 2" 
thick 


SUMMER SALE 
* 9 Accepts all 5” blades 
3495, Us: © Table tilts 45° left & 
NO OTHER CHARGES right Р 
*Electrics extra. * Cuts wood, plastics, 


metals etc. 


зээ _HUMFREY’S ORDER PHONE 
ИЕР) IN THE U.S. CALL TOLL FREE 


1-800-387-9789 
Г Philip Humfrey International \ 
3241 Kennedy Road, Unit 7 Department W39/10 
| OFFER Scarborough, Ontario MIV 259 (416) 293-8624 | 
INCLUDES Pease nuh me details ofthe EXCALIBUR I 
NM ecision Scroll Saw. 
| хир Name | 


| PKG. | Address 
City State Zip 
— — — — — 
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In The Shop 


Plane Iron 
Sharpening 


he timeless statement, ‘‘There is 
no substitute for a sharp tool," is 
certainly true in the case of plane irons. 
And, as with most any hand tool that 
requires a keen edge, there can be a 
world of difference when it comes to 
the use of a tool that has been properly 
sharpened and that same tool im- 
properly sharpened. Rather than a fur- 
ther digression on the subject of 
sharpening, however, it is the intent of 
this article to provide you with a prac- 
tical step-by-step technique for obtain- 
ing the best and most consistent results 
when sharpening plane irons. 
Grinding 
The first step in sharpening a plane 
iron is to grind (or regrind) the cutter to 
the desired angle. On both bench and 
block planes this angle is between 25-30 
degrees. On bench planes the bevel 
faces down, while on block planes the 
bevel faces up. Regrinding the cutter is 
required on an edge that is damaged or 
where the bevel has become overly 
rounded or the angle has been 
changed. Typically, regrinding is also 
required after long use and many hon- 
ings where the hollow grind has nearly 
been flattened out. Regrinding is not 
usually needed on a new plane iron, 
which should come from the factory 
pre-ground to the proper bevel angle 
and therefore only needs honing to 
September/October 1987 


PRIMARY BEVEL 
(GRINDER) 


SS 
SECONDARY 
BEVEL 


(HONING) 


USE A SQUARE 
TO CHECK 
THAT BEVELED 
CUTTING EDGE 
IS SQUARE 

TO SIDES 


establish the secondary bevel before 
use. 

Fig. 1 shows the typical plane iron 
with primary and secondary bevels. 
When a flat oil or waterstone is used 
for creating the primary bevel, the 
secondary bevel must be established at 
several degrees more than the primary 
bevel. The primary bevel would be 
ground to 25 degrees, while the secon- 
dary bevel would be established at bet- 
ween 28-30 degrees. However, when 
the bench grinder is used to establish 
the primary bevel, both the primary 
and secondary bevels are established 
on the same angle. You will note that 
because of the hollow grind produced 
by the grinding wheel, the secondary 
bevel is essentially a few degrees 
greater than the primary bevel in the 
cutting area. 

We prefer this hollow ground bevel 
because our experience has shown that 
a hollow grind results in a sharper edge 
after honing than when a flat ground 
primary bevel is employed. One added 
advantage of the hollow ground bevel 
is a generous back clearance, providing 


SQUARE EDGE 
& ESTABLISH 


BENCH FLAT 


GRINDER 


CORRECT. 
FLAT REMAINS. 
EVEN AS YOU 
GRIND BEVEL 


INCORRECT: 
FLAT SHOWS: 
TAPER 


(DRAWING EXAGGERATED) 


relief and reducing friction. We grind 
both the primary and secondary bevels 
to 25 degrees. 

We acknowledge the fact that many 
purists frown on using the grinder or 
oilstones for sharpening. In the 
January/February 1979 issue of Fine 
Woodworking magazine, the master 
George Nakashima maintained that 
“Чи takes two years to learn how to 
sharpen a chisel properly, and even 
now, after 30 years, I don’t have aman 
in the shop who can sharpen a chisel 
properly. We have a power grinder, 
and a lot of the men use it even on a 
good chisel, which is absolute bar- 
barism . . . an oilstone is no good, it 
has no quality, it doesn't have the feel 
that a good waterstone has...” 

Mr. Nakashima is no doubt correct 

(continued on next page) 
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brings the &- 
world of 
woodworking 
to your д doorstep 


We've searched the world for the 
latest and finest qualily tools, 
machinery & supplies for the serious 
woodworker. Whether you want the 
finest Sheffield steel chisels or the 
latest in Delta technology, our new 
catalog delivers. 


Send $2.00 (Refundable with first order) 


—— ` - 
“S JENKS & Son At 
——— СГ. - 


1933 Montana Ave, NE т TOLL-FREE 
Washington DC 20002 1-800-638-6405 


NEW! 18" 2-speed 
SCROLL д 


30-DAY 
FREE 
TRIAL! 


+ . loys, name bars, fili- 
work, ornaments, tole paint fi 
ly 4 8 newest 
model, the "Liberty 18," outperforms them all! 


Check These Advantages! 
© Powerful, “% HP, 2-Speed Motor—over 
twice the horsepower of any comparable saw! 
Speed changes instantly with just a flick of the 


switch 
© Big, 18-inch throat capacity with 2-inch 
depth of cut — plenty of room to work, evenon 
large pieces! 
ео іле, 124.5 Square Inch Cast Worktable 
laminated with spac Lexan. The work- 
piec 
surface! 
Call Toll Free 1 (800) 538-4200 Ext. 8130 
Woodmaster Tools, Dept. CD30 
2908 Oak, Kansas City, MO 64108 
на нх ан нэ нм ан нм ан өн на ан нм өн ам эм эмгэн эн. 


Г1 YES! Please rush my FREE 
INFORMATION KIT and details on your 


1 

1 Se 
1 30-Day Free Trial Guarantee. ) 
! Мате 
1 
1 
1 


Address 
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Continued 


when one considers his extraordinary 
standards. However, for mortal men 
(middle level, average-experience 
woodworkers), the grinder is a fast, ef- 
fective, and reliable method. 

Both hand and machine sharpening 
methods can be accomplished ad- 
mirably by the seasoned pro working 
freehand (without any guides), The 
amateur, hobbyist, or novice wood- 
worker, though, is strongly urged to 
employ some sort of mechanical device 
or guide to position the plane iron at 
the correct angle to the stone or grind- 
ing wheel. 

The bench grinder tool rest (Figs. 3A 
and 3B) will serve both to support the 
plane iron and to position the iron at 
the correct angle to the wheel. It may 
take some trial and error to establish 
the proper angle for the tool rest. 
Check the plane iron with a T-bevel to 
ascertain that the bevel angle is being 
ground as intended. Before starting, 
position a cup of water within reach to 
periodically quench or cool the iron as 
you work. Remember, if at any time 
you see the edge of the blade turning 
blue, you have destroyed the temper 
and that section will have to be ground 
out. 

Start by dressing the grinding wheel 
square using a silicon carbide wheel 
grinding stick. This initial step pro- 
vides a flat grinding surface while 
simultaneously uncovering a fresh cut- 
ting face that is less likely to build up 
heat. 

The first step in sharpening is to 
determine that the plane iron edge is 
square to the sides. This can be 
checked with a T-square, as shown in 
Fig. 2. If it is not square, begin by 
grinding a slight flat on the edge to 
square it (Fig. 3A). This really serves 
two purposes: squaring the plane iron, 
and providing a reference point so that 
you may judge how square your grind- 
ing is proceeding as you work the iron 
from side to side across the wheel (see 
Figs. 3B and 3C). The side-to-side 
grinding motion should be continuous 
without excessive pressure. If you 
pause in one spot or press too hard, 
you will cause the steel to overheat. 
While an area that has been blued and 
has lost its temper can be ground away, 
the blade will generally never be quite 


HAND 
SHARPENING 
HONING 
MOTION IN A 
“FIGURE EIGHT” 


FLAT AREAS 
FROM HONING 


SHARPENING 
AND HONING 
GUIDE 


the same or hold as keen an edge. 

As you work, periodically cool the 
iron in the cup of water, especially as 
you approach the final edge, since this 
is the point at which it is most likely to 
burn. When the edge has been ground 
down to the point where the flat on the 
end almost disappears, stop. Never go 
past this point since, by doing so, you 
will lose your reference by which to 
judge squareness. Once again, 
remember to work slowly to reduce the 
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ALTERNATE METHOD 
FOR DEBURRING 


ROUNDED 
CORNERS 


chance of overheating and bluing the 
steel (a common beginner’s error). 


Honing or Whetting 


The hand method for honing re- 
quires that you employ a steady figure 
eight motion as shown in Fig. 4A. Start 
on a medium grit oil or waterstone (we 
like an Arkansas stone), then move on 
to a fine oil or waterstone like an India 
stone, which we prefer. Every so often, 
flip the plane iron over, lay it flat, and 
remove the hair burr as shown in Fig. 
4B. Of course, you may also use one of 
the sharpening guides to hone the 
plane iron (Fig. 4C), a wise choice if 
you are not confident working 
freehand. When properly honed, the 
beveled edge of the plane iron should 
appear as shown in the Fig. 4B detail. 
Note that you will have created flats on 
both sides of the hollow ground bevel. 

As a last step, you may wish to use a 
leather strop or a cloth buffing wheel 
to polish the honed edge. Either 
method will effectively remove any 
fine hair burrs, and by polishing the 
cutting surface, the sharpness and 
longevity of the edge is enhanced. An 
alternate method for removing hair 
burrs is to draw the plane iron across 
the edge of a board, as shown in Fig. 5. 
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While the leather strop has been the 
traditional method of polishing the 
cutting edge, the buffing wheel, 
charged with tripoli compound, is a 
much faster and equally effective 
device. Several passes over the wheel 
on both sides of the edge are all that is 
needed. 

For the properly sharpened and 
maintained plane iron, honing or whet- 
ting is an occasional requirement, and 
regrinding is needed very infrequently. 
However, to maintain an optimum 
cutting edge, the iron should be 
periodically stropped or buffed while 
you work. Indeed, the iron can be buf- 
fed or stropped a dozen or more times 
before whetting is required. 

There is no hard and fast rule on 
how frequently one needs to “Чипе” 
the edge. We generally strop or buff 
when we perceive a noticeable decrease 
in cutting ease. Some Oriental masters 
are rumored to have stropped after 
each stroke, but this is certainly ex- 
cessive unless one takes more pleasure 
in stropping than in planing. However 
frequently or infrequently you prefer 
to tune the edge, remember the old 
maxim that there is no substitute for a 
sharp tool. 


Notes on Bevel Angle & Edge Radius 


While smooth planes should be 
ground perfectly square, jack planes 
are usually given a slightly radiused or 
curved edge as shown in Fig. 6. The 
curved edge enables one to remove 
large amounts of stock without goug- 
ing or tearing at the blade corners. For 
finishing work, some craftsmen prefer 
to slightly round the smooth plane iron 
corners, as shown, also to prevent 
gouging. 

Bevel angle can be altered, depend- 
ing on the type of work you do and the 
wood you usually work in. If you work 
mainly in soft pine, consider grinding a 
22- to 23-degree bevel, which will slice 
cleanly in pine, but tends to chip in 
oak. For oak and other hardwoods, a 
bevel angle of about 28 degrees pro- 
duces the best results. For general pur- 
pose work, however, we prefer the 
25-degree bevel angle. 

Editor’s Note: We use the same 
general technique described here to 
sharpen our chisels. Wy 


The RBI Woodplaner™ 


Features Planing, Molding 
and Surface Sanding. 


With One Big 
Capacity, 
Precision Tool. 


Planing, molding and 
sanding . . . the three 
secrets to really suc- 
cessful woodworking. 
Without an affordable 
planer, you're stuck 
with mill-size boards 
for all your projects. 
Without an affordable 
molding machine, your 


лы projects will be basic 
Woodplaner" ле with little 
612 Model creativity. Without a 


recision surface sand- 
ing tool, your finish will never have furniture- 
factory quality. 

So what's the answer? Before you even think 
of purchasing a planer, you owe it to yourself 
to get all the "plain" facts about RBI's Precision 
Woodplaner™. It's three tools іп one compact, 
affordable unit. 


Send today for free information kit! 


B 1801 Vine Street 
[| Harrisonville, MO 64701 


1 О YES. Tell me about your 30-day “In-The- | 
П Shop Guarantee of Satisfaction.” 1 
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Street. 1 
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MADE IN 
U.S.A 


NEW! POWER-FEED 


DRUM 
SANDER 


30-DAY 
FREE 
TRIAL! 


А Finish Sander... A Thickness Sander 
You can use this high-tolerance machine for light dimen- 
sioning as well as the finest finish work. Because stock is 
power-fed at a uniform rate, you'll achieve results impos- 
sible to duplicate with hand methods or hand-held sand- 
ers. Dimensions remain exact ... no more low spots, 
waves or cross grain marks! 


Improves Results! 
Use the Woodmaster to dimension and finish-sand 
cabinet pieces, resawn stock, paneling, grandfather 
clocks, toys, tabletops, knees, burls, crotches, and much, 
much more! You'll soon find it's one of the most valuable 
tools in your shop! 

30-Day FREE Trial! 
Send for Complete Facts! See how you can use the Wood- 


master Drum Sander in your own shop for 30 days com- 
pletely without risk! Easy terms. 


Call Toll-Free Today 1 (800) 538-4200, Ext. 4128 


7 Woodmaster Tools, Dept. DR29, 2908 Oak — 
Kansas City, MO 64108 


y Please rush my FREE Information Kit and 
DYES! чемиз on your 30-Day Free Trial Guarantee 


Name 
Address 


Your home 


workshop 
can PAY-OFF 


B | G 14 
YOUR OWN 
EES MONEY. 
Earn Extra Income 
Right At BUSINESS! 


3-IN-1 
Power Feed 
Power Tool FACTS TODAY! 


Planer Molder Saw 


Three power tools in one— 
а геа! money-maker for you! 


The Planer/Molder/Saw is a versatile 
piece of machinery. It turns out prof- 
itable precision molding, trim, floor- 
ing, furniture... in all popular pat- 
terns. Rips, planes, molds sepa- 
rately...or all at once. Used by indi- 
vidual home craftsman, cabinet and 
picture framing shops, lumber yards, 
contractors and carpenters. 

Never before has there been a 
three-way, heavy-duty woodworker 
that does so many jobs for so little 
cost. Saws to width, planes to desired 
thickness, and molds to any choice of 
patterns. Cuts any molding pattern 
you desire. Provides trouble-free per- 
formance. And is so simple to operate 
even beginners can use it! 


: SEND FOR 
30-Day FREE Trial! exciting Facts 


NO OBLIGATION-NO SALESMAN WILL CALL 


RUSH COUPON кузе; 
TODAY! IDE ДЕ 


Foley-Belsaw Co. pR ri 
ep») Nu Е! 
ері. 
Ca» Kansas City, Mo. 64120 


О YES. please send me the FREE Booklet that 
gives me complete facts about your Planer- 
Molder-Saw and full details on how I can qualify 
for a 30-Day Free Trial right in my own shop. 1 
understand there is No Obligation and that No 
Salesman will call. 


Ц Мате. 
^ Address. 


City 
ө ЕВ Zip. 
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Woodworking Basics 


$ specialized elements of wood- 
working seem complicated at first 
glance, and woodworkers unfamiliar 
with them commonly tend to avoid 


projects that include such 
challenges. 

One problem often encountered is 
how to accurately lay out for splayed 
legs, and how to drill through or into a 
surface to accommodate them. While 
there are a variety of acceptable 
methods, we have found that the 
easiest and most reliable way is to con- 
struct a splayed leg drill guideblock. 

First, determine the hole angle. In 
our example, we show a simple 
4-legged stool with the legs splayed out 
at 10 degrees from the vertical (see in- 
set). Since the legs are splayed at 10 
degrees, we will need a guideblock with 
a hole drilled through at 10 degrees to 
guide the drill bit at the proper angle. 

Step 1. Determine Block Size: As a 
rule of thumb, we prefer a thick drill 
guideblock for maximum stability. 
The width of the block is determined 
by the drill bit size, but is generally at 
least two times the hole diameter. The 
length of the guideblock may be in- 
creased as necessary if the legs are 
located some distance in from the sur- 
face edge and deep throat clamps 
would not otherwise reach the 
guideblock. The guideblock we show 
in the illustration will adequately ac- 
commodate any bit up to 1/4 in. in 
diameter. 


may 


Step 2. Establish Splay Cut: After 
cutting the block to overall length, 
width, and thickness, make the initial 
cut to establish the leg splay. 
Remember, the angle of this cut must 
be equal to the desired degree of splay. 
In our example, since we require a 
10-degree leg splay, a 10-degree wedge 
is cut. 

Step 3. Mark Center lines: Scribe 
center lines across the guideblock, con- 
tinuing them all around. These lines 
serve both to mark the center point, 
and to help index the guideblock in 
step 6. 


Step 4. Drill Guideblock Hole: Flip 
the guideblock over onto the angled 
face, and use the drill press to drill 
through the block at the center lines. 
Use the same diameter bit as for the 
hole that you intend to drill later. Note 
that a hand screw clamped to the drill 
press table (which is flat at 90 degrees 
to the bit) anchors the guideblock. 


Step 5. Notch Guideblock For 
Clamp: Using the band saw, notch for 
a flat on the end of the guideblock to 
accept a clamp. 

Step 6. Position Block and Drill 
Holes: Clamp the drill guideblock in 
place on the underside of the work. 
Figs. 7A and 7B illustrate how to lay 
out index lines for round and rec- 
tangular or square surfaces with four 
legs of equal splay. Note that in each 
case, the drill guideblock is faced in the 
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direction of the splay. As shown, the 
drill guideblock is aligned with the in- 
dex lines to insure correct positioning 
before it is clamped in place and the 
holes are drilled. 

While we have only illustrated in- 
dexing for 4-leg applications, indexing 
for 3-leg round seat applications is 
similar, requiring that you simply lay 
out an equilateral triangle, bisect each 
angle, scribe your index lines and then 
align the guideblock along the bisec- 


ting lines. Once you have determined 
the correct angle of splay and made the 
guideblock, this general technique can 
be utilized for most any situation re- 
quiring that holes be drilled to accom- 
modate splayed legs in chairs, stools, 
and tables. Of course, where an angled 
seat is involved (i.e. a seat not parallel 
or on the same plane with the floor), 
several guideblocks may have to be 
constructed, depending on the desired 
leg splay. Wy 


1%” BIT 4 


BOTTOM SIDE 
FACE UP 


HAND 
SCREW TO HOLD 
BLOCK FOR DRILLING. 
CLAMP HAND SCREW TO DRILL PRESS. 
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LEG SPLAY. 


5 
NOTCH OUT FOR 
CLAMPING 
SURFACE 


Cs CENTER LINES 
К. 
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TO UNDERSIDE 
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“EVER-LAST” Belts from... 
[rouse 


A co. 


Check your size and how many 
dozen. We will ship assorted grits 
unless otherwise specified. 

(CUES ake ТБ $13.70/doz. 
П1”х42"...... $13,75/doz. 
D i"x44" .. $13.80/doz. 
L13"x 18" $14.75/doz. 
L13"x21" $15.25/doz 
O3"x 233A" $15.70/doz 
L13"x24" . $15.75/doz. 
O3"x27" ...... $16.25/doz 
O 4" x 21%" $17.75/doz. 
04" x24" $18.25/doz. 
L1 4" x 36" $21.95/doz 


L16"x 48" $27.95/% doz 
(З FREE) 
Other size belts on request. 


STIKY DISC, Rugged 

cloth with PSA backing. 

О 6"diameter $1.00 each 
О 8"diameter 1.25 each 
O 9" diameter 1.50 each 
012" diameter 2.00 each 


9" x 11" PAPER SHEETS 
A/O Cabinet Paper 

50/pk. 100/pk. 
40-D...11$17/pk. 0 $31/pk. 
16/рк. Г1 28/pk. 
15/pk O 26/pk. 
14/pk. [] 24/pk 
13/рк. O 22/pk. 
13/рк. [1 22/рк. 
.O 13/рк. O 22/рк. 
No Load Finishing Paper 

50/pk. | 100/pk. 
180-А...Г1$11/рк. 00 $19/pk. 
220-A...L] 11/рк. O 19/pk. 
280-А...Г1 11/рк. O 19/pk. 
320-A...L] 11/рк. O 19/pk. 
400-A...L] 11/pk. O 19/рк. 

C BELT CLEANING STICK 
2"х2"х6"... $6.95 


For Fast Delivery Call Toll Free 
1-800-428-2222 (U.S.A.) 
1-800-222-2292 (PA only) 


NDUSTRIAL == = == 
BRASIVES co. 1 
645 N. 8th STREET | 
READING, PA 19612 1 


1 SHIPPING CHARGES - Under 535 add 52.50. $35 or more add 
$4.00. Over $100, shipping free, PA residents add 6% sales tax. 


C MONEY ORDER. (О CHECK 
| Ciwaster саво viso 


| 

1 
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| МАМЕ І 
! 

1 

1 


ide, 
ісе. 
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inum ох! 


. . get 6 FREE Belts for each dozen 


ordered. All belts, alum 


* MONEY-BACK GUARANTEE 


* Prompt delivery from stock. 
5 
2 
о 
[а | а [S]: 


FREE Sanding Belts 


Exp. Date 
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1 en STATE 


pz 
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and Projects 


6. Turning Miniatures in Wood 


NEW WOODWORKING BOOKS 
Published by the British Guild of Master Craftsmen 
Мн, available NOW in the USA 


1. Woodworking Plans $14.50 prte IM FO on 

2. 40 More Woodworking Plans & Projects $14-50 With two or more 

3. Sharpening and Care of Woodworking Beetle cations 
Tools and Equipment $14-50 are almost unlimited. 

4. Woodcarving : A Complete Course 514-50 Simply adjust the 

5. Pleasure and Profit from Woodturning $14-50 opt otia ahd 


Please send me the following titles 


Plus $1 p&p per book. 
Street 
State 
My check for $... 


City . 
Zip. 


is enclosed and made payable to Garrett Wade Co. Inc. 


Access 


Debit ту [_] American Express 


Mastercharge 


ГІ Diners Club Account with $ 
My Account No. 
Signature 


nd order with remittance to: 
Garrett Wade Company Inc., 
161 Ave. of the Americas, New York, N.Y. 10013 


Visa 


MULTI-FORM MOLDING MAKER #159 


MAKES 
BEAUTIFUL 
LARGE AND 
SMALL 

MOLDINGS 


SPECIAL OFFER 


ACTUAL 
SIZE 


#159 


This carbide tipped bit 
will produce dozens of 
different profiles in 


position of the fence 
and create beautiful 
large or small moldings. 
Any portion of the bit can be 
used to achieve tho desired effect 


For use in router table, 
1/2" Shank 
Two flute 


Tungsten Carbide Tips 


Production quality 


The profiles shown are just a 
few of the almost unlimited 
possibilities, 


Supplied with ball bearings 


We pay shipping 


To order by Master Charge or Visa Toll Free 
7 Day — 24 Hour Order Service, Call 


1-800-533-9298 (In PA 1-800-346-7511, Ext. 56) 
or send check to MLCS, Ltd., P.O. Box 53 , Rydal, PA 19046 


PREMIUM QUALITY Y CARBIDE TIPPED ROUTER BITS AND SHAPER CUTTERS 
Custom Work A Specialty » Send A Profile For A Quotation • Expert Sharpening Service Available 


Two Great Shapers at a Sensational Price! 
CAS 15 Wood Shaper/Router Table 


$395 For A Limited Time Only 
(Plus $50 Freight) 


+ Interchangeable 1/2" and 3/4" Spindles 

* Collets For 1/2" and 1/4" router bits 

* 1-1/2 HP UL motor 

* Two spring steel hold down 
clamps 

* 1.2" Vertical spindle travel» 

* 5° and 3" Inserts in cast iron 
table 

* Reversing switch 

* Mitre included 


CMP-2L 
$1095 (pius $95 Freight) 
*ЗНР 
* 2 speed - 
7,5000/10,000 АРМ 
+ Reversible 
* 17, 3/4", and 1/2" spindles 
included 
* Collet for 1/2" and 1/4" shank router bits included 
+ 4" Vertical spindle travel 
* 23-5/8" x 17-3/4" fixed ground cast iron table 
with dovetailed mitre 
* fixed table provides holddown clamps for 
both side and top control of material 
* 18-1/2" x 13-5/8" sliding table includes support arm 
mitre and holddown clamp 
* 15-3/4" sliding table movement 
* Steel fence with 4-way micro adjustment 
* 33-1/2" table height 
* 385 105. net 


$ 


ORDER TOLL FREE: 1-(800)-235-0272 + 
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Cascade Precisior Tool Co. 
Box 848, Mercer island, WA 98040 


ORDER COD BY PHONE OR WITH VISA/MC OR ORDER ВУ MAIL WITH MO, CHECK, VISA/MC. 
Call or Write For New Catalog Featuring Over 300 Carbide Tipped Router Bits and Shaper Cutters 


10 AM - 7 PM- Monday through Saturday 


CARBIDE TIPPED SHAPER CUTTER PANEL RAISER- 


3 Wing, 5 Profiles, 3MM Thick Carbide 
(Now with 109 Upshear) 
+ 4 5/8" OD with 3/4" Bore (1/2" Bushing) 
*5 1/2" OD with 1 1/4" Bore (1" Bushing) 


5° FACE CONCAVE CONVEX 
с 


15° FACE 12% FACE 
UT CUT &OTRRD 


6 PC CARBIDE TIPPED CABINET SETS 
* 3mm CARBIDE + 3/4" BORE W/1/2" BUSHING 
+13 STOCK PROFILES - 514999 То $17995 


SY 1280 To SY 1284 

3/4" to 1 1/4" - Thick Material 

3/8" Deep Tongue - 517995 еа 
(11/4" Bore with 1" Bushing, 525995) 


SY 1269 


Ix] 14900 


ГЕ Е тше [= = 


1/2" SHANK CARBIDE TIPPED CABINET DOOR SET 
* BIG 3-1/2" O.D. PANEL RAISER - 55955 


(Choice of 5 
Profiles Above) 


sv vno 


svum 


БЕЛ 


SY 1272 
3/4" to 1 3/4" Material 
$17995 
(1 1/4" Bore with 
1" Bushing $27995) 


* RAILISTILE CUTTER 
BOTH | ,;PAILEND CUTTER 
$11995 ** (Choice of 4 Profiles Above) 


IN WASHINGTON STATE CALL 1-236-0272 


THE RBI HAWK LINE OF 
PRECISION SCROLL SAWS 


let the RBI Hawk line of Precision Scroll Saws 
unlock the creativity in you and let you become the 
woodworker you want to be. Use your Hawk to cut 
“N out in almost any material, 
names, wooden toys, cut- 
outs for tole painting, 
silhouettes, inlays, 
trivet baskets, the list 
is limitless! We built 
the quality into the. 
Hawk that the pro's 
demand, yet kept it 
simple enough for 
à beginner to use. 
There is a Hawk 
suited to your 
needs from the 
12” to the 26” 
with financing 
available. Try it in 
your shop for 30 
days without risk 
and see how 
enjoyable and 
profitable scroll 
sawing can be 
for you. 


SEND TODAY FOR YOUR FREE INFORMATION KIT 


1801 VINE ST., Р.О. BOX 369 
HARRISONVILLE, MO 64701 
1-800-535-8665 


YES, TELL ME MORE ABOUT THE RBI HAWK 
LINE OF PRECISION SCROLL SAWS PLUS THE 30 
DAY MONEY BACK GUARANTEE 


NAME 


STREET 


CITY 


STATE 
©1986 RBI, INC. 


ZIP. 
(PLEASE PRINT) 


CODE WJO7 
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Special Techniques 


Traditional Chip Carving 


By Rick Butz 


Sechsschnitt sample board. 


hip carving is one of the oldest 

kinds of decorative woodcarving 
and one of the simplest. For hundreds 
of years, woodcarvers in the isolated 
mountain regions of Northern Europe 
used this style of carving to decorate 
their household utensils. During the 
long winter months they carved their 
folk designs on boxes, spoons, cup- 
boards, spice racks, chairs and other 
items. A chip carved border detail is 
used to decorate the spice rack featured 
on page 50. 

Chip carving or kerbschnitzen con- 
sists of a series of simple triangular cuts 
arranged in complex geometric pat- 
terns. These are carved out with a 
single knife. I find that the traditional 
German-style chip carving knife shown 
in Photo 1 is the most comfortable to 
use. Remember, the knife must be 
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razor sharp to produce the nice crisp 
cuts. 

Any soft, fine-grained wood can be 
used for chip carving, provided it 
doesn't have any knots. Basswood is 
ideal, but air-dried white pine or 
poplar can also be used. 

You may find the holding device 
that I call a bench hook useful. This is 
a flat, square board with a cross piece 
glued to each end. The bottom piece 
hooks over the edge of your 
workbench while you brace your work 
against the top cross piece, as shown in 
Photo 2. This bench hook holds the 
wood securely, while enabling you to 
turn the work around easily in order to 
carve from other directions. 

The basic cut for all chip carving is 
called dreischnitt which literally means 
“three cuts." You may want to prac- 


2 


Photo 2: Bench hook holding device. 


tice some dreischnitt cuts before at- 
tempting to create the chip carved 
border pattern featured on the spice 
rack. As shown in Photos 3, 4 and 5, 
begin by drawing out a triangle about 
и in. tall. Now place the point of your 
knife at the apex of the triangle and 
press down about '⁄ in. Repeat this cut 
for the other side of the triangle. You 
now have two vertical cuts deepest at 
the apex and sloping upwards. 

Next, slice along the base of the 
triangle, holding the blade so the point 
angles down 45 degrees and meets the 
other cuts at the apex of thetriangle. A 
single chip should cleanly pop out or 
come free. 

By practicing on a piece of scrap 
wood, you will soon get the feeling of 
this dreischnitt cut. "Various ar- 
rangements of this cut in different pat- 


(continued on next page) 3 


Special Techniques 
Continued 


terns can be used to create a great Cutting The Dreischnitt 
variety of designs, many of which are 


suitable to decorate the spice rack. 

Another chip carving cut is called 
the sechsschnitt or “іх cuts.’’ This is 
simply three dreischnitt cuts combined 
to form a single triangular cut with the 
three sides sloping down towards the 
center of the triangle. The border detail 
used to decorate the spice rack consists 
of four sechsschnitt triangles arranged 
to form a square, with this pattern 
repeated side-by-side for the length of 
the border. Photo 3: Make the two vertical dreischnitt stop cuts. 

The first step in making the border 
detail is to lay out and pencil in the pat- 
tern. Center a row of ¥% in. squares on 
the wood. Then draw two diagonal 
lines through each square. Be careful 
to draw the pencil lines lightly so they 
can be erased easily when you’re 
finished. 

Make the first cut by placing the 
point of your knife in the center of 
each triangle formed by the diagonal 
lines. Press down about И в in., making 5 4 
a vertical cut that slopes upward from 4 Р” 7? 
the center to each corner of the - — — — ---- 
triangle, as shown in Photo 7. 

Next, holding the knife at about a 13 г 1 
45-degree angle to the wood, slice a 
chip out of each side of the triangle. 
The finished sechsschnitt will have 
three sloping sides that meet in the 
center, looking something like a 
reverse pyramid (Photo 9). Repeat this 
chip carving cut for each of the four 
sechsschnitt triangles in each square. 
Then continue to the next square. 

Once you get the hang of making 
these sechsschnitt triangles, the design 
possibilities are endless. They can be 
made in a great variety of shapes with 
straight or curving sides, as illustrated 
by the sechsschnitt sample board. 

With a little practice, you’ll find that 
chip carving is a lot of fun and not 
nearly as difficult as it first appears. 
Good luck! 


Editor’s Note: Our thanks to Rick 
Butz for his help with this feature. 
Rick’s book How To Carve Wood 
(published by Taunton Press) with 40 
different carving projects for wood- 
carvers is available from: Rick Butz, 
P.O. Box 160, Blue Mountain Lake, 
NY 12812; cost is $15.50 postpaid. 


Way Photo 6: Dreischnitt sample board. 
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ЭХ 
Photo 8: Slicing out the first sechsschnitt chip. 


Ea «a 
Photo 9: Slicing out the last sechsschnitt chip. 
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Photo 10: The finished sechsschnitt cut for border detail. 
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BUILD THIS CLASSIC 


“Roll Top” OAK DESK 


from pre-cut first quality kit 


He the turn-of-the cen- 
tury "Roll-Top" you've 
always wanted. A full size 
oak desk, yours now at 
extraordinary savings . . . 
because you build it yourself 
from pre-cut kit parts. Мо FREE Full color 
special tools needed. When catalog gives you 
finished, you'll possess а all the facts 
magnificent showpiece for your home or office 
— worth at least twice what you pay for the kit! 
Send for details without obligation. 


Please send my free Craftsman's Corner color 
catalog featuring the Classic Roll Top Desk and 
many other top quality hardwood kits. I under- 

stand I have no obligation. | 


Print Name | 
Address Apt. # 

City 

State Zip 


CRAFTSMAN’S CORNER 


LIKE OWNING YOUR 
; = OWN 
` LUMBER- 


VARIABLE 
FEED RATE! 


Just a twist of the dial 
gives you from 70 to over 
1,000 cuts-per-inch! 
Made in U.S.A. 
Makes you money. ..saves you money! 


New 3-in-1 power-feed shop planes, molds, sands! 
Quickly converts low-cost rough lumber into high- 
value finished stock! Turns out perfect picture 
frame, quarter-round, casing, tongue & groove 
.... all popular patterns . . . any custom design. Con- 
verts in just minutes to a powerfeed drum sanding 
machine! This one low-cost power-feed shop opens 
up a truly astonishing range of products you can 
make and sell. Find out how you can try this ver- 
satile tool in your own shop on our 30-day Free 
Trial! Easy terms. 

Call 1-800-538-4200, Ext. 4235 


SEND FOR FREE FACTS TODAY 4 „ 2с, 


ГГ - 
Woodmaster Tools, Inc. 1 
Dept. PS35, 2908 Oak 1 
Kansas City, MO 64108 H 
О YES! Please rush my FREE Information КЇ! апд р 

details on your 30-Day Free Trial Guarantee. — g 

Name : 
Address 1 

8 City/State _ Zip H 
L тесесесесесешесе----4 
25 


WOODWORKERS HARDWARE 


WHOLESALE ORDER FORM 


Hardwood 
Toy Wheels 
27 

#075100. .3/4"..$3.50/100 
99087100, .7/8"..$4.70/100 
4W100100. ..1"...$6.00/100 
4W125100. .1'4"..$8.00/100 
4150100. 12". .511.00/100 
#0175100. 134". .$15.60/100 
4W200100. 2"..$19.50/100 
#22520. ..2'4"...$1.30/20 
4W25020...2'5"...$8.80/20 
AW21520. ..234"...$10.20/20 


$4.10/100 


ЖАРА fils 247-234". .$1.60/20 


Front. ..$6.30/20 
$25.50/100 
(Order AP4 Peg for above) 
#105120. Dual Rear. .$10.50/20 
#7051100 $42.90/100 
MAPS... Axle Pegs for Dual Rear 
$1.98/20 
$9.00/100 


$15.00/100 

$1.90/10 
$13.90/100 
1%”... $1.10/10 
57.60/100 


3%” 
2%” 


:53.35/10 
328.00/ 100 

52.00/10 
515.00/ 100 


387 


52.21/10 
$19.90/100 


$1.80/10 
$13.00/100 


Birch $ 


#56 5%” 
4585 9" 
#5110 11 
Birch 
Dowel 

Pins 

#1142 Me" x2” 


5.49/еа 
$.85/ea 
$1.35/ea 


$1.90/100 
$8.50/500 
$2.00/100 
$9.25/500 


#1382 3/8"x2" 


ORDER TOLL FREE 


Oak or 
Birch 
Galley 
Spindles 
451 Birch. .1-1/8” 


iLength 


$1.30/10 
$9.00/100 
$1.70/10 
$15.60/100 
$1.50/10 
$12.00/100 
$2.40/10 
$22.00/100 


Birch Screw 


Hole Buttons 
#1432 3/8” 


454 Birch. 1%” 


#S10AK...1-1/8” 
#S40AK. 1%” 


$1.76/100 
$7.50/500 
51.16/100 
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Shop-Tested: 12 Jigsaws 


hen we first made the decision 

to feature periodic tool reviews 
in The Woodworker’s Journal, the 
concept met with some resistance from 
readers who were fearful that the Jour- 
nal might become ‘‘just another wood- 
working magazine." We assure you, 
however, that the tool reviews will be 
only an occasional addition to the 
Journal, not areplacement for projects 
or regular features. 

This review will try to answer the 
question, Which jigsaw is best from 
the woodworker’s point of view? Of 
course, this is no easy question to 
answer given the many different skill 
levels, areas of interest and ге- 
quirements of our subscribers. 

An additional consideration, and in 
many ways a most important one, is 
cost. Obviously, the more costly tools 
can generally be expected to provide 
superior results. The question of 
whether a top-of-the-line jigsaw 
costing $130 is worth $100 more than a 
base model costing $30 is something 
that will be highly individual, depend- 
ing on the type of woodworking you 
do, your own personal standards and 
of course, your budget. 

Note: while terminology can often 
be confusing — Are they jigsaws or are 
they saber saws? — we have chosen to 


September/October 1987 


use the term jigsaw since all the 
manufacturers we checked with, ex- 
cept Sears, refer to these tools as 
jigsaws. 


The Test 


Conducted by associate editor, 
David Peters, and designer/craftsman, 
Phil Bacon, our test is not a laboratory 
comparison of torque, longevity, 
power, or features. Rather, we have 
used each of these jigsaws and are 
presenting our evaluation based on this 
use. The test included straight and 
curved cuts in 5/4 oak hardwood, 3/4 
oak plywood, and walnut veneered 
medium-density fiberboard. We made 
the same cuts with each tool, using 
identical blades. The cuts included 
straight cuts both with and across the 
grain, and circle cuts of 2- and 3-in. 
diameters. We tested a variety of 
blades in each saw, using new blades 
each time. We carefully matched teeth- 
per-inch and tooth set and bevel where 
the same brand and type of standard- 
mount blades could not be used (as 
with the Porter Cable and Bosch 
tools). 

Since we were all familiar with the 
generic $19.95 jigsaw, and given the 
fact that there is little if any discernable 
difference between the many models in 


DOWNSTROKE 
MOVES BLADE 
STRAIGHT DOWN. 


MOVES BLADE 
FORWARD 
DURING UPSTROKE 


the under $30 price range, we decided 
to concentrate on what is called the 
high end of the market. You can expect 
to purchase these saws for about 60 
percent of the manufacturers sug- 
gested retail price through mail-order 
and tool discount sources. As always, 
certain manufacturers have a policy of 
higher mark-ups and greater discounts 
than others, and we encourage you to 
shop around for best prices and sales. 
The M-47 series Black and Decker 
(model 7548) was included because we 
were particularly impressed with this 
tool’s performance given its size and 
the fact that, with a suggested retail 
price of $51.95, it is widely available on 
sale for under $30. Four other saws, 
including the two Sears and the two 
Skil models, were tested so we could 
evaluate the importance and usefulness 
of the scrolling feature, which in- 
terestingly enough rarely appears on 
“professional” grade jigsaws. 

The purpose of our test is to present 
you with the facts as we see them, and 
(continued on next page) 
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_ Tool Review 
3 Continued 


Manufacturer — Manufac. 


Model Number 

Black & Decker — 7548 
Skil — 4395 

Sears — 17209 

Skil — 4555 


$ 51.95 


Sears — 1840 
Porter Cable — 7348 


Porter Cable — 7548 
Black & Decker — 3157 
Milwaukee — 6256 


$199.50 
$201.00 
$217.00 


$218.00 
$220.00 
$230.00 


Ryobi — JSE-60 

Hitachi — JHV-60 

Bosch — 1581-VS 
*All these weights include the cords. 


not to pit the saws against each other to 
determine the overall best, since such a 
comparison would obviously favor the 
more expensive models. Rather, we 
sought to measure the saws against a 
standard of what we feel woodworkers 
require of a jigsaw, and to establish 
whether those saws tested offered a 
good value for their price. In the end, 
we hoped to shed some light on the 
question of what comprised a good 
jigsaw, and to evaluate the importance 
of the various features offered on the 
different saws. 

There are over 50 models of jigsaws 
on the market today, many from the 
manufacturers we included in our 
sampling, and others from makers 
such as AEG, Makita, and Metabo. 
The twelve saws we tested are only a 
small representation of what is 
available, with everything from barrel 
grip to cordless jigsaws now being 
manufactured and sold. 

The chart that we’ve included lists 
the various jigsaws we tested, their 
features and specifications. The 
power-to-weight ratio figure (amps + 
weight) was included on the chart 
because it is a general measure of a 
saw’s performance given its weight. 
While factors such as a metal-alloy 
gear housing — as opposed to an all- 
plastic body — will quite naturally af- 
fect this ratio, the saw with the best 
power-to-weight ratio rating, the 
Bosch 1581-VS, did in fact have an 
alloy gear housing. Coincidentally, the 
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Sug. Retail$ Amps  Weight* 


22 


48 
45 
3.8 


3.5 
3.5 
4.8 


Power-to- 
Welght 
Ratio 


(strokes 
per min.) 


2.8 


6 


saws that we liked the least, based on 
their poor performance, had the lowest 
power-to-weight ratios. While only an 
incidental measure, the power-to- 
weight ratio can be seen as a direct 
reflection of the amount of design and 
engineering that went into the develop- 
ment of a particular hand/power tool. 


The Results 


Black and Decker 7548: This is an 
impressive tool for the money, given its 
light weight (2.8 lbs.) and power (2.2 
amps). With a power-to-weight ratio 
of .786, this tool was surpassed only by 
the Bosch jigsaw, with a .8 power-to- 
weight ratio. The saw cut cleanly in all 
our tests and had minimal tear-out in 
plywood, due in part to Black and 
Decker’s use of a rectangular bar ram- 
shaft, which we noted seems to provide 
superior side-to-side stability over the 
conventional round ram-shaft design. 
The four saws we tested that feature 
this bar ram-shaft design — the two 
Black and Decker and the two Porter 
Cable saws — all fared well in the 
various cross-cut and circle tests, 
showing little skew or tear-out. 

Skil 4395: If you want versatility at a 
bargain price, this jigsaw is for you. At 
a suggested retail price only $10 higher 
than the Black and Decker 7548 model, 
this tool included both auto scroll and 
variable orbit capacity. Spare blades 
and the hex key for blade mounting are 
conveniently stowed in the saw body. 
Our only complaints were that like all 
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the other saws we tested with scroll 
and/or auto scroll capacity, this 
feature resulted in a sacrifice of control 
on fine cuts, due to the increased shaft 
play and the resulting blade wobble 
(see conclusions). Also, Phil noted that 
the black paint on the shoe left marks 
on the surface being cut. With its 
power-to-weight ratio of .744, this saw 
was bested only by the Bosch 1581-VS 
and Black and Decker 7548 models. 
Sears 17209: With the lowest power- 
to-weight ratio (by far) of .555, this 
saw was a real disappointment. Unlike 
the Skil model 4395, which has a two- 
Position blade mount either directly 
beneath the ram-shaft or in the auto 
scroll mode behind the ram-shaft, this 
Sears tool’s blade mounted only in the 
auto scroll position behind the shaft. 
This combined with the clear plastic 
guard. that quickly clouded with 
sawdust served to make the blade dif- 
ficult to sight. The saw labored a bit in 
heavy stock and on sharp radii, unless 
it was being operated on full power. 
Skil 4555: Like the Skil 4395 saw we 
tested, this model also left black marks 
from the painted shoe. The tool we 
tested suffered from excessive shaft 
play, and with the shoe fully forward 
in the anti-splinter mode, sawdust con- 
tinually built up around the blade, 
making it impossible to see the line be- 
ing cut. A poorly designed shoe mount 
seemed to deflect the air stream as it ex- 
ited the chip-blowing channel, allow- 
ing the buildup. 
The Woodworker’s Journal 


Sears 1840: Sears advertises this saw 
as their top-of-the-line electronic 
homeowner model, and if bigger is in- 
deed better, then this saw would be a 
hands-down winner. However, in 
hand-power tools, performance 18 
judged by compact size, light weight 
and power (see conclusions). This 
jigsaw is huge. Its bulk, plus the fact 
that the blade, like the other Sears 
scrolling jigsaw tested, mounted only 
behind the ram-shaft, made sighting 
the blade very difficult. The saw was 
noisy, poorly balanced, and suffered 
from excessive vibration. Dave noted 
that while there certainly was adequate 
available power, it was all the operator 
could do to keep the tool from bounc- 
ing on the stock. Moreover, Sears’ so- 
called electronic feature, where the saw 
automatically senses load and then 
responds by feeding back this informa- 
tion to monitor the speed, seemed only 
marginally effective. 

Sears heavily advertises their “Соп- 
sumer” line, although their ‘‘Profes- 
sional” line is generally a far superior 
product at only a slightly higher price. 
For example, in the case of jigsaws, 
Sears’ Commercial model 27251 is, in 
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fact, the Black and Decker model 3157 
(made for Sears by Black and Decker), 
which scored near the top in our test. 
With an advertised price of $129.99, 
the 27251 is a fine tool, at only about 
$35 more than the 1840 consumer 
model. 


Porter Cable 7348: This saw was one 
of the best we tested, in spite of — or 
perhaps more accurately because of — 
the fact that it is a single-function tool. 
Like its brother, the Porter Cable 7548, 
this jigsaw features a fixed shoe. It has 
an oversize heavy shoe plate that is fix- 
ed and cannot tilt, which provides the 
saw with absolute 90-degree accuracy. 
A built-in orbital action provides in- 
creased speed of cut and ease of opera- 
tion. The design of both these Porter 
Cable tools is pure form-follows- 
function, and we are happy that Porter 
Cable had the wisdom to forego the 
seemingly popular tilting shoe feature. 


Porter Cable 7548: This saw is iden- 
tical to the 7348, except for four 
things: increased power, multi- 
adjustable orbit, dial speed control and 
a triple ball-bearing roller guide 
system. The first three features provide 


Top Row, left to right: Sears 17209, 
Black & Decker 7548, Sears 1840. 
Bottom Row, left to right: Skil 4395, 
Skil 4555. 


the operator with a little more power 
and some additional control, but it is 
the triple ball-bearing roller guide that 
sets this tool apart from every other 
saw we tested. 

Frankly, this roller guide system is 
incredible. It all but eliminated blade 
skew, even in our tight 2 in. diameter 
circle test, and completely eliminated 
tear-out, including in the cross-grain 
hardwood plywood test. Phil noted 
that this saw is **faster, more powerful, 
and cleaner cutting than any other,” 
and marveled at how well it was con- 
structed. Indeed, the results obtained 
with this saw were so superior to the 
other models tested, we became 
suspicious that perhaps the quality of 
cut had something to do with the 
special Porter Cable blade. Both 
Porter Cable and Bosch require their 
own brand blades, and both blade 
mount systems were designed to effec- 
tively lock the blade in place so it could 
not be thrown. To test our suspicions 
we filed down several new Porter 
Cable blades and mounted them in 
other saws. However, the test results 
left no doubt that it was the saw and 
not the blade that had produced those 
superior cuts. The Porter Cable blades 
mounted in other saws did nothing to 
eliminate or mitigate whatever prob- 
lems of skew and tear-out the saws in 
question suffered from. At under $200 
list (available on sale for $119), this 
saw was the best value. It is the bench- 
mark of quality, performance and 
price that other manufacturers should 
aim for. 


Black and Decker 3157: This tool 
was very near the equal of the Porter 
Cable, with only a slight tear-out in the 
plywood test. Phil noted the excellent 
blade visibility, while Dave reported 
more than adequate power, even at the 
lowest speed. Our only complaint was 
that the grip was a little too thick. 

(continued on next page) 
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Tool Review 
Continued 


Milwaukee 6256: This saw proved to 
be a big disappointment in our test. 
Perhaps because other Milwaukee 
tools we used over the years have 
always been well-engineered, and given 
Milwaukee’s reputation for longevity 
in even the toughest shop environment, 
we had high expectations. However, 
we found it nearly impossible to get the 
saw blade to track straight and followa 
line in any of the curved or circle cuts. 
After repeatedly burning blades, we 
traced the problem to the base 
assembly, which was pivoting slightly 
out of square. We tightened the single 
slotted screw securing it, but even with 
maximum torque applied to the screw 
the base kept pivoting slightly out of 
square. 

In spite of Milwaukee’s recent re- 
engineering of this tool, it simply did 
not perform to the standard of the 
other saws in its class. The problem of 
the base not locking tight, combined 
with the fact that the saw did not in- 
clude an orbital action, makes it dif- 
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ficult for us to recommend this tool. In 
fairness to Milwaukee, perhaps the 
base problem was an anomaly with the 
saw tested, although we could discover 
no obvious defect. On the plus side, we 
did note an easy brush access for ser- 
vice through a cover plate held by two 
screws. 


Ryobi JSE-60: This is a solid, com- 
fortable, well-made tool. The orbital 
action was very effective, and the 
overall design provided this saw with 
excellent balance, making it easy and 
comfortable to use. Indeed, when it 
came to ‘ее?’ and clear blade 
sighting, this jigsaw finished near the 
top in our test. Our only complaint was 
that we experienced a little more grain 
tear-out than we would have liked to 
have seen. Note: During the test, we 
realized that the blade mount screw 
was rubbing on the cast gear housing. 
While this could have been an anomaly 
with our particular saw, it probably 
contributed to the excessive tear-out. 


In any event, using a blade mount 
screw with a smaller head diameter, or 
a hex set screw rather than the Phillips 
head screw provided, would certainly 
eliminate the problem, and we would 
hope that Ryobi might investigate 
these options. 


Hitachi JHV-60: Like most Hitachi 
tools we have seen, this saw is well- 
built and sensibly engineered. No other 
saw we tested offered the easy brush- 
change capability of this tool. Dave 
noted that this was an exceptionally 
smooth-running saw, with very little 
vibration. Our only complaints were of 
slightly increased tear-out compared to 
other saws in its class, and that a blade 
change required that two set screws be 
tightened instead of one. From a 
standpoint of price, we must mention 
that while this tool sports a list price of 
$220 (on sale for about $130), it does 
not include an orbital capacity and is a 
relatively expensive tool for what you 
get. 
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Top Row, left to right: Hitachi 
JHV-60, Milwaukee 6256, Porter 
Cable 7548, Black and Decker 3157. 
Bottom Row, left to right: Bosch 
1481-VS, Ryobi JSE-60, Porter 
Cable 7348, 


Bosch 1581-VS: This saw had the 
best power-to-weight ratio of any in 
our test, a not surprising fact given that 
Bosch is well known for its attention to 
light-weight engineering and 
ergonomics. A number of unusual 
features are included in this saw, 
among them a dust port to which a 
vacuum hose can be connected, and an 
unusual blade fastening system that 
locks the blade in place through the 
turn of a screwdriver that is inserted in- 
to the top end of the ram-shaft. Like 
the Porter Cable, Bosch uses special 
blades that cannot be thrown or pulled 
out accidently. While the blade mount 
system seemed somewhat unconven- 
tional, we found it fast and reliable. 
Phil noted that this tool had superb 
blade visibility, and was very comfort- 
able to use. Overall, this jigsaw was at 
the top of our list in many respects, 
falling short of the Porter Cable 7548 
only in the area of the roller guide 
system. 


Conclusions 


As with any test where one is con- 
sidering different criteria not common 
to all the articles being tested, clearly 
defined, absolute conclusions are im- 
possible. The jigsaw that is best for you 
will be determined largely by your par- 
ticular needs. 

Our test pointed out several impor- 
tant facts. First, if you are using a 
jigsaw exclusively for woodworking, 
there is no better tool for you than the 
Porter Cable 7548. The Porter Cable 
engineers came to an understanding 
that we wholeheartedly support: Any 
type of pivoting shoe by its very nature 
compromises a jigsaw’s ability to make 
a perfect 90-degree cut. Secondly, we 
found that the triple ball bearing roller 
guide blade support on the 7548 was 
unequalled by any of the other saws’ 
single roller guides. Moreover, when 
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we asked ourselves how many times we 
have had occasion to use the pivoting 
shoe feature on a jigsaw, we arrived at 
a somewhat startling conclusion. No 
one ever recalled having used that 
feature. This is not to say that a 
pivoting shoe is not useful in some in- 
stances; it is. A saw with a fixed shoe, 
however, is capable of superior ac- 
curacy for a jigsaw’s main purpose — 
90-degree cuts. As a second choice we 
recommend the Porter Cable 7348, the 
Bosch 1581-VS, the Black and Decker 
3157, or the Ryobi JSE-60. We felt the 
Hitachi was a little too overpriced 
given its lack of orbital action. The 
bottom line ‘‘best buy” among the 
pro-level tools, when one considers 
both performance and price, was the 
Porter Cable 7548. The fact that we 
found this saw on sale for $119 put it at 
the low end price-wise, when compared 
to the on-sale prices of the other pro- 
level tools we evaluated. 

We should also take notice now of 
the importance of the orbital feature in 
a jigsaw (see illustration). The orbital 
action causes the blade to pivot for- 
ward so the upward cutting stroke ac- 
tually serves to both cut and pull the 
saw forward through the stock. This 
feature is particularly useful in long 
straight cuts, which as we all know can 
be time consuming and tedious. When 
using the orbital action, the lower set- 
tings (less orbit) are best for hard- 
woods, while the higher settings are 
better suited for softwoods. Once you 
use a saw with orbital action, we think 
you'll agree that this is indeed a signifi- 
cant advance in jigsaw design. Rather 
than having to struggle to force the 
tool along, the orbital action literally 
pulls the saw through the cut. 

All the saws we tested with the or- 
bital feature, except the Skil 4395, 
utilized a system in which the roller 
guide provided the orbital movement. 
We like this design, since it minimizes 
stress and wear on the ram-shaft and 
sleeve bearing. One other advantage of 
orbital action is that since the blade ef- 
fectively backs off during the down 
stroke, sawdust falls away freely, 
clearing for the next cut. Even more 
importantly, by backing off on the 
down stroke, the tendency of the blade 
to jump out of cuts through thick stock 
is minimized. 


As for the scrolling feature in a 
jigsaw, while manufacturers report 
that this is a popular feature on 
homeowner-targeted tools, we do not 
advise it on a tool that is used mainly 
for woodworking. Very simply, a saw 
with a scroll capacity cannot be fitted 
with a roller guide system. This 
sacrifices accuracy. The scroll capacity 
(the ram-shaft pivots 360 degrees and 
locks in place at the four ninety-degree 
points) is certainly helpful in cutting 
out countertops and such, where the 
saw would otherwise not have room to 
maneuver around a wall or corner, but 
for fine woodworking we found the 
sacrifice of accuracy unacceptable. If 
you want a general purpose jigsaw with 
the scroll capacity, we found that the 
Skil 4395, which was the only saw we 
tested that combined both the scrolling 
feature and orbital action, offered the 
best value. In the low-end, homeowner 
market, the Black and Decker 7548 is a 
good buy, combining surprising power 
and accuracy in a very compact, easy- 
to-control tool. 

In concluding our evaluation, we 
must reiterate the value of orbital ac- 
tion and a roller guide in a jigsaw. The 
orbital action vastly increases the ef- 
fectiveness of the jigsaw, making it a 
tool that glides easily through cuts, 
rather than having to be forced. The 
roller guide increases accuracy and 
decreases blade skew and tear-out, 
especially on turns. 

Of course, as with any tool that re- 
quires a blade or cutting edge, the 
tool’s quality of cut and ease of opera- 
tion will be a direct reflection of the 
sharpness of the blade. According to 
Black and Decker Product Manager 
John D. Padbury, their research in- 
dicates that ‘‘one of the biggest causes 
of burnout іп jigsaws is dull blades.” 

As for a choice of blades, we strong- 
ly recommend the new generation Bi- 
Metal blades. The Bi-Metal blades 
feature an unbeatable combination of 
high speed steel teeth for sharpness and 
durability, with a high carbon back for 
flexibility. Bi-Metal blades virtually 
eliminate the old breakage problem 
and last up to five times as long as con- 
ventional blades. As always, for best 
results, be sure to select the right blade 
for the job at hand. 

WY 
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Pine Woodbox 


үү" its large upper compartment, 
this sturdy woodbox has room 
for a generous supply of firewood, 
while the drawer comes in handy for 
storing kindling wood or the pile of old 
newspaper that’s needed to start each 
fire. All parts are made from pine ob- 
tained at our local lumberyard. 

The two sides (A) can be made first. 
You probably won’t be able to find 
14% in. wide stock, so it will be 
necessary to edge-glue two or more 
narrower boards in order to get the 
needed width. 

To edge-glue, first apply a thin coat 
of glue to each of the mating edges, 
then clamp firmly with several bar or 
pipe clamps. No need to add dowels or 
splines here as this joint matches long 
grain-to-long grain, a joint that is as 


strong as the wood itself. If the edges 
start to slide out of alignment, though, 
clamp a few waxed cleats (made from 
stock that measures about 1 in. square 
by 15 in. long) across the boards every 
foot or so. The cleats will keep the 
boards flush while the wax prevents the 
cleats from sticking. By the way, when 
edge-gluing, it’s a good idea to allow a 
little extra length and width for the 
stock. Later, after the clamps have 
been removed, it can be trimmed to 
final length and width on the table or 
radial-arm saw. 

Next, on what will be the inside face 
of one of the sides, lay out and mark 
the location of the two И in. deep by % 
in. wide dadoes. Place the two sides on 
your workbench so that the back edges 
butt while the top and bottom ends are 


flush (see detail: Routing the Dadoes). 
Clamp a fence across both pieces of 
stock, then use the router to cut the 
dadoes. If you use а % in. diameter 
straight bit, you'll be able to cut the 
full dado width. However, don't make 
the % in. deep cut in one pass. You'll 
get a smoother cut, with less strain on 
the motor, if it's done in two passes, 
each pass removing % in. of material. 
If you use a % in. diameter straight bit, 
you'll first need to make the two ^ in. 
deep cuts, then relocate the fence and 
repeat the procedure in order to widen 
the dado to % in. 

Now transfer the upper and lower 
grid patterns (see side view) to the 
stock. Mark the profile on just one of 
the sides, then use a band saw or jigsaw 
to make the cuts. Stay slightly on the 
waste side of the lines, then sand the 
edges smooth. The completed profile 
can now be used as a template to trace 
the contour on the remaining side. 

The divider (B) and the bottom (C) 
can now be made. Edge-glue stock, 
then cut to the length and width shown 
in the bill of materials. Note that the 
bottom is 1% in. narrower in width to 
allow for the thickness of the back (G). 

Both the front (F) and the back (G) 
boards are made from 7, х 6 stock, 
which measures 1% in. thick by 5/ in. 
wide, and is available at just about any 
lumberyard or building supply center. 
Note that the top and bottom boards 
havea % іп. х Яіп. rabbet cut on one 
edge only (see detail: Back and Front 
Boards), while the remaining boards 
have the same rabbet cut on both 
edges. We used the table saw and dado 
head to make the rabbets, but a router 
can also be used. 

Parts A, B, C, F, and G can now be 
final sanded. Start with 80 grit sand- 
paper to quickly remove the planer 
marks that are almost always visible on 
the surface of the boards. These marks 
are made when the board is thickness 
planed at the mill, and if not sanded 
out, they often become glaringly ob- 
vious when a stain is applied. Follow 
with 100, 150, and 220 grit to complete 
the sanding. When sanding, though, 
keep in mind that you will want to 
maintain a snug fit at the dado joint 
where the sides meet the divider and 
bottom. If too much material is remov- 
ed from the ends of the divider and 
bottom, the fit-up will be sloppy. A 
sloppy joint doesn't just look bad, it 
won't be as strong as a joint that's 
tight. 

Cut the front cleat (D) and the back 
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cleat (E) to size (see bill of materials), 
then glue and clamp to the sides as 
shown. Before gluing, though, it’s a 
‘good idea to first drive a few small 
‘brads into the cleat edge that will be 
glued, then clip the heads off so that 
about Ив in. is exposed. The brads will 
keep the cleats from sliding when 
clamp pressure is applied. No dowels, 
nails, screws or other reinforcements 
are necessary as this is a long grain-to- 
long grain joint. 

Next, assemble the sides to the 
divider and bottom with glue and 1% 
in. long by number 10 flathead wood 
screws. Use a # in. diameter drill bit to 
counterbore \ in. deep holes to accept 
wood plugs. It’s best to cut the plugs 
slightly long so that they protrude just 
above the wood. Glue in place and, 
when dry, sand flush. 

The back boards can now be added. 
Each board is screwed to the back 
cleats with 1% in. long by number 10 
flathead wood screws. Do not use any 
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glue here as the back boards must be 
free to expand and contract with 
seasonal changes in humidity. Also, to 
allow that movement, only use two 
screws in each end, and space them 
about 1 in. either side of the board's 
center line. The screws do not need to 
becounterbored. When assembling the 
boards, note that (see detail: Front and 
Back Boards) you need to allow а Жіп. 
space between each one. Once the back 
is completed, the front boards can be 
added in the same manner. 

The front apron (H) can now be cut 
to a length and width that will exactly 
fit the opening in the woodbox. Refer- 
ring to the grid pattern shown on the 
front view, transfer the grid pattern to 
the stock, then cut it out with a band 
Saw or jigsaw. 

Make the front apron cleats (I) and 
glue them to the sides so that they are 
set back Ж in. from the front edge. 
Once dry, assemble the front apron to 
the cleats by driving a pair of 1% in. . 


long by number 10 flathead wood 
screws through the cleats and into the 
front apron. 

The drawer can now be made as 
shown. We used the table saw and 
dado head to cut the various rabbets 
and grooves, but repeated passes with 
a regular table saw can also do the job. 
Use glue and finishing nails to assem- 
ble the drawer front, back, and sides. 
The bottom need not be glued in place, 
although you may want to spot glue it 
in a couple of places if it tends to rattle 
or shift in the grooves. 

Now give the entire woodbox a final 
sanding, taking care to round any 
Sharp edges. Use a chisel to remove any 
glue that may have squeezed out of a 
joint. For a final finish, we applied two 
coats of Minwax's Colonial Maple 
Wood Finish. Once dry we added two 
coats of Watco Danish Oil. A pair of 
14 in. diameter porcelain drawer 
knobs completed the project. Wy 

(continued on next page) 
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Bill of Materials 
(all dimensions actual) 


ЕЕЕ“ 


VETAIL: ROUTING THE VAVOES Part Description Size 


Side 3, х 14% х 441, 
Divider 3, x 133, х 29 
Bottom 3, x 125, х 29 
Front Cleat 3, х 1% х 15% 
Back Cleat 3, х 1% х 44% 
Front 1% x 5% х 281, 
Back 1% x 5% x 28% 
Front Apron х 7), x 28%, 
Front Apron Cleat х 1% х 7% 
Drawer Front x 6 x 28% 
Drawer Side х 6 х 11% 
Огаугег Васк x 6 x 28% 
Drawer Bottom х 11% x 27% 
Porcelain Knob 1% diameter 
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Editor’s Note: This project is taken 
from our book Contemporary Wood- 
working Projects by Paul Levine. The 
book features 40 projects, among them 
five pieces that match this love seat — a 
chair, ottoman, sofa table, glass-top 
table and a free-standing cabinet. All 
feature the “Knuckle Лот!” detailed 
on page 38. More information on the 
book can be found on this issue’s back 
cover. 


his piece is not difficult to build, 
but as with most contemporary 
projects, great care should be given 
with the joinery and finishing. I used 
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butternut to make mine, but oak, 
walnut, cherry and mahogany are 
other woods that will also look good. 

Begin by constructing the leg/rail 
frames made up of parts A and B. As 
shown in the step-by-step instructions 
on pages 38 and 39, the best way to ac- 
curately and consistently reproduce the 
knuckle joint is to use the router and 
template method. Take note that the 
full-size template we show requires 
that your stock be exactly 1% in. thick, 
and that you have a 74 in. diameter 
guide bushing. 

The knuckle joint can also be cut by 
hand. After drilling through with a 4 
in. diameter drill bit to establish the 
various УИ in. inside corner radii, use а 
backsaw and chisel to clean out the 
waste. Test fit, adjust as needed, and 


then glue and assemble the legs and 
rails. 

The seat frame, consisting of parts C 
and D, is constructed next. Cut the 
tenons on the ends of parts C and D, as 
shown in the seat frame detail. Mortise 
parts C to accept the 7, in. by 1 in. by 
1% in. tenons on the ends of parts D. 
Then use the table saw with the blade 
set at a 20-degree tilt to cut the 2; in. 
wide by %¢ in. deep kerf in parts C that 
will serve as the anchor slot for the 
webbing retainer clips (F). 

After assembling the seat frame, 
scribe the mortise locations on the legs 
to accommodate the 74 by 174 by 174 in. 
tenons on the ends of the seat frame 
front and back, and chop these mor- 
tises out. 

Cut the reinforced rubber webbing 

(continued on next page) 
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: (G) into ten sections, each 30 in. long, 
‘then crimp the metal retainer clips over 
| the ends of the webbing, and tap the 
-clips into the kerf cut to accept them. 
. The webbing is spaced out at 2 in. in- 
|tervals, as shown in the front view. 
Glue up the leg/rail assemblies on each 
| side of the seat frame, then counter- 
| bore through the front of the seat 
‘frame to accept the face piece (E), 
-Which is both glued and screwed in 
place. Note that all front edges of part 
E are quarter rounded. 
Now make the back frame. Cut the 
| tenons on the ends of the back stiles 
(H), back stretcher (J), and back brace 
. (K). Dimensions for these tenons and 
the corresponding mortises are shown 
-in the tenon detail. Notch the bottom 
end of the stiles so they lap over the 
seat frame, as shown in the exploded 
view. Note that the shoulder of this lap 


is cut at 20 degrees to establish the 
20-degree angle of the back. Assemble 
the back and round the corners of the 
back rail (1) and the outside edges of 
the back stiles. Then mount the back as 
shown with 3 in. long flathead wood 
screws, countersunk and plugged. 

I ordered the seat and back cushions 
(L and M) and the seat covers from 
Sears Roebuck and Company. The 
cushions and seat covers. could be 
made from furniture grade foam rub- 
ber and upholstery fabric, but I prefer 
the convenience of the ready-made 
product. 

Velcro strips or tie straps should be 
used to secure the seat cushions against 
movement, as they tend to slide rather 
easily out of place without some form 
of restraint. 

The piece is finished with Watci 
Danish Oil. Wy 
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Bill of Materials 
(all dimensions actual) 


Size 


No. 
Вед’. 


Part Description 


A Leg 
В: Rail 


C Seat Frame 
Front/Back 


D Seat Frame 
Stretcher 


E Face 
F Metal Clip 
G Webbing 


1% х 2%, x 22% 
1% х 29 х 31, 4 


1% х 2% х 48%" 


2 
1% х 2% х 20%" 3 
3, х 3% х 46 1 

2 in. long** 2 

2 in. wide 

reinforced rubber* *25 ft. 
H Back Stile 1% x 2% x 19* 

| Back Rail 1% x 2% x 46 

J Back Stretcher 1% х 2% x 43%* 

К Back Brace 1% x 2% x 11%* 

L Seat Cushion 6 x 23 x 26*** 

М Back Cushion 6 x 16 x 23*** 


* Length includes tenons. 

** Both metal clips and webbing are 
available from The Woodworkers’ 
Store, 21801 Industrial Blvd., Rogers, 
ММ 55374. Order part по. H1101 for 
the clip, and part no. H1100 for the 
webbing. 


*** The seat and back cushions are 
available as a set from Sears 
Roebuck and Company. Order part 
no. 24G19174NH for the set. Note 
that two sets are required for the love 
seat. 


ave View 
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Making the 
Love Seat 


Knuckle Joint ........ 


s an exposed sculpted joint, the 

knuckle joint detail highlights the 
construction and provides both beauty 
and strength. 

In order to look right and provide 
the necessary strength, the mortise and 
tenon parts of the knuckle joint require 
a good tight fit. As shown in the 
following step-by-step instructions, I 


use a router with a guide bushing, 


templates, and a № in. diameter 
straight bit to cut the joint to size. The 
Ж in. diameter straight bit (made by 
Freud, 218 Feld Ave., High Point, NC 
27264) establishes the УИ in. radius on 
the inside corners, while a % in. radius 
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bearing guided round-over bit is used 
to apply the / in. radius to all the re- 
maining edges. After cutting out the 
templates, it's a good idea to make a 
trial joint from scrap wood to insure 
accuracy. 

If you do not have a / in. collet 
router, an acceptable alternative to the 
router and template method is to use a 
drill and the band saw. Lay out both 
parts of the joint, and with а № in. 
diameter drill bit, establish the ⁄ in. 
radius for the inside corners. The band 
saw can then be used to simply cut out 
the waste. After the % in. radius has 
been applied to all edges, the joint can 


be final sized by paring with the chisel, 
or if the fit is sloppy, it can be packed 
with veneer. 

Although not quite as accurate as 
the router and template method, I have 
used the drill and band saw technique 
for many knuckle joint projects. After 
a few practice runs you should find this 
method both quick and reliable. 

I recommend a dry test assembly, at 
which time wax can be applied to the 
joint area. This will insure a proper fit 
and simplify cleanup of any glue 
squeeze-out around the knuckle joint 
after final assembly. Acetone is used to 
remove the wax. WY 


The Woodworker’s Journal 


Banpsaw waste 
2ч TENON, 


AGAIN SYING 
cuts сс 
URES. 


хе” 5 A 
Å A NOTE: 
MAKE TEMPLATES FROM 5% TEMPLATES AE 
тубо > Foe MOENSE сызса | SIZED ЛЬ МАЕ 
Fur size FOE USE WITHA T/g* 
лок SEL TEMPLATE а ONAN NCE 
pre А 1/2“ BA. 
STEAN Аза Ж 
Өс WX 


i 


< 


Fue 


SZE 
TENON TEMPLATE 


NEED NOT SE ох >. 
тоте. чыч wi 
ESTABLISH WARS, 


же FINISH мА. 
FACES OF 
MOETISE+TENCN 


Босе. > 
AVAILABLE FROM 
“жетіл” 


Enb vew 


Enb View 


September/October 1987 


39 


{Ду сыы styled and solidly con- 
structed, this contemporary bed 
features a pair of large storage drawers 
underneath. We used solid oak for all 
frame parts, but other hardwoods can 
be used. 

The headboard end (parts A, B, C, 
D, E, and Е) provides а pair of shelves, 
but the construction can be simplified 
by putting the footboard (parts F and 
L) on each end. The drawer case (parts 
O through S), which is removable, can 
be installed to face either the right or 
the left side of the bed. Bed rail fasten- 
ers (N) are used to join the side rails 
(H) to the headboard and footboard. 

The drawings are dimensioned for a 
twin bed (sometimes called a single), 
but simply by lengthening some of the 
parts it can be made into a full 
(sometimes called a double) or a 
queen-size bed. Measured between the 
rails, a full-size bed measures 75 in. 


long (same as the bed shown) by 54 in. 
wide, while a queen-size bed measures 
80 in. long by 60 in. wide. 

We located the height of the lower 
shelf (part B) to accommodate a thin 
mattress. However, if you have a thick 
mattress, you may want to raise the 
shelf height somewhat. (If the shelf is 
too low it will be hidden by the pillows 
when the bed is made.) Note, though, 
that you'll need to shorten its width to 
allow for the taper of the sides. 

Begin by crosscutting stock for parts 
A, B, C, D, E, F, H, L, O, P, Q, R, 
and S to approximate length, allowing 
about 1 in. extra for each part. A port- 
able circular saw comes in handy here, 
especially for long boards like parts H. 
Shorter parts can be crosscut on the 
table or radial-arm saw. All length 
dimensions are shown in the bill of 
materials. If you can’t find 10 in. wide 
stock for parts A, it will first be 


necessary to edge join a couple of 
boards to get the needed width. 

Next, rip each of the parts to ap- 
proximate width, allowing about % in. 
extra for each part. For long boards 
like part H, however, you should allow 
about У in. to account for any crook 
that may occur after ripping. 

The joiner is now used to plane one 
face surface of each piece of stock. 
(The face is the surface measured 
across the width of the stock). This 
step is important because it establishes 
one perfectly flat surface, and you 
need to start with a flat surface before 
you can continue ‘‘dressing’’ the stock. 
A detailed discussion on jointing stock 
can be found in the ‘‘In The Shop" 
column of our May/June 1987 issue. 

Once you have one flat face surface 
on each piece of stock, use a thickness 
planer to plane each board to its final 
thickness. First, plane all the % in. 
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thick stock, then follow with the 1% in. 
material. Try to make the cuts in more 
than one pass, with the final pass 
removing no more than about И, in. A 
light cut like this results in a smooth 
finish that will require little sanding 
later on. It’s important for the stock to 
have a consistent thickness, so each 
piece should be planed in an identical 
manner. 

Next, use the jointer to plane (joint) 
one edge of each piece of stock. As you 
did with the thickness planer, make a 
light final cut so that you get a smooth 
finish. 

The stock can now be ripped to final 
width. To get a smooth finish on the 
final cut, we like to set the rip fence to 
allow an extra И. in. on the width. 
After ripping the stock, we then use the 
jointer to remove the added И, in. 
When you make the jointer cut, keep 
pressure on the infeed table to insure 
that the cut will remain parallel to the 
opposite edge. 

Measure and mark the cut length of 
each part, then use a table or radial- 
arm saw to crosscut the stock to its 
final length. If you have one, a cross- 
cut blade is worth using here as it pro- 
duces a smooth cut with a minimum of 
splintering. It's important that the cuts 
be square, so be sure to first make 
Some trial cuts in a scrap board. Don't 
cut the stock until you are confident 
you have a square cut. 

The / in. wide by 'Из in. deep by 4 
in. long mortises, which accept the % 
in. long tenons on the ends of parts F, 
can now be cut in parts A and L. The 
mortise is made Ив in. deeper than the 
tenon length to allow room for excess 
glue. Lay out the location of each mor- 
tise before starting. We used a router 
equipped with an edge-guide and a 4 
in. diameter straight bit. However, 
don’t make the 'Ив in. deep cut in one 
pass. You’ll get a smoother cut, with 
less strain on the motor, if it’s done in 
five passes, with each pass removing 
about % іп. of material. 

We used a dado-head cutter on the 
table saw to cut the tenons on each end 
of parts F (Fig. 4). A scrap block 
clamped to the rip fence serves as a 
stop to establish the % in. tenon length 
on all pieces. Raise the dado-head cut- 
ter to a height of % in., then use the 
miter gauge to pass the stock, face side 
down, over the cutter. Now flip the 
Stock over and repeat the procedure on 
the opposite side to establish the / in. 
tenon thickness. The dado-head is then 
raised to a height of 1 in. and the stock 
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is passed, on edge, over the cutter. 
After one edge is cut, flip the stock 
over and repeat the cut to create the 4 
in. tenon length. 

If properly cut, the tenon should fit 
snugly in its mating mortise. Keep in 
mind that the tenon dimensions are 
regulated by the height of the dado- 
head cutter. It's a good idea to make 
some trial cuts in scrap stock to get the 
tenon thickness and length just right. 


Bill of Materials 
(all dimensions actual) 


Part Description Size 


Headboard Side 1% x 10 x 36 

Lower Shelf 

Upper Shelf 

Filler 

Back 

Head & Foot Rail 

Rail Cleat 

Side Rail 

Side Rail End Cleat 

Side Rail Center 

Cleat 

Support Cleat 

Leg 

Platform 

Bed Rail Fastener 

Case Side 

Case Divider 

Case Stretcher 

Case Back 

Case Hanger 

Drawer Front 

Drawer Side 

Drawer Back 

W Drawer Bottom 

X Urawer Slide 
"Includes dovetails 

**iIncludes tenons 


Next, referring to Fig. 5, lay out the 
location of the % in. wide by 4 in. long 
mortises in parts A, H, and L that ac- 
cept the bed rail fasteners (parts N). 
Once again, the router with an edge- 
guide is used, this time with a % in. 
diameter straight bit. The depth of cut 
will depend upon the thickness of your 
bed rail fasteners. The depth should be 
such that the fastener is flush with the 
surface of the wood. Since the router 
cuts rounded corners, you'll need to 
square them with a chisel. 

The bed rail fasteners (N) are made 
up of two halves — a hooked half and 
a slotted half. Depending upon the 
manufacturer, the hooked half may 
have a peened knob extending out the 
back of each hook. If your fastener has 
these knobs, you'll need to bore a cou- 
ple of relief holes (see Fig. 5) to allow 
them to sit flush. Also, note that the 
slotted half requires а № in. wide by % 
in. deep by 1% in. long slot. We used 
the edge-guided router and a / іп. 
diameter bit to make those cuts. As 
with the earlier router cuts, we only 
removed about % in. of material with 
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each pass. 

If not available locally, the four bed 
rail fasteners can be ordered from The 
Woodworkers’ Store, 21801 Industrial 
Boulevard, Rogers, MN 55374. The 
part number is D3904, and the current 
price is $6.45 for a set of four — 
enough for one bed. Assemble as 
shown in Fig. 5. 

Next, the sliding dovetail joint, 
(which joins parts A to parts B and C) 
can be cut (Fig. 1). The dovetail 
grooves, which are cut into parts A, are 
made first. You’ll need the router and a 
¥, in. dovetail bit. Also, a guide fence is 
required. It need only be a 14 in. length 
of straight stock that's clamped in 
place, but we found it useful to make a 
jig (Fig. 2) to serve as our fence. It's 
made from two pieces of stock joined at 
90 degrees as shown. Once made it can 
be quickly clamped square to the stock. 

Before making any cuts, you'll first 
need to final sand the inside surface of 
each part A. If you wait and sand after 
the grooves are cut, the shoulders of 
the tails will not fit perfectly flush. 

Clamp part A, groove side up, 
securely to your workbench, then lay 
out the location of the dovetail grooves 
for parts B and C. Equip the router 
with the / in. dovetail bit set to make a 
% in. deep cut. Clamp the jig to part A, 
locating it so that when the router is 
held against the jig fence, the bit will 
make a cut right down the center line 
of the dovetail groove. Since the 
dovetail groove is ‘‘stopped,’’ that is, it 
doesn’t extend all the way across the 
board, it’s a good idea to include a 
stopblock in the set up. 

With the router held firmly against 
the fence, make the dovetail groove 
cuts, referring to Fig. 2 for the direc- 
tion of feed. Run the router to the 
stopblock, then without shutting off 
the motor, back the bit out of the cut. 
Be sure to keep the router firmly 
against the fence, even when backing 
out the bit. Once all four dovetail 
grooves have been cut, the end of each 
stopped groove can be squared with a 
chisel. 

The dovetails on the ends of parts B 
and C can now be cut. But before go- 
ing any further, and without read- 
justing the depth setting, use the router 
and dovetail bit to cut a dovetail 
groove into the end of a scrap piece. It 
will come in handy later on. 

The dovetails are cut on a router 
table. As noted earlier, it’s important 
that the stock thickness be the same. If 

(continued on next page) 
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it isn’t you won’t get a well-fitted joint. 

Set the dovetail cutter to a height 
equal to the depth of the dovetail 
groove cut in parts A. The scrap piece 
can be used here as shown in the Fig. 3 
inset. 

After setting the bit height, the fence 
must be positioned to establish the pro- 
per dovetail width. We’ve found the 
best way to do this is to use scrap pieces 
milled to the same thickness as parts B 
and C. As shown in Fig. 3, you'll need 
to make test cuts into the scrap stock 
until you establish the fence position 
that results in a well-fitted joint. Keep 
in mind that a joint that is too loose 
won't have maximum strength, while a 
joint that is too tight will be difficult to 
assemble, especially after glue is added 
causing the wood to swell slightly. 
Although not shown in Fig. 3, we 
clamped a 12 in. auxiliary wooden 
fence to our regular router table fence. 
The extra height made it easier to keep 
the stock square to the table. Once all 
the dovetails were cut, we used a chisel 
to cut a % in. notch (see exploded view) 
in each front corner to accommodate 
the stopped groove. 

The 9-degree taper on the front of 
parts A can now be made. Note that it 
starts 7/4 in. from the upper back cor- 
ner and 17 in. from the top. Mark the 
points, then scribe the line with a 
straightedge. Use a band or jigsaw to 
cut it out, and stay slightly on the waste 
side of the line. A few passes with a 
sharp hand plane will smooth the edge 
and bring it exactly to the marked line. 

Glue and clamp part D to part B, 
taking care to make sure that the front 
edge and the ends remain flush. Once 
dry, use the table saw set to a 9-degree 


angle to cut the bevel along the front 
edge as shown in the side view. Part E 
can now be glued and clamped to part 
B, again taking care to insure that the 
back edges and the ends remain flush. 
Also, at this time, the front edge of 
part C can be cut to a 9-degree angle. 

Apply glue to the mortises in parts A 
and L, and the tenons on the ends of F. 
Clamp parts A to F and parts L to F as 
shown in the exploded view. Check for 
squareness and set aside to dry. 

Parts B and C can now be assembled 
to parts A. Note that they must be slid 
in from the back. Keep in mind that 
even if the dovetail fits easily in the 
groove when dry, there is always a 
possibility it might bind when the glue 
is added and the wood swells as it takes 
on moisture. To minimize this poten- 
tial problem, only apply glue to the 
front half of the dovetail groove and to 
the back half of the dovetail. Only 
assemble one shelf at a time — and 
work quickly to keep the swelling 
problem to a minimum. Also, just app- 
ly glue to the beveled surfaces of the 
groove and dovetails as the other sur- 
faces of the joint present an end grain 
situation. End grain has little strength, 
so there is no need to take extra time 
(and create additional swelling of the 
wood) to apply the glue there. 

The various cleats (parts I, J, and K) 
are now added after cutting them to the 
dimensions shown in the bill of 
materials. Use glue and wood screws to 
secure them to the rails. 

The drawer case (parts O, P, Q, R, 
and S) is made next. We used a router 
to notch the ends of parts O, then 
squared the rounded corners with a 
chisel. Note the screws that join the 


ends of parts Q to parts O are driven at 
a slight angle. This minimizes the 
chance of splitting the ends of Q when 
the screws are added. When the case is 
completed, the ends of parts S will rest 
on parts K. Don't glue this joint 
though, as the case must be removable 
to facilitate moving the bed. It also will 
enable you to reverse the case, which 
means the drawers can be used either 
on the right or left side of the bed. 

The drawer (parts T, U, V, W, and 
X) can now be made. We cut part T 
from a 60 in. long board so that the 
grain would run continuously from the 
left to right drawer front — a detail 
that adds interest to the piece. The 4 
in. cove cut along the inside bottom 
edge of each part T is cut on the router 
table using a / in. radius cove bit. 

The sliding dovetails are made 
following the same general procedure 
used earlier. However, because the 
dovetail grooves are located near the 
ends of parts U and T, both the 
grooves and the dovetails can be cut on 
the router table. When making the 
grooves, butt the end of the board 
against the fence, then push it through 
the cutter. As you make the cut, hold 
the stock firmly against the fence and 
use a push stick to keep hands away 
from the cutter. Since the groove is not 
stopped, you can run the cut complete- 
ly across the width of the stock. 

Once the dovetails are cut, the 
drawers can be assembled as shown. 
Check for squareness before setting 
aside to dry. When dry, final sand and 
finish. We sprayed two coats of Deft's 
Clear Wood Finish on all the drawer 
surfaces. 

The drawers can now be hung in the 
case. The 28 in. full extension drawer 
slides, manufactured by Accuride, can 
be ordered from The Woodworkers' 
Store. The part number is D7575, and 
the current price is $26.35 per set (two 
sets are needed to make the two 
drawers). Instructions for hanging the 
drawer come with the slides (we 
centered the slides on parts O). When 
installed there should be a Ж in. gap 
between the bottom edge of part U and 
the lower part О. This also creates a % 
in. gap between the top edge of part U 
and the upper part Q. 

Next, remove the drawers and give 
the entire project a thorough sanding. 
Two coats of Deft are sprayed on as a 
final finish. To complete the project, 
cut part M to size and drop it in place 
on the cleats as shown. Wy 
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ull this cute snail along and the 

head and tail will move back and 
forth, much to the delight of toddlers. 
The toy shown was made using cherry 
for the body, walnut for the inner 
shell, and birch for the outer shell and 
wheels, but any wood, even pine, can 
be used. 

То make the body (А), cut % in. 
thick stock to a width of 2% in. and a 
length of 10 in. These dimensions 
allow a little extra length and width, 
and that extra stock will make it easier 
to mark and cut out the profile. Since 
the body is % in. thick, you’ll need a 
hand plane to reduce the % in. thick 
material. A plane is always easier to 
use if it’s well sharpened, so you may 
want to get some tips by reading 
“Plane Iron Sharpening” on page 17. 

Next, referring to the full-size pat- 
tern, transfer the profile of the body to 
the stock. Cut out with a band saw or 
jigsaw, staying slightly on the waste 
side of the marked line. To make the 
elongated hole, mark the location of 


Snail Pull Т 


х 


Designed and built by Skip Arthur 


the center points for the two 1% in. 
diameter (# є in. radius) holes, then use 
а 1% in. diameter Forstner bit to bore 
through at each center point. A jigsaw 
or file can be used to remove the small 
amount of waste stock that remains 
between the holes. With the elongated 
hole completed, you can now use a file 
and sandpaper to apply a % in. radius 
to the edges all around the outside of 
the body. Since the edges above and 
below the elongated hole are not visi- 
ble, they don't need to be rounded. A 
Эс in. diameter by Ив іп. deep eyehole 
(see full-size pattern for the location) 
completes work on the body. 

The two outer shells (B) and the in- 
ner shell (C) are also made using the 
full-size patterns. As with the body, 
make the parts slightly wider and 
longer than necessary before transfer- 
ring the patterns and cutting out. Note 
that one side of each outer shell is 
bored to a depth of % in. with a 2/4 in. 
Forstner bit, while the inner shell has a 
Ув in. diameter by % in. deep string 
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hole. The outer shells have a % in. 
radius applied all around the outside 
edges. The inner shell has the same 
radius, but it's only applied to the ex- 
posed edge along the top. 

To make each wheel (D), scribe a 2% 
in. diameter circle with a compass, 
then use the band saw or jigsaw to cut 
it out, staying just on the waste side of 
the line. If you have one, a disk sander 
will make it easy to sand the edges 
smooth. A %6 in. diameter hole is 
bored at the center point of each wheel. 
The cam (F) can be made from 1 in. 
diameter dowel stock, with a %6 in. 
diameter hole bored as shown. 

To assemble, refer to the full-size 
pattern for the location of parts B in 
relation to parts A and C (see dotted 
line), then glue the three parts together 
and clamp firmly. Once dry, glue part 
F to the dowel (E), then add parts D. 
Final sand, then glue the cord in as 
shown. No final finish is necessary. 

WY 
(continued on next page) 
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у" STOCK 


STRING HOLE 
3, DIA. x 
1" DEEP 


3" STOCK 


21," DIA. 


Ув” DIA. HOLE 


(2 


She” DIA. HOLE 


Bill of Materials 
(all dimensions actual) 


Part Size 


$ x 2% х 9% 

3, х 3% x 5% 

3, х 3 х 54 

21, dia. x 3, thick 
3,5 dia. x 3% long 
1 dia. x % thick 


No. 
Req'd. 


Description 


Body 
Outer Shell 
Inner Shell 
Wheel 
Dowel 
Cam 


BROKEN LINE INDICATES 
LOCATION OF B 


3," STOCK 


2%” DIA. 


3,7 DIA. HOLE 
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hese stunning trivets are made 
using an extraordinarily simple 
router technique. 

While we sandwiched % іп. padauk 
around ЖИ in. ash for one trivet, and И 
іп. ash around A in. padauk in the 
other, different combinations of con- 
trasting woods, such as walnut with 
oak, ash or maple, will work well. 

Begin by thicknessing stock as need- 
ed with a planer or a hand plane. Note 
that we start with stock that is 4 in. 
oversize in length and width. 

Now glue and clamp the laminations 
for the various trivets you plan to 
make, using a waterproof plastic resin 
or resorcinol glue. As shown in Step 1, 
the grain of the three laminations must 
face in the same direction. Particle- 
board clamping blocks will evenly 
distribute the clamp pressure. 

Next, as shown in Step 2, square the 
trivets to their final 8 in. by 8 in. size оп 
the table saw. 

Step 3 illustrates the fence settings 
for routing the trivets. Note that the bit 
depth is set at 4 in. Start with the fence 
| the ts 1 in. from the center point of 


the first groove, and rout groove A. 


The Gift Shop 


Rotate the piece 180 degrees to the op- 
posite edge and rout the opposite 
groove A. Reset the fence to 1% in. 
from the center point of groove B, and 
repeat this process with the other fence 
settings until all the cross-grain grooves 
have been cut (Step 4). It is important 
to rout cross-grain first, since the 
cross-grain cuts are most liable to chip. 

Now rotate the workpiece 90 
degrees, and rout all the grooves with 
the grain. By starting with the center 
groove, as shown in Step 5, you need 
not reset the fence for the first groove. 
Be sure to use a pushblock in both Step 
4 and Step 5, since this block serves to 
back up the stock as the bit exits, 
reducing the chance of chip-out at the 
edge. 

Finally, use a sanding block wrap- 
ped with a sheet of sandpaper as shown 
in Step 6 to sand the V-grooves. Sand 
cross grain first, and then long grain. 
Overlap the sanding block slightly with 
the sandpaper so corners do not catch 
on the workpiece. 

We finished our trivets with two 
coats of Zip Guard aerosol spray 
polyurethane. The first coat should be 
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dry to the touch before the second coat 
is applied. 

Note: While just about any non- 
bearing-guided router bit can be used 
to create a trivet design, the grooves 
made by the V-groove or core box bits 
proved the easiest to sand. The point 
cut and end cut ogee, the point cut 
quarter-round, and the various veining 
bits also produce interesting effects. Or 
try routing grooves at right angles to 
each other on opposite sides of the 
trivets. With the bit depth set at slightly 
over half the stock thickness, the 
points where the grooves meet will pro- 
duce a dramatic cut-through pattern. 

We used a № in. collet router, and 
were able to accomplish each cut in a 
single pass. Those with % in. collet 
routers may need to reset the depth 
several times, lest they labor the router 
and burn the bit. 

We suggest that you clamp the 
trivets to hold them flat immediately 
after they have been routed. This 
allows them to acclimate, and thereby 
prevents cupping. After they have ac- 


climated (about 24 hours), the finish 
can be applied. УМ 
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1 LAMINATING BOARDS CLAMPING 
POINTS 
Y x 8% x 8% 
PADAUK OR ASH 


2 SQUARING THE 
PIECE TO8 x 8 
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ASH OR PADAUK 


SAND CROSS-GRAIN NOTE: SANDPAPER 
FIRST, THEN REPEAT SLIGHTLY LONGER 
ON LONG GRAIN THAN SANDING 

BLOCK 


5,” V-GROOVE 
ROUTER BIT SET AT %” DEEP 


FROM CENTER 
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Spice Rack 


with Chip 
Carving 


I n many ways, the best projects are 
the simplest. This attractive, func- 
tional spice rack is as basic as a project 
can be. We have chosen to highlight 
the piece with the addition of a tradi- 
tional chip-carved border detail, but 
this feature could be eliminated, if you 
prefer. 

All the parts for this project can be 
obtained from 1 x 4 x 8and1 x 6 x 
3 pine boards. The hand plane is used 
to final thickness the / in. retainer 
strips after they have been ripped to 
slightly more than \ in. thick. 

Start by cutting out all the parts as 
shown in the cutting diagram. Use 
stopblocks when cutting out the 
shelves (B) and backs (C) to insure 
uniform lengths. The rabbet and dado 
cuts on the two sides (A) are made first. 
The notches to accept the retainer 
strips (E) are made by stacking both 
sides together for the passes over the 
dado head, assuring uniformity. Also, 
chisel the notches in each side to accept 
the top (D). While the profiles on the 
sides and top can be cut on the band 
saw or with a jigsaw, we like to use the 
scroll saw, which affords us precise 
control and ultimately produces 
cleaner, sharper, more accurate cuts. 
Bore out the % in. diameter center hole 
in the top as shown, and pre-drill two 
holes for mounting screws. These 
mounting screw holes are bored 16 in. 
on center to facilitate fastening the 
spice rack to most walls which employ 
16 in. on-center studding. 

If you decide to decorate the retainer 
strips with a chip carving as we have, 
turn to page 23 for master carver Rick 
Butz's step-by-step instructions. While 
you may be hesitant to attempt this 
technique, we urge you to try it at least 
once. Chip carving is one of the 
simplest, easy-to-master carving 
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techniques and anyone can produce the 
results shown. Cut a few extra retainer 
strips, and practice for about a half 
hour before you start on the three 
strips you intend to use. If you feel 
especially creative, you may want to 
design your own chip carved border 
detail using some of the ideas shown in 
the chip carving article for inspiration. 

All parts should be final sanded 
before assembly. Glue and add 
finishing nails, as we show. 

To finish, start with a sealer coat of 
Minwax Natural No. 209. Next, apply 
a light coat of stain (we used Minwax 


Bill of Materials 
(all dimensions actual) 
Part Description Size Rega. 
Side 3, х 3) x 18), 


Shelf 3, x 3% x 17%, 


Back х 1% х 16% 
Top х 2% х 171, 
Retainer 7 x 7, x 18 


Golden Oak No. 210B). While you 
may choose to apply a protective coat 
of either lacquer or polyurethane finish 
over the stain, we chose a more rustic 
look and left the stain plain. Wy 
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Joiner’s Tool Chest 


Designed and built by Dennis Preston 


Ws: seen a number of fine tool 
chest designs over the years, 
but this project is especially appealing 
because it combines a sensible design 
with one other vital element — easy 
construction. 

As shown in the detail indicating the 
case box being ripped to form the chest 
front and chest case parts, the tool 
chest is essentially a large box. 

Begin by laying out the top and bot- 
tom (A) and sides (B), as shown in the 
cutting detail, on an 8% in. wide by 93 
in. long board. Laying out these parts 
in the sequence shown and cutting 
them from a single length of board will 
provide the case with an interesting 
visual continuity. Note that the width 
of the board includes an allowance for 
а И in. wide saw kerf. Now, crosscut 
the board to create the 26 in. long top 
and bottom parts, and the 18 in. long 


side parts. 

While designer Dennis Preston used 
native Connecticut cherry for all the 
hardwood parts in the project, any 
hardwood will suffice. The 4 in. 
plywood front, back, and drawer bot- 
tom parts should match the hardwood 
you select, and can all be obtained 
from a half sheet of plywood. 

To lay out the dovetails, follow the 
procedure detailed below. Take careful 
note that the second dovetail pin from 
the front edge (and the corresponding 
space between the tails) is an additional 
% in. wide to allow for the saw kerf 
when the chest front is cut from the 
box. 

, Begin by laying out the dovetails on 
the ends of parts B, referring to the 
drawings for all dimensions. Ideally, 
the length of the tail should be equal to 
the thickness of part A plus about 42 


in. Later, when the joint is assembled, 
the tails will stick out 4; in., allowing 
them to be sanded perfectly flush with 
the sides. As you lay out the dovetail 
locations, work accurately, and use a 
hard sharp pencil. 

Once the tails have been laid out, 
mark the waste material between 
dovetails with an “х” to avoid confu- 
sion. Scribe the tail location not only 
on the face surface of the board, but 
also on the end grain. Secure parts B in 
a vise and use the fine-tooth saw to 
make the angled cuts. Work carefully, 
cutting on the waste side of the line, 
just grazing but not removing it. 

Bring the cuts almost — but not 
quite — to the scribed bottom line. A 
coping saw can now be used to cut 
across the grain, removing the waste. 
Remove the workpiece from the vise 
and clamp it flat on the bench over a 
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scrap board, then use the chisel to dress 
the sides and bottom of the cutouts. 

The pins on parts A can best be laid 
out and scribed by using the finished 
dovetails as a template. To do this, 
clamp part A end up in the vise. Lay 
the dovetailed parts B in their proper 
position on parts A and trace the 
dovetails with a sharp knife or pencil. 
Use a square to carry the scribed lines 
to the face of the board. As explained 
earlier, this distance should be equal to 
the thickness of B plus И, in. 

Once again, mark the waste portions 
with an “х,” then cut out in the man- 
ner used to cut the dovetails. A well fit- 
ted joint should go together with only 
light tapping from a mallet and scrap 
block. If needed, trim further with the 
chisel. 

As for final fit, remember that while 
a loose, sloppily cut dovetail is neither 
strong nor attractive, a dovetail that re- 
quires hammering to assemble is also 
unacceptable. When dry-fit, the joint 
should mate easily with only the 
slightest resistance. Any tighter than 
this and you will soon discover that 
with the application of glue, the wood 
will swell and the joint will be impos- 
sible to assemble. 

Now use either the table saw and a 
dado head (set for / in. width and И 
in. depth), or the router table and a 4 
in. diameter straight cutter to establish 
the % in. by У in. grooves in both sides 
for the front and back plywood panels 
(C). The М in. by ⁄ in. grooves in the 
top and bottom parts are stopped '⁄ in. 
from the ends, requiring that 
stopblocks be used on the router table. 
Note that the grooves are located Ив in. 
from the front and back edges respec- 
tively. 

After a final test fit of the top, bot- 
tom, and sides, with the % in. thick 
plywood front and back in place, glue 
up the case, making sure to check for 
squareness. Allow to dry overnight. 
Next, with the table saw and fence set 
up as shown in the detail, rip the case 
on all four sides to create the chest lid 
or front. Note that % in. spacer slips in 
the kerf and tape across the chest keep 
all parts in relation when you make the 
final pass to sever the front. A block 
plane can be used to clean up the saw 
marks along the edges. 

To make the drawers, first cut a 4 
in. by 9 in. by 24% in. long board for 
the fronts (D and E), and a % in. by 8 
in. by 38 in. long board for the backs 


(H and 1) and sides (F and G) as shown 
in the cutting plan. Lay out for and 
crosscut the drawer divider grooves in 
both these pieces. These grooves are 
located to accommodate your tool col- 
lection. After boring the 1% in. 
diameter holes for the finger pulls in 
the front stock, rip the boards to create 
the individual drawer front, back, and 
side parts. Now, cut the box joints (see 
front and side elevation for layout) and 
cut a / in. by JA in. rabbet on the inside 
bottom edge of all the drawer fronts to 
accept the drawer bottoms (J). Glue up 
the drawer fronts, sides, backs, and 
bottoms. If the drawer bottoms are cut 
perfectly square, you can use them to 
square up the drawer carcases during 
the glue-up process. 

To make the drawer runners (M), rip 
stock to ⁄ in. by И in. by 64 in. long. 
Cut into 7% in. lengths, taper one end, 
and drill and countersink the screw 
holes. Lay out the drawer locations 
and mount the drawer runners to the 
case. Also cut the retainer strip (N), 
round the ends as shown, drill and 
countersink, and screw in place. The 
feet (O) are cut to size, tapered, drilled, 


countersunk, and mounted as il- 
lustrated. You may construct wooden 
turnbuttons and block mounts as need- 
ed to secure various tools on the inside 
of the chest lid (see photo). Drawer 
dividers (K and L) can be added as 
needed to compartmentalize the 
drawers to suit your tool collection. 

As you will note, dowel pins located 
in each foot mate into corresponding 
holes drilled into the bottom edge of 
the chest lid. Chamfer the dowel ends 
to facilitate entry. These dowels serve 
to index and anchor the lid to the chest. 
The hook latches mounted on either 
side of the chest secure the lid at the 
top. A hasp and lock set could be 
employed, if you prefer, for security. 
Should you plan to transport the chest, 
we suggest that thin wedges be used on 
the sides of each drawer to hold them 
tightly closed during the move. 

After final sanding, the chest was 
finished with several coats of 
penetrating oil. Drawers may be lined 
with felt (see photo), if desired. For 
portability, you may want to add chest 
handles on either side. Wy 

(continued on next page) 
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4, x 17 х 25 PLYWOOD 


Bill of Materials 
(ali dimensions actual) 


Part Description Size 


Top/Bottom x 8%, x 26* 
Side х 87, x 18* 
Front/Back х 17 x 25 
Drawer Front (sm.) x 13, х244** 
Drawer Front (Ig.) x 2%, х 2418" 
Drawer Side (sm.) x 1% x 6% 
Drawer Side (Ig.) x 2% x 6% 


A 

B 

с 

р ROUGH MATERIAL AND CUTTING PLAN 
Е 

Е 

G 

H Drawer Back (sm.) x 1% х 24% 
1 

4 

K 

L 

M 

N 

о 

Р 


NOTE: SEQUENCE FOR GRAIN MATCHING 


іл ON Фо- о ом NY NM 


Drawer Back (lg.) x 2% x 24% 
Drawer Bottom x 6 x 24% 
Drawer Divlder (sm.) | x 1% x 5% 
Drawer Divider (Ig.) h x 2% x 5% 
Drawer Runner x bx 7% 
Retainer х1х23 
Feet x 1% x 10% 
Hook Latch 1% in. long*** 


D C 
J7 J7 


*Note that the width dimension given is for the top, bottom 
and sides of the chest box before they are ripped to create 
the chest case and chest front (see detail). 


**Note that the small and large drawer fronts are ripped 
from a single 9 in. by 24% in. board (see drawer front 
detail). 


*** Available from: Klockit, P.O. Box 629, Highway H North, 
Lake Geneva, WI 53147. Order part no. 38008, $1.25 each. 
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hile not an exact duplicate of an 

original Shaker design, Dennis 
Preston’s interpretation is very close to 
their classic step stool both in ap- 
pearance and construction. To soften 
the rectilinear appearance of the stool, 
Dennis has added a gentle radius to the 
aprons. 

The stool as shown is constructed of 
cherry, however any hardwood or pine 
could also be used. For maximum 
strength be sure to avoid stock with 
any knots or defects. All parts are Жіп. 
thick, making this an ideal project for 
those who do not have access to a 
thickness planer and must purchase 
their stock in standard dimensions, 
surfaced both sides. As shown in the 
cutting diagram, all the parts can easily 
be cut from a 1 х 12 х 64 in. long 
board. 

Begin by cutting all stock to length 
and width. The lengths on the ends into 
which the dovetails will be cut should 
be about М; in. oversize so the 
dovetails can be trimmed or sanded 
flush after assembly. 

This project offers the novice, or the 
experienced woodworker who has 


Shaker Style 
Step Stool 


Designed and built by Dennis Preston 


пеуег attempted hand cutting 
dovetails, the opportunity to practice 
this technique. A good dovetail saw 
and a sharp chisel are an absolute 
necessity. If you have decided to make 
the mallets featured on page 58, this 
project will be the perfect chance to put 
them to use. 

While hand-cut dovetails are not a 
particularly difficult technique to 
master, they do require proper instruc- 
tion, patience, and practice. Be sure to 
make a few practice dovetail joints first 
on some scrap stock before committing 
your project stock. 

Begin by laying out the dovetails on 
the ends of parts B, referring to the 
drawings for all dimensions. Ideally, 
the length of the tail should be equal to 
the thickness of part A, plus about > 
in. Later, when the joint is assembled, 
the tails will stick out 4, in., allowing 
them to be sanded perfectly flush with 
the side. As you lay out the dovetail 
locations, work accurately, and use a 
hard sharp pencil. 

Once the tails have been laid out, 
mark the waste material between 
dovetails with an “х” to avoid confu- 


sion. Scribe the tail location not only 
on the face surface of the board, but 
also on the end grain. Secure the step 
(B) in a vise and use a fine-tooth 
dovetail saw to make the angled cuts. 
Work carefully, cutting on the waste 
side of the line, just grazing but not 
removing it. 

Bring the cuts almost — but not 
quite — to the scribed bottom line. A 
coping saw can now be used to cut 
across the grain, removing the waste. 
Remove the workpiece from the vise 
and clamp it flat on the bench over a 
scrap board, then use the chisel to dress 
the sides and bottom of the cutouts. 

The pins on the sides (parts A) can 
best be laid out and scribed by using 
the finished dovetails as a template. To 
do this, clamp part A in the vise, end 
up. Lay the dovetailed steps (B) in their 
proper position on parts A and trace 
the dovetails with a sharp knife or pen- 
cil. Use a square to carry the scribed 
lines to the face of the board. For 
reasons mentioned earlier, this 
distance should be equal to the 
thickness of B plus И» in. 

Once again, mark the waste portions 
with an “х,” then cut out in the man- 
ner used to cut the dovetails. A well fit- 
ted joint should go together with only 
light tapping from a mallet and scrap 
block. If needed, trim further with the 
chisel. When the fit is good, apply glue 
to all surfaces and clamp securely. 
Don't forget to lay out for and cut the 
dovetails for the aprons and stretchers. 

As for final fit, remember that while 
a loose, sloppily cut dovetail is neither 
strong nor attractive, a dovetail that re- 
quires hammering to assemble is also 
unacceptable. When dry-fit, the 
dovetail joint should mate easily with 
only the slightest resistance. Any 
tighter than this and you will soon 
discover that with the application of 
glue the joint will be impossible to 
assemble. Although clamps are not 
usually required with the properly fit- 
ted through dovetail joint, you will 
need to use clamps when mounting the 
two apron parts. Tip: While a conven- 
tional compass is used to lay out the 3% 
in. radius on both sides, you will need a 
string and a pencil to scribe the 36% in. 
radius on the apron parts. Mark the 
center point on the aprons and scribe a 
line through it, then use a T-square to 
check that the aprons are perpen- 
dicular to the string at this center line 
before scribing the radius. 

After final sanding, this piece was 
finished with several coats of a good 
quality penetrating oil. Wy 
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Bill of Materials 
(ail dimensions actual) 


Part Description Size 


Side 3, х 11 х 18% 
Step % x 44 x 13 
Apron 3, х 1% x 13 
Stretcher % x 2 x 13 
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allets are essential for the wood- 
worker. Anyone who attempts to 
pummel a chisel using a hammer 
quickly discovers the value of mallets 
in preserving the chisel’s handle. 
While most commercial mallets are 
turned from lignum vitae, we found 
that the yellow sapwood lignum vitae 
most commonly used for mallets was 
not available through a retail or mail- 
order source. This sapwood is con- 
sidered scrap waste from the milling of 
the lignum vitae heartwood, and is us- 
ed because it is relatively inexpensive. 
Rather than turn our mallets from the 
costly heartwood lignum vitae, which 
is typically sold by the pound, we 


decided instead to use rock maple. 
Although not as durable or resilient as 
lignum vitae, rock maple is certainly 
adequate as mallet stock. 

The two mallets we show here are 
the popular 2% and 4 in. diameter 
sizes. Both mallets feature flat bottoms 
so they can stand on end and not roll 
off the workbench. 

Begin by cutting two turning blanks. 
The turning blank for the small mallet 
should be slightly more than 2% in. 
square, while the larger turning blank 
should be slightly over 4 in. square. 
Both blanks must be about 12 in. long 
to allow for mounting in the lathe. 
Next use the table saw, with the blade 


set at 45 degrees, to trim the corners off 
each turning blank and create an oc- 
tagon. 

After mounting each turning block 
in the lathe, turn the mallets. Start by 
using the gouge to rough in the profile, 
then use a round nose to clean up, and 
a parting tool on either end. Final sand 
the mallets while they are still mounted 
in the lathe. 

After dismounting, cut off the nubs, 
sand flush, and finish the mallets with 
several coats of Watco penetrating oil. 
Do not use lacquers, polyurethanes, or 
other surface finishes, which will only 
chip off through use. WY 
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Drilling end holes in a long 
workpiece can be a challenge, however 
you can make the job easier if you 


clamp a hand screw to the drill press 
table as shown. The hand screw acts as 
aclamp to hold the workpiece firmly in 
place. 


I’ve used lots of things for spreading 
yellow glue, but none work better than 
a plastic picnic fork. Since the glue 
doesn’t stick to the plastic, the fork can 
be used over and over again. And by 
breaking off all but one prong, I find it 
is especially good for getting a coat of 
glue in dowel holes. 

William Becker, Deep River, Conn. 


Shop Tips 


Before adding ‘‘breadboard’’ ends, 
cover the end grain of the tabletop 
boards with two coats of shellac or 
other sealer. This will help prevent the 
penetration of moisture into the 
boards, thus reducing the amount the 
top will shrink and expand. 


When boring half-circles on the edge 
of a workpiece, clamp a scrap board 
against the stock as shown. It will keep 


the drill bit from drifting as the hole is 
bored and it will prevent any splitting 
or tear-out. A Forstner bit works best 
for this kind of hole. 


Here's an easy way to scribe a 
lengthwise line on a cylinder. Simply 


THAN RAMUS 
OF мА 


butt the cylinder up to a piece of flat 
scrap stock and use a pencil to scribe 
the line. 


The Woodworker’s Journal pays 
$25 for reader-submitted shop tips 
that are published. Send your 
ideas (including sketch if 
necessary) to: The Woodworker’s 
Journal, P.O. Box 1629, New 
Milford, CT 06776, Attention: 
Shop Tip Editor. We redraw all 
sketches so they need only be clear 
and complete. If you would like 
the material returned, please in- 
clude а self-addressed stamped 
envelope. 
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TH | N HARDWOOD 
SIX PACKS 
Each pack contains 6 square feet of one thickness, one 


species; pieces are 4 to 7 inches wide and 3 to 4 feet 
long 


PRICES FOR 6 SQUARE FEET 
(U.P.S. Shipping Included) — 


Thick h” a^ LEE 

Walnut $22.00 $24.00 $27.00 $32.00 
Cherry $21.00 $23.00 $25.00 $29.00 
Red Oak $20.00 $22.00 $24.00 $28.00 
White Oak $21.00 $23.00 $26.00 $28.00 
Poplar $18.00 — $20.00 52200 525.00 
Maple $19.00 $21.00 $23.00 $25.00 
Mahogany $23.00 $25.00 — $27.00 53100 


To Order: Circle wood and price, check or money order 
only. 


Virginia residents please add 4),% sales tax. Please in- 
clude your zip. 
Sendt: BERGERS HARDWOODS 
Route 4, Box 195 
Bedford, VA 24523 
All wood clear — kiln dried — surfaced 4 sides 
If not satistied, price refunded on return of wood 


Gun Cabinet 


Full-Size Professional Plan 


Keep up to eight guns 
displayed behind 2 locked 
glass doors of this handsome 
piece. The base storage 
section has two doors that 
lock separately. Make in any 
hardwood and finish to suit 
your decor. Makes a fine 
Display or Curio Cabinet. 
Overall size: 3734” wide and 
73" high. 


Send for 
Plan #320 $13.75 


CATALOG 200 full-size 
professional furniture 
plans — $2.00 
(catalog free with order) 


FURNITURE DESIGNS, INC., Dept. JG-97 
1827 Elmdale Ave., Glenview, IL 60025 
(312) 657-7526 


2044S Eastchester Road, Bronx, NY 10461 


WOODWORKER'S 


why woodworkers rely 
on Constantine. 


3,000 woodwork items-to help you Build-Restore-Repair- 
Refinish! Over 200 different woods... 150 veneers... 500 
plans... cabinet hardware...96 How-To Books... 118 
carving tools and chisels... 76 inlay designs... and lots 
more for One-Stop, Right-Price Shopping without 

leaving home! 


116 Раде Catalog-Only $1.00 


CONSTANTINE Est. 1812 
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TABLE STROKE SANDER 


6 Models $595.00 — $695.00 BALL 
Deluxe $750. 00 — $1200.00 BEARING 
Sand 38" x 6’& 8’ 
z= Sidestroke & String Sanders 
Available, Kits $45 to $570. 
(Less Motor) ® McCall House, Box 1950-C 
РОВ. Lenoir, N.C. 28645 704-758-1991 


Beautiful Loveable 
к. PATTERNS 
decorations е Toys ө displays 
Order NOW in time 

for Christmas 


send $2.00 to Quiet Books 
P.O. Box 1786 PROVO, UT. 84603-1786 


Earn $500 - $1000 In a single day! 
Part-time, full-time opportunity. FREE 
catalog stripping, repairing, refinishing, 
mirror resilvering, veneering supplies & 


systems. Complete training provided. 
Send $1 for ("ie & handling to: 


MINUTEMAN, INC., Dept. 06 
115 М. Monroe St., Waterloo, WI 53594 


THE ONLY 
"ORIGINAL" 
LATHE TOP 
WOOD 
TURNING 
DUPLICATORS 
SOLD WORLD 
WIDE FOR 
OVER 34 
YEARS. 
Use it for PROFIT 
or PLEASURE 


PLANS — PARTS — KIT 


SAME SIZE OUTLINE DRAWINGS 
iS NO ENLARGING NECESSARY 
<, TRACE & CREATE 
ha A Sal 


FLAT TEMPLATE DUPLICATION 
Literature $1.00 refundable with first order. 


TURN-O-CARVE TOOL CO., P.O. Box 8315-WJ 
Tampa, Florida 33674 


BUILD THIS DURABLE SANDPILE BACKHOE. We offer 
well illustrated plans and an itemized list of materials. 
Other components are also available for prompt 
delivery via UPS. The wood parts are Redwood and Ash. 
Save $4.00 and order the complete kit of all items listed 
below for $68.00. All prices include shipping. 


Easy to follow plans. . . 
Welded Stee! Bucket. . 
Heavy Duty Swivel Bearing 
Complete set of all screws 
All wood 3 cut and drilled. 


епа check or money order to: 
BALLART DESIGN 4806 So. 600 East 
Salt Lake City, Utah 84107 


SEND THIS AD & $1.00 FOR EACH PATTERN 
(Plus 50с postage per order) OFFER EXPIRES ansias 
DESIGN GROUP, Вох 514-0, Miller Place, NY 11764 


EDGE JOINING 


NO DOWELING 
V \ NO PLANING 
\ NO BOWING 


STURDY MAPLE 
STRAIGHT EDGES 
FREE GLUE SHIELDS 
74" JACK SCREWS BOTH ENDS 
„ [Capacity 3450) NO OTHER TOOLS 
CAPACITY HA NECESSARY! 


Catalog 


Decoy and Wood Carvers Tools 


P.C. English Enterprises, Inc. 
906 Lafayette Blvd. 

P.O. Box 7937 Dept FD09 
Fredericksburg, VA 22404 
1-703-371-1306 


€ BUILD YOUR OWN 
POWER TOOLS 


% 124, BAND SAW 
* 18-IN. BAND SAW 


WORKING PATTERNS 
УЛЫГ FUN - PROFITABLE 


Мос thu роль of Just ur 101) | 


[О 125 pattern packet PLUS "Shop Secrets” | 
О Over 50 "Folk Art" patterns PLUS projects ! gn 
O 6 enjoyable "Wind-Action" whirligigs 

| С Over 40 craft plaques PLUS projects z 

| С 27 toy cars, trucks, train, ferry and more! | ) 

| О 17 “Show Stoppers” - craft show best sellers Г i. Е 

Send $7.00 per blueprint packet ог ы заав TILT TADLE аан 

| choose any 3 FOR ONLY $14.00. Жы ч 


1 SPINDLE SHAPER 
1 CIRCULAR SAW TABLE 

ACCENTS, Dept. MJ97, Box 7387, Gonic, NH 03867 

Brochure of 500 designs 52.00 (Free with order) | цэ 


ADD 335 EACH FOR SHIPPING 
10% DISCOUNT oN TOTAL w/3 OR MORE (ANY SIZE) 
VISA/MSTR.CD. ACCEPTED (EXP. DATE REQ'D.) ЕРЕ, 
IMMEDIATE DELIVERY турй 
Pat. 4,671,500 
MARK PROD. Box 46143 Dept. WJ9 
Bedford, OH 44146 Call: 216-232-1281 


Easy to follow step by Мөр plans. Full зай 
patterns. Send $5 per plan or $24.50 (огай plans 
‘iit Metal Pars Kits mace in 


15bf РАО ЖЕТ Packs 


descriptive ЕЯ pea 
SHAKER PEGS 
шом MFG. INC. Each pack contains 15 board feet (green measure) 3," 
CANDLE CUPS PO: Box solar SE Garis, Mo 63302 N thick, 7 to 8 inches wide, 20 to 23 linear fest in 4 106 foot 
lengths. 
MUG PEGS PRICES PER PACK 


(U.P.S. Shipping Included) 


$17.95 per 100, prepaid. 
Wide selection of other 
wood products. Presents a 


East of Miss. River CA, OR, WA, 
Miss. River — to Rockles А2, NV, NM, ID 


$56.00 $61.00 $67.00 
$52.00 $57.00 $62.00 


Вед Оак 
White Oak 


i x 
Catalog $2.00 or free with order. Сага Ё НЕ ҮҮЛ EET EST 
with supplies for - 

Benny's Woodworks upholstery, antique (2 Black Cherry _ $59.00 $64.00 $69.00 

P.O. Box 656, Dept. WJD7 restoration, wood 5 White Ash $49.00 $54.00 $60.00 

Antioch, TN 37013 working, caning, 25 Yellow Poplar 536.00 $40.00 $44.00 

(615) 331-8384 brass Шины 9 2 Mahogany $74.00 $79.00 58300 

Out-of-state, call toll free: 1-800-255-1335 carvings and many ? S = 
. 3 G related trades! Оеєдтүүр М шит Circle моод and price, check or money order 
36 Years in Creative Arts & Trades Virginia residents please add 4}, % sales tax. Please in- 
clude your zip. 


Shaker Peg 


Mug Peg Many Hard-To-Find Items! Soda GERGERSIIARD WOODS 
SEND $1.00 FOR CATALOG TO: Route 4, Box 195 
Van Dyke’s Restorers E уд 24529 


р АП wood clear — Кіп dried — surfaced 4 sides 
Candle Cup pt. D83 Woonsocket, SD 57385 If not satisfied, price refunded on return of wood 
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HOMECRAFT VENEER 


DOMESTIC AND IMPORTED 
VENEERS 


Over 140 varieties of Veneers. Complete Line of Tools 

for Veneering, Laminating and Marquetry.—Cements 

and Glues. Simplified Veneering Instructions and 

price list sent for $1.00. HOMECRAFT VENEER 
901 West Way; Latrobe, Pa. 15650 


HORTON BRASSES 
Nooks Hill Road Р. О. Box 120 WJ 
Cromwell, CT 06416 (203) 635-4400 
HORTON BRASSES are authentic 
copies of 17th, 18th, 19th & early 

20th century pulls. 


Mfrs. of Cabinet & Furniture 
Hardware for Homes & Antiques. 


Send $2.00 for a Catalogue. 


c—e— 
Jmported 


European 
Hardware 


4320 W. Bell Drive 
Las Vegas, NV 89118 


871-0722 


SEND $1.00 FOR CATALOG 


(гт 


Sleeveless 
DRUM SANDER 
Uses regular sandpaper — no pre-made sleeves to buy! 


‘Twist of key tightens sandpaper 
to drum. Rubber backing insures 


3” x3” long 
Т” and 27" above 


Lifetime 
Guarantee 
USE ОМ: 


Drill press, motor, lathe, 
 combo-tools, radial saw, drills. 


Add $2.50 per order for shipping. 
AVAILABLE WITH: 

“үг bore with 14" or 14” sh; 

*\-20 RH thread (except А” х 37) 

“ЗИ” bore (except М” x 3" i 

MC, Visa, Check or Money order to: 
SINGLEY SPECIALTY CO. INC. 
РО BOX 50871. GREENSBORO, NC. 27403 

CALL: (919) 852-8581 
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“нээ wondertul packet contains 101 FULL SIZE PATTERNS of 
биз, Novelties. Lawn Figures. Bird Houses. Shelves, Action 
Windmills, Alphabets. and many more things. Just trace and es 
saw ош Plus "Маке Money Jig Sawing” Only $7 00 Prepaid 
Tst Class lor this big packet 


MASTERCRAFT PLANS WEST, Dept. 95W 
P.O. Box 625, Redmond, WA 98073 


ped 


: WOODWORKER'S CATALOG 


| Over 1000 Items - Over 300 Photos -is 
| қас” 


s = 

Our new 48-page catalog is 

he "bible" of hard-to-find wood- 
worker's hardware. Hundreds of 
project plans, toy parts, woodturnings, 
picture hangers, etc. Send $1.00 to: 


Meisel Hardware Specialties 
P.O. Box 70J-10 
| Mound, MN 55364 


Ng 


i 


SB 


TOOL 
CHEST 


PLANS 7.00 


STAKE BED 
WAGON 
PLANS 8.00 


3 


Heirloom Designs Ine. 


BROCHURE 75¢ 


THE 
STEP-CHAIR 


PLANS 8.00 


TITLE 


WG 
NOAH'S ARK, WAGON 


AND 9 PAIRS OF ANIMALS|rrice $6.00 


GREAT COUNTRY TOY OR DECOR 
GIFT OR PROFIT 

EASY TO MAKE 

WITH FULL SIZE 

PATTERNS, 

CLEAR 

INSTRUCTIONS 


SIZE 

16" x 30" x 16” <> 

ARK OPENS FOR ANIMAL STORAGE 
CATALOG $1.00 


RT 2 BOX 288 DEPT WJ NEWBERRY, FL 32669 


COUNTRY PLANS, P.0128-97Galway, МУ 12074 


CAST BRASS COLLECTORS EDITION 
LATHE DUPLICATOR 


Only a few hundred will ever be made $200. Fits 
most 5-іп-1 tools and includes a free auxiliary 
table. Standard Aluminum Model $100, free with 
purchase of 500 BF of Walnut or Oak lumber. 


“Үй тэ 


P.O. Box 69, Route 5, McGraws, WV 25875 


4%» TOY, FURNITURE, CRAFT & GAME 


Wheels e Spindles e Balls e Knobs ® Shaker pegs 9 And more! 
Since 1927! Send $1.00 for Catalog. 


JROWN WD PRODUCTS CO. 
P.O. Box 8246WJ, Northfield, IL 60093 e (312) 446-5200 


INDESTRUCTIBLE SCREWDRIVERS 


The flat blade and handle are a single industrial 
steel forging with comfortable hardwood grips on 
each side. Includes 6”, 87, 10” and 12” lengths 
overall, NEW FREE catalog included w/ purchase. 


GUARANTEED 9%9.49/5ЕТ 


ORDER NOW! Send check or 
money order to: 


EBSHA MERCHANDISE 

SUITE 22 

5564 TURKEY HILL ROAD 

CONESUS, NEW YORK 14435 
(N.Y.S. RESIDENTS ADD 77. SALES ТАХ) 


BEST PRICES! 


Before you buy 
any 10” saw, call 
1-800-387-9789 
(toll free) and get 
best price ever on 


J. Philip Humfrey 
International Іпс., 

210 Eighth St. South, 
Lewiston, N.Y. 14092 


WOODWORKERS 


Save on Wood - Tools - Supplies! 


Finest Dimensioned 
HARDWOODS and 
Quality VENEERS 


42 Varieties 1/64” to 4"’ Thickness 
Fast service on choice kiln dried 
Woodand Veneers, Moldings, Trim, 
Hand and Power Tools, Lamp Parts, 
Upholstery Supplies, Clock Move- 
ments and Kits, Hard-to-Find Hard- 
ware, Finishing Materials, Books 
-.. over 4000 items in stock! Crafts- 


CATALOG man— Woodworker's best friend. 
FREE with Catalog 
"OUR. Ч, - $3.00 Discount Coupon 
7th Yen, М Good on First Ог 
<<” wooD 
247 CRAFTSMAN service 
Dept. B107 1735 W. Cortland Ct., Addison, IL 60101 
Please enclose $1.00 to help pay postage and handling, 


Send for 

New 1987 

148 Page 
Money Saving 


The Woodworker’s Journal 
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MAKE TOYS 


1100's of plans, parts, kits, books, finishes & supplies tori 
‘toys, whirligigs, classic autos, swing sets, doll houses, 
crafts & furniture. Also toy, craft, game & furniture parts 
jin maple, oak, walnut & cherry. Bulk prices available. 54 
1Page color catalog subscription $1. (614) 484-4363) 
"WHISTLING NAME TRAIN Plan only $4.95 
Cars З\Р" ae = 


Plan & Precut Kit! 

Just sand & glue! 

Engine & caboose $11.95 | 
Each letter car $3 (please specify letters) | 
Features magnetic couplers & whistling engine | 


iCherry Tree Toys, Box 369-31, Belmont, OH 43718! 


BRASS WOOD SCREW KIT 


400 pieces, plus 24 compartment steel box 
$29.99 freight paid...Check, M.O., МІЅА/МС 
call toll free (orders only) 1-800-888-0304, ext. 28 


e WRITE FOR FREE CATALOG e 


screws, fasteners & much more 
POSITIVE FASTENER COMPANY 
P.O. BOX 213-J 
SAN ANTONIO, FLORIDA 33576 


FREE 

Tool 
Catalog 
Quality 
Products For 


d Woodworkers 


Send today for your FREE copy of our new 
colorful catalog. It's fully illustrated with 
the finest quality tools, supplies, books, 
components, hardware, and much more. 
Satisfaction Guaranteed. 

Write today for your FREE catalog. 


W@DCRAFT SUPPLY CORP. 
Dept. WJ97 

41 Atlantic Avenue, Box 4000 
Woburn, Massachusetts 01888 


ME SAVE $100'S ви 


ON STORAGE BED! 
FULL-SIZE PLANS 


& вазу directions: twin, full & 
queen; 3 or 6 drawers: $12. 
| Sen lr back guarantee. 
Send for FREE illust. furn. 


ҮТЭР DEPT. JC 
48 Lowest, эргээ, NJ 


MAKE, TOY 


1100's of plans, parts, kits, books, finishes & supplies fori 
ltoys, whirligigs, classic autos, swing sets, doll houses, 1 
crafts & furniture. Also toy, craft, game & furniture parts! 
tin maple, oak, walnut & cherry. Bulk prices available. 54! 
1раде color catalog subscription $1. (614) 484-4363, 


!Спепу Tree Toys, Box 369-431, Belmont, Ohio БИШ 


Uncut КИ: $24.95 y 
ЯМ) Just cut, sand 
and assemble 


1WOOD CHOPPER 
GH long 


Маам 


Precut Kit: $29.95! 
Just sand and assemble z 


THE LARGE BEVEL SQUARES 


М e Nh 
Hardwood construction 
All brass inlay 
& hardware 


$16.50—-24Inch 
$14.50— 18inch 
512.50--12 Inch 

or send for freo broci 
SEA BREEZE WOODWORKS 
POBox867 Bandon, OR 97411 


CEA ЛОГО BED 


The Classified Rate is $1.50 per 
word, payable with order. Minimum 
ad length is 15 words, and the 
deadline date is the 25th of the 3rd 
month preceding the issue (10/25 for 
the January/February issue). Send 
copy (count each word and initial) 
and check to The Woodworker’s 
Journal, Classified Dept., P.O. Box 
1629, New Milford, CT 06776. 


Hot melt glue system includes industrial 
glue gun plus 30 — 4” sticks of adhesive 
only $29.95. Free freight. 2 year warran- 
ty. Money back guarantee if not 
satisfied. Bonds wood, plastic, leather, 
cloth, paper. Send check or money order 
to: On-Hand Distributors, Inc., 1247 
Rand Road, Des Plaines, IL 60016. IL 
residents add 7% tax. 


White Cedar Lumber for all your indoor 
and outdoor projects. Please send $1.00 
(refundable) for pricelist and sample. 
Seaside Forest Products, RR #2 Box 51, 
Lubec, ME 04652. 


100 Country Folk patterns. Create small 
wooden country creatures for gifts or 
profit. Includes finishing tips and ideas 
for use. Only $5.95. Dakota Wind, Box 
866WJ, Jamestown, ND 58402. 
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Woodworking Books Catalog — Сагу- 
ing, turning, furniture, toys, tools, 
sculpture, and more. $1.00 (refundable) 
from: Coati Mundi Publications, Dept. 
J, 240 Alcazar N.E. #1, Albuquerque, 
NM 87108. 


Make wooden toys, whirligigs, classic 
autos, swing sets, dollhouses, crafts fur- 
niture with our plans, parts, kits, sup- 
plies. Color catalog subscription $1.00. 
(614) 484-4363. Cherry Tree Toys, Bel- 
mont, OH 43718-0369. 


How to turn $6 into $39.95 — Free 
details. Pine Shop, 897-3 Mammoth, 
Manchester, NH 03104. 


“Show Stoppers!’’ Create ‘‘top-selling”’ 
woodworking designs for craft shows, 
fairs. Seventeen simple, highly profitable 
projects plus brochure. Only $7.00. Ac- 
cents (SJ-97), Box 7387, Gonic, NH 
03867. 


Save — Buy Direct!! Band saw blades. 
For catalog send stamped envelope. Fix- 
master, Box 49191-5, Atlanta, GA 30359. 


Toy Вох . . . Child's Easel . . . Doll 
Cradle. Easy plans. Brochure $1.00. 
ADW, Route 6, Box 114A, Iowa City, IA 
52240. 


Clearing Out — 100 dried black walnut 
burlwood slabs, all table size. San Diego, 
CA (714) 676-0501. 


Cider Press Plans — Kitchen size — easy 
to build from 1" x 12" x 6' hardwood. 
$3.00. Kidstuff, Box 154WJ, Kipton, OH 
44049. 


Mica Cube Coffee/Cocktail Tables . . . 
clean, modern design . . . easily built... 
precise plans . . . $4. . Act I Designs, Box 
1535C, Southampton, NY 11968. 


Shopsmith 12 in. Planer, extras: $650. 4 
in. Jointer: $175. Antique Delta Contrac- 
tors Saw: $299. More (516) 360-9795. 


Swing: Comfortable old-time platform 
family lawn swing. Detailed, illustrated 
plan with material list. Send $5.00 to: Ed- 
ward G. Mason, 8322 S. Howell Ave., 
Oak Creek, WI 53154. 


Dulcimer Builder Supplies — Precision 
milled and fine sanded dulcimer and 
hammered dulcimer woods. Cherry, 
walnut, paduk, rosewood, birdseye, and 
curly maple, sitka spruce, W.R. cedar; 
related hardware, strings, and ac- 
cessories. 56° stamp for brochure. 
Folkcraft Instruments, Box 807-W, 
Winsted, CT 06098. (203) 379-9857. 
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Musical Instrument Kits dulcimers, ham- 
mered dulcimers, banjos, mandolins and 


more. Color brochure 56° stamp. 
Folkcraft Instruments, Box 807-K, 
Winsted, CT 06098. (203) 379-9857. 


Cutouts (outdoor, ''country") — pat- 
terns/instructions — ‘‘Santa’’; ‘‘Sleigh’’; 
*Snowman'' — $3.25 each. Catalog 50°. 
Fourth Dimension (WW97), 85 Helmar 
Drive, Spencerport, NY 14559, 


Build toys from our original designs. 
Workbench, doll accessories, excavator, 
and much more. Parts, plans, kits, tools, 
and other supplies. Send $1.00 for 
catalog. Distinctive Wood Design, 1542 
Ridge Rd., Homewood, IL 60430. 


Spray-On Suede Lining. Finish any pro- 
ject with a soft touch. Free brochure 
(sample enclosed). Donjer Products, Il- 
ene Court-Bldg. 8R, Bellemead, NJ 
08502. (201) 359-7726. 


Miter Cutter — Manufacturer’s closeout 
of professional frame shop machine; 
floor mount with infeed support table. 
Retails at $1100; your price $599. Full in- 
formation $1.00. Perimet Inc., 22 Denlar 
Drive, Chester, CT 06412. 


Jig saw or Scroll saw is all you need to 
start your own profitable business while 
you keep your present job. Free details. 
Amkrafts, R-1, 12816 Beechwood Ct., 
Dept. WJ, Raleigh, NC 27614. 


Waterbed and bedroom furniture catalog 
of plans, $2.75. Over 50 beautiful selec- 
tions! Kraemer Furniture Designs, P.O. 
Box 33, 1350 Main Street, Plain, WI 
53577. 


Stainless steel and brass screws and bolts. 
Small quantities, free catalog. Elwick, 
Dept. 644, 230 Woods Lane, Somerdale, 
NJ 08083. 


Full-Size Professional Plans — Catalog 
$2.00. Over 200 professionally designed 
plans for building furniture. Traditional, 
Early American. Furniture Designs, Inc. 
С]-97, 1827 Elmdale Ave., Glenview, IL 
60025. 


Dollhouse Builder’s Supply Catalog. 
$3.00 (credited first order), LeMunyan’s, 
Rt. 1, Dept. WJ, Troutman, NC 
28166-9728. 


Bandsaw Boxes! Create profitable 
jewelry boxes, mini-drawers, desk ac- 
cessories . . . more! Fourteen plans/full 
size patterns plus brochure. Only $7.00. 
Accents (XJ-97), Box 7387, Gonic, NH 
03867. 


Wood Moulding Knives made for Belsaw 
type planer molders. Custom knife grind- 
ing specialist. Wanager Custom Knives, 
536 East B, Kingman, KS 67068. (316) 
532-5391. 


Start Moneymaking Woodcraft business 
making ‘‘Easy-Quick’’ toys, gifts, 
novelties. Free details. Williams, 3600J, 
San Sebastian, Tucson, AZ 85715. 


Woodturning Workshop. Intensive two 
and three day courses available. Func- 
tional and artistic turning. Gallery B, The 
Market Place, 11121 N. Rodney Parham, 
Little Rock, AR 72212. (501) 221-0266. 


White cedar blocks for carving decoys, 
birds, or any carving project that requires 
soft, workable wood. Send SASE for free 
pricelist. Seaside Forest Products, RR #2 
Box 51, Lubec, ME 04652. 


Hardwood Lumber, air and kiln dried, 
including figured and spalted woods, 
bowl turning blocks. Custom sawing, size 
selection available. Send stamp for 
listing. Peter Sieling, RD 3, Bath, NY 
14810. (607) 566-8558. 


Scroll Saw Plywood — 12 х 12 x И, in. 
thick. 12 pc. $19.95 ppd. Phillips Fur- 
niture Co., Hertford, NC 27944. 


Wood Supplies Wholesale: Shaker pegs, 
candle cups, checkers, dowels, toy parts. 
Free Catalog. Rainbow Woods, 20 An- 
drews Street, Newnan, GA 30263. 


Rosewood Cutoffs — 74" - 14" to 24" 
wide, to 12" long. Make fine jewelry — 
knife handles — handgun stocks — 
trivets — coasters. 10 lb. assortment 
$10.00. Add $2.00 west of the Rockies. 
Check or money order. Grampa Ben, 227 
S. Kenilworth Avenue, Oak Park, IL 
60302. 


Exotic Island Woods — Koa, Mango, 
Monkeypod, Eucalyptus, and more. 
Bookmatched veneer sets available. For 
info call or write: (808) 572-7922; Box 
1543, Makawao, HI 96768. 


Blueprints . . . 77 Outstanding Barns, 
minibarns, workshops, garages, sheds. 
Catalog $4 (refundable). Ashlandbarns, 
990WJ Butlercreek, Ashland, OR 97520. 


Canadians: Hardwood Parts — Shaker 
pegs, wheels, candle cups, etc. Free 
catalog. Bear Woods Supply, Box 40-A, 
Bear River, N.S. Canada BOS 1B0. 


Router Bits — Over 600 different shapes 
and sizes available in Carbide and High 
Speed Steel. Big savings on sale and 
close-out items. For complete new 1987 
catalog send $3.00 (dealer refundable) to: 
Byrom International, Dept. WJ9, Box 
246, Chardon, OH 44024. Dealer In- 
quiries Invited. 


Make your own lawn/patio furniture, 
kids rocking toys and furniture, 
workbench, etc. Plans catalog $1.00. 
LLE-WJ, Box 908, Cornville, AZ 86325. 


Amateur's Shop, lotsa tools 4-'% retail, 
list (813) 637-1576. 


Woodentoy patterns, project books, 
hardwood wheels, dowels, cargo, stacks, 
people, balls, caps, wooden boxes and 
pegs — (Shaker, mug, tie rack and axle). 
Catalog $1.00. Woodentoy, Box 
40344-WW115, Grand Junction, CO 
81504. 


Quartz Clock Movements — digitals 
$1.50, epoxy resin $7.50, foil prints 95°, 
music movements $1.40, complete clock 
kits $6.50, components, plans, much 
more! 64 page wholesale catalog $3.00 
(credited). Steebar, P.O. Box 980-E, An- 
dover, NJ 07821-0980. 


Toys of wood, Free plans info, 
Tarjany Designs, Box 8846, Dept. B, 
Calabasas, CA 91302. 


Sandpaper, discs, belts; Distributor 
prices. Minimum $25.00. Send SASE for 
catalog. Redhill Corporation, Box 500, 
Biglerville, PA 17307. (215) 925-5406. 


Dealers Wanted: own your own outdoor 
furniture mart. Deal directly with the 
manufacturer. Can be worked at home, 
or with existing business or woodcraft 
shop. Free Information. Southern Wood 
Furniture, P.O. Box 648, Walterboro, 
SC 29488 (803) 538-7655. 


The Woodworker's Journal 
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The Woodworker’s Journal, complete 
file, 1978-1987, first $150.00 F.O.B. 
(813) 637-1576. 


Game Table — Interesting, unique 
Mica/Wood — backgammon, checkers, 
chess . . . precise plans... $4... Act I 
Designs, Box 1535C, Southampton, NY 
11968. 


Chair Caning Supplies — cane webbing, 
tush, splint, ash, rawhide, cord. Catalog 
$1.00 (refundable). Caning Shop (WJ), 
926 Gilman, Berkeley, CA 94710. 


Plans for 200+ tools and accessories. 
Catalog $1.00 refundable. Wood-Met 
WJ, 3314 Shoff, Peoria, IL 61604. 


Sanding Belts. Sanding sheets heavy duty 
industrial quality. Trial offer. Satisfac- 
tion guaranteed or money back. Assorted 
grits. Cloth backing 3 x 21 @ .70 per 
belt. 3 x 23% @ .80 per belt. 4 x 24 0 
$1.10 per belt. 6 x 48 @ $3.50 per belt. 9 
X 11 sheets assorted grits 50 sheets for 
$9.00. Free catalog with order. Free ship- 
ping with orders over $25.00. Under add 
$2.50. Check or money order to: On- 
Hand Distributors, Inc., 1247 Rand 
Road, Des Plaines, IL 60016. IL residents 
add 7% tax. 


Accents 

Advanced Machinery Imports 
АР Mini Systems 
Armor Products 
Ballart Design 

Benny’s Woodworks 
Bergers Hardwoods 
Brown Wood Products 
Cascade Precision Tool 
Cherry Tree Toys 
Constantine 

Country Plans 
Craftsman Wood Service 
Craftsman’s Corner 
Cryder Creek 

Design Group 

DML 

EBSHA Merchandise 
Econ Abrasives 

Р.С. English 

Fine Tool Shops 
Flexiplans 
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Plans for an Heirloom Corner Gun 
Cabinet with turntable. These are fairly 
large and very different. Will hold 12 
guns. Easy to convert into curio cabinets. 
Plans for both $10.00. Vern’s Wood- 
shed, Route 3, Box 35, Ryder, ND 
58779. 


Woodworkers: make $100 every Satur- 
day with your shop scraps! Complete in- 
structions $3.50. Cedartree, Box 744L, 
Oregon City, OR 97045. 


Burlwood Slabs — Redwood, buckeye, 
myrtlewood, maple, olive, juniper. Turn- 
ing wood. Myrtlewood plaques. Clock 
movements, chimes, pendulums. Pouring 
resin, pens, buckles, weather ш- 
struments. Free brochure. Redwood 
Burl-Esque, Dept. WJ987, 1454 Orchard 
Home Dr., Medford, OR 97501. 


Shaker pegs $11.00 per 50, mini Shaker 
pegs $6.00 per 100, hardwood wheels 1” 
$5.25, 1%" $7.75, 2” $16.25, spoked 
wheels per 8 — 2" $5.00, 2%" $7.50, 3" 
$8.50, little people $7.50 per 50, 
smokestacks $7.00 per 25. Add 10% for 
shipping, free catalog. Visa & M/C ac- 
cepted, minimum orders $25.00. K & K 
Woodcrafters, RD 4, Box 270A, Scotia, 
NY 12302. 


TO 


Foley-Belsaw 

Furniture Designs 

Gilliom 

Guild of Master Craftsman 

(c/o Garrett Wade) 

Heirloom Designs 

Homecraft Veneer 

Horton Brass 

J.P. Humfrey 

Imported European Hardware 

Industrial Abrasives 

W.S. Jenks 

Madrigal Publishing 

Mark Products 

Mastercraft Plans 

McCall House 

Meisel Hardware 26, 62 
Minuteman 61 
MLCS 5, 13, 15, 22 
Nova Tool 26 
Penn-Guin Kiln Co. 62 
Penn State Industries 4 


Post Office Box Bronze Doors: No. 1 
$5.00, No. 2 $7.00, No. 3 $9.00. Add 
$1.00 each shipping. SASE Hubbert 
Woodcrafts, P.O. Box 1415, Fletcher, 
NC 28732. 


Custom Turning — Have turnings made 
to your exact specifications. Furniture 
reproduction, porch railings and stairway 
balusters a specialty. For Free Brochure 
send to: River Bend Turnings, Box 364, 
Dept. WJ, RD #1, River Road, 
Wellsville, NY 14895. 


Woodturning: Learn to sharpen tools, 
make bowls, spindles, pepper mills, etc. 
Two days intensive instructions. (Room 
and board available). Myford lathes, Sor- 
by tools, etc. Free Brochure. Russ Zim- 
merman, RD 3 Box 242, Putney, VT 
05346. 


Cast Brass Collector's Edition Lathe 
Duplicator. Only a few hundred will ever 
be made. $200. Fits most 5-in-1 tools and 
includes a free auxiliary table. Standard 
aluminum model $100, free with pur- 
chase of 500 bf of walnut or oak lumber. 
Also have 100 bf of wormy chestnut 
shorts $4 bf. C. Trump, Box 69, 
McGraws, WV 25875. (304) 294-8723. 


ADVERTISERS 


Pootatuck 

Positive Fastener 

Quiet Books 

RBI 

Sand-Rite Manufacturing 

Sea Breeze Woodworks 

Seven Corners Ace Hardware 2, 5, 13, 14 
Singley Specialty 62 
The Source 10 
Strong Tool 

Turn-O-Carve 

Van Dyke's Restorers 

Woodworking Association of 

North America 

Watco Dennis Corp. 

Wilke Machinery 

Williams & Hussey 

Windmill Publishing 

Woodcraft Supply 

Woodmaster Tools 18, 19, 25 
Wood-Mizer 8 


65 


Vol. 6 No. 1 Jan-Feb 782 
Contemporary Sofa Table, Artist’s Easel, Candle 
Box, Laminated Box, Butcher Block Knife Rack, 
Frog Pull Toy, Infinity Mirror, Japanese Style 
Table Lamp, Empire Footstool, Desk Caddy, 
Stepped-Back Hutch, Buckboard Seat, Lattice- 
work Cutting Jig, Articles: Working with 
Plywood; Insurance for the Workshop; Some 
Thoughts on Glues and Gluing. 


Vol. 6 No. 2 Mar-Apr ’82 
Not Available 


Vol. 6 No. 3 May-June '82 
Country Kitchen Cabinet, Rough-Sawn Cedar 
Clock, Swinging Cradle, Toy Helicopter, 
Casserole Dish Holder, Ship’s Wheel Weather Sta- 
tion, Octagonal Planter, Tambour Desk, Band 
Saw Boxes, 19th Century Step-Chair, Sailing Ship 
Weather Vane, Articles: Bench Hooks and 
Shooting Boards; Bookkeeping: Part I; Pseudo- 
Colonial Spanish Chair: Part II. 

Vol. 6 No. 4 July-Aug '82 

Not Available 


Vol. 6 No. 5 Sept-Oct '82 
Early American Hanging Corner Cupboard, 
Breakfast Serving Tray, Veneered End Table, 
Chess Table, Chest of Drawers, Contemporary 
Writing Desk, Whale Toy, Laminated Shoehorn, 
Spaghetti Measure, Candle Holder, Horizontal 
Boring Jig, Cane Suppliers, Finishing Suppliers, 
Articles: Pinned and Wedged Mortise and Tenon 
Joints; The Craft Market; More Finishing Tips. 

Vol. 6 No. 6 Nov-Dec '82 

Not Available 


Vol. 7 No. 1 Jan-Feb '83 
Workshop Tote Box, Tinsel-Art Mirror, Euro- 
pean Spinning Wheel, Key Holder, Dump Truck 
Toy, Bang-a-Peg Toy, Puzzle, Wall Cabinet with 
Reverse Glass Stencil, End Grain Table Lamp, 
Butler's Tray Table, Contemporary Clock, Pine 
Cabinet, Articles: Miter and Spline Joints; The 
Added Costs of Being in Business; Selecting Clear 
Finishes. 

Vol. 7 No. 2 Mar-Apr '83 
Porch Swing, Homemade Jigsaw, Cheval Mirror, 
Punched Tin Spice Cabinet, Television Stand, 
Nautical Table Lamp, Wooden Balance, Nesting 
Cube Tables, Steam Roller Toy, Back Massager, 
Mailbox, Wall Shelf, Chippendale Mirror, Clock 
Parts and Suppliers, Articles: Flat Miter Joints 
with the Table Saw and Router; Woodworking for 
Fun vs. Woodworking for Work; Applying a 
Clear Finish. 

Vol. 7 No. 3 May-June '83 
Oak Pedestal Table, Drafting Table, Early 
American Wall Unit, Folding Snack Table, Pine 
Corner Cupboard, Toy Car with Boat & Trailer, 
Letter Opener, Contemporary Serving Tray, 
Hanging Mirror with Shelf, Carved Eagle, Early 
American Portable Bookcase, Hardwood Sup- 
pliers, Articles: Handtools and Table Saw 
Methods; Record Keeping: The Key to Profitable 
Costing; A Cure for Loose Legs. 

Vol. 7 No. 4 July-Aug '83 
Turned Lamp, Decoy Carving, Antique Sugar 
Chest, Record Album & Tape Cabinet, Chinese 
Tea Table, Old-World Weather Forecaster, Toy 
Tractor & Cart, Display Pedestal, Two Planter 
Projects, Collector's Plate Stand, Hardware Sup- 
pliers, Articles: Dovetail Joints: Part I; Keep 
Track of Costs or You'll Be Overtaxed; Some 
Spraying Techniques; Inlaid Edging. 

Vol. 7 No. 5 Sept-Oct '83 
Shaker Writing Desk, Modelmaker's Bench, Can- 


Back issues are $3.00 each ppd. 
(U.S. funds). To order use the 
form bound in this issue. 


ning Jar Storage Shelves, Turned Bowl, Oriental 
Table, Router Table, Band Saw Box, Toy Pumper 
Firetruck, Toy Airplane, Spoon Rack, Magazine 
Rack, Bootjack, Furniture Kit Suppliers, Articles: 
Dovetail Joints: Part II; Some Thoughts on Low- 
Cost, No-Cost Advertising; Correcting Flaws in 
the Finish; Routed Drawer Pulls; Working Wood 
Co-operatively. 


Vol. 7 No. 6 Nov-Dec '83 
Lighted Wall Planter, Roller Stand, Early 
American Wall Secretary, Dressing Screen, Wine 
Rack, Shaker Chest of Drawers, Waterbed, Toy 
Train, Mitten Box, Hooded Doll Cradle, Coal 
Scuttle, Elephant Push Toy, Articles: Basic 
Drawer Construction and Installation; Display 
Advertising; Some Repair Hints; Making a Raised 
Arch Panel. 

Vol. 8 No. 1 Jan-Feb '84 
Shaker End Table, Medicine Cabinet, Cassette 
Tape Rack, Captain's Clock, Stacking Storage 
Unit, Veneer Bracelets, Toy Car Carrier, Infant 
Bead Toy, French Bread Cutter, 19th Century Kit- 
chen Clock, Early American Trestle Table & Ben- 
ches, Table Saw Cut-Off Table, Coaster Set, 
General Woodworking Suppliers, Articles: 
Doweling Details; Sources of Information; 
Restoring Hopeless Cases; Mirror Image Panels. 

Vol. 8 No. 2 Mar-Apr '84 
Shaker Wall Clock, Compact Dry Bar, High 
Chair, Kitchen Canister Set, Colonial Water 
Bench, Stacking Desk Trays, Wooden Brooches, 
Toy Bulldozer, Rocking Horse, Contemporary 
Table, Wall Hung Telephone Cabinet, Pipe 
Smoker's Organizer, Clock Part Suppliers, Ar- 
ticles: Edge-Joining Boards, More Sources of In- 
formation; More Hope for the Hopeless Cases; 
Making Cabriole Legs. 

Vol. 8 No. 3 May-June '84 
Country Vegetable Bin, Folding Deck Chair, 
Shaker Pedestal Table, Wall Hung Display 
Cabinets, Wooden Coat Hanger, Toy Car and 
Trailer, Paper Towel Holder, Carved Hand- 
Mirror, Writing Desk, Carved Walking Stick, 
Laminated Clock, Oak and Glass End Table, Ar- 
ticles: How to Lay Out and Make Circular Cuts; 
Mail Order Selling; Stripping Old Finishes; Carv- 
ing the Ball-and-Claw Foot. 

Vol. 8 No. 4 July-Aug '84 
Wag-on-Wall Clock, Oak Swing, Candy 
Dispenser, Coffee and End Tables, Tugboat and 
Barge, Lazy Susan, Early American Mirror, Col- 
onial Pipe Box, Sewing Machine Cabinet, Cam 
Clamp, Hamper, Articles: What Sells Best?; 
Homemade Removers; Buying a Basic Set of 
Hand Tools; Kerf Bending; Suppliers of Caning & 
Wood Finishing Products. 

Vol. 8 No. 5 Sept-Oct '84 
Contemporary Stereo Cabinet, Shaker Woodbox, 
Bongo Box, Nesting Tables, Shop Trammel, Jack- 
knife Letter Opener, Salt Shaker and Pepper Mill, 
Toy River Ferry and Car, Toy Top, Cookbook 
Holder, Hall Table, Grandfather Clock: Part I, 
Articles: Starting a Business: Part I; Applying 
Filler; Buildng a Basic Workbench; Making 
Specialty Moldings with the Table Saw and 
Scratch Beader. 

Vol. 8 No. 6 Nov-Dec 84 
Stickley Chair, Tool Cabinet, Shaker Sewing 
Stand, Lighted Display Pedestal, Teardrop Clock, 
Pierced Tin Cabinet, Toy Hook and Ladder Fire 
Truck, Busy Bee Toy, Colonial Doll House, Kit- 


Car & Boat May/June '83 


The Woodworker’s Journal 


chen Organizer, Wine Server, Grandfather Clock: 
Part II, Articles: Starting a Business: Part П; Ap- 
plying the Final Finish; The Fundamentals of 
Wood; Inlays and Inserts; Gustav Stickley and 
American Mission Furniture. 
Vol. 9 No. 1 Jan-Feb 785 

Early American Step Table, Oak Barrister’s 
Bookcase, Parquet Table, Shaker Trestle Table, 
Bandsawn Wooden Scoops, Toy Biplane, Book 
Ends, Contemporary Candle Holders, Necktie 
and Belt Holder, Keyed Miter Jig, Modular Coffee 
Table and Bar, Magazine and Book Rack, Con- 
temporary Chest of Drawers, Articles: Toys and 
Children’s Articles: An Outline of The Consumer 
Product Safety Commission Standards; Shellac; 
Truing and Squaring Lumber; The Fingerjoint 
Spline; Suppliers of Furniture Kits; The Shakers; 
Special Section: Back Issue Index. 

Vol. 9 No. 2 Mar-Apr ’85 
Queen Anne Lowboy, Television/VCR Stand, 
Early American Pine Corner Cupboard, Toy Tool 
Set, Windspinner, Woodchopper Whirligig, 
Chinese Puzzle, Cut-off Jig, Blanket Chest, 
Shaker Harvest Table, Blacksmith’s Tool Tray, 
Articles: A Guide to Photographing Your Work; 
Applying Shellac and Lacquer; Sharpening Plane 
Blades and Chisels; Installing Machine Woven 
Cane; American Queen Anne, 1715-1755; General 
Woodworking Suppliers. 

Vol. 9 No. 3 May-June '85 
Jacobean Joint Stool, Wall Cabinet with Recessed 
Finger Pulls, Shaker Desk, Kitchen Cart, Contem- 
porary Wall Clock, Colonial Wall Sconce, Card 
Box, Towel Bar with Glass Shelf, Marble Race 
Toy, Cradle, Vanity Mirror, Miter Clamping Jig, 
Articles: Product Liability: Part 1; Restoring an 
Antique Mirror Frame; Coping with Wood Move- 
ment; Making Recessed Finger Pulls; The Jaco- 
bean Period. 


Vol. 9 No. 4 July-Aug ’85 
Gate-Leg Table, Computer Desk, Shaving Horse, 
Stamp Dispenser, Crumb Collecting Breadboard, 
Toy Trucks, Early American Wall Shelf, Pivot- 
Top Game/Coffee Table, Settle Bench, Shaker 
Single-Drawer Cupboard, Fold-up Workbench, 
Articles: Product Liability: Part II; Caning and 
Wood Finishing Supplies; Spray Finishing; Table 
Saw Basics; Making the Rule Joint; The William 
and Mary Period. 


Vol. 9 No. 5 Sept-Oct '85 
Colonial Schoolmaster's Desk, Contemporary 
Sideboard, Mahogany End Table, Victorian Hall 
Tree, Cutlery Wall Cabinet, Swing-out Plant 
Hanger, Prancing Horse Silhouette, Block Puzzle, 
Iron Caddy, Toy Ironing Board, Early American 
Water Bench, Wooden Smooth Plane, Shaker 
Sewing Box, Articles: A Craft Fair Visit; How to 
Use Stick Shellac; A Guide to Circular Saw Blades; 
Making Bent Laminations; Country Colonial Fur- 
niture. 

Vol. 9 No. 6 Nov-Dec '85 
Moravian Chair, Dulcimer, Oak Dining Table, 
Shaker Washstand, Marking Gauge, Veneered 
Wall Clock, 4 x 4 Off-Roader, Teddy Bear Puzzle, 
Duck Pull-toy, Landscape Cutting Boards, Early 
American Tall Clock, Pine Desk Organizer, Ar- 
ticles: Secrets of Success; Weaving a Fiber Rush 
Seat, Part 1; Table Saw Ripping Problems and 
Their Solutions; 4-Piece Book Match Veneering; 
Pennsylvania Dutch Furniture. 

Vol. 10 No. 1 Jan-Feb ’86 
Freestanding Shelf System, Chippendale 
Bachelor’s Chest, Oriental Serving Tray, Country 
Bench, Antique Knife Tray, Tape Dispenser, 
Valentine Box, Toy Tow Truck & Car, Shaker 
Drop-leaf Table, Shop-made Bow Saw, Child’s 
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Settle Bench, Plate Shelves, Articles: On Getting 
Paid for Your Work; Weaving a Fiber Rush Seat, 
Part П; Table Saw Crosscutting: Techniques & 
Tips; Router-Lathe Fluting: A Shop-made Ap- 
proach; Chippendale Furniture; Special Section: 
Back Issue Index. 

Vol. 10 No. 2 Mar-Apr '86 
Zebrawood Veneered End Table, Shaker Oval 
Box, Microwave Cart, Pin-Hole Puzzle, Tumbling 
Monkey Toy, Early American Wall Box, Kicking 
Donkey Whirligig, Shaker Side Table, Wooden 
Mallets, Federal Period Washstand, Connecticut 


Shelf Clock, Articles: A General Guide to Craft 
Fairs; Why Wood Warps; Cutting Tapers, Wedges 
and Other Irregular Shapes with the Table Saw; 
Unsupported or Hand Steam Bending; % in. 
Variable Speed Reversible Drills; Federal Period; 
Hardware Suppliers. 

Vol. 10 No. 3 May-June '86 
Victorian Whatnot Shelf, Contemporary Lamp, 
Early American Bench, Steam-bent Clock, Pine 
Hutch/Cupboard, Canada Goose Basket, Toy 
Crane, Condiment Holder, Shop Workstation, 
Parsons Table, Shaker Lap Desk, Articles: An In- 
terview with Toymaker Clare Maginley; How to 
Flatten a Warped Board; A Guide for Choosing 
Your First Router; Supported Steam Bending; 
Victorian Period. 

Vol. 10 No. 4 July-Aug '86 
Shaker Slat-Back Side Chair, Wall-Hung Display 
Cabinet, Latticework Planter, Country Bucket 
Bench, Adirondack Chair, Coffee Mill, Clamdig- 
ger's Basket, Box of Shapes Toy, Disk Clock, 


Modular 
Coffee 
Table & 
Bar 
Jan/Feb '85 


Tenon Jig, Dictionary Stand, Articles: Selecting 
the Right Project for Production; More About 
Warped Boards; All About Router Bits; The 
Sliding Dovetail Joint; Furniture Kits Suppliers. 

Vol. 10 No. 5 Sept-Oct '86 
Desk with Tambour Top, Vanity Case, Stool, Cof- 
fee Table, Blanket Chest, Mortar and Pestle, 
Whale Folk Art Silhouette, Toy Wagon, 
Cranberry Rake, Router Bit Box, Shaker Drop- 
leaf Table, Articles: Are Your Prices 
Competitive?; Restoring a Rosewood Chair; Basic 
Router Operations; Making Tambour Doors; 
General Woodworking Suppliers. 

Vol. 10 No. 6 Nov-Dec '86 
Early American Hamper, Cube Table, Rabbit Pull 
Toy, Old-Time Sled Wall Shelf, Cassette Tape 
Holder, Dog/Cat Bed, Vanity Mirror, Early 
American Washstand, Router Table, Victorian 
Sleigh, Articles: Wholesale and Discount Sources 
of Supply; Sandpaper Abrasives; Using the Router 
Table; The Mitered Bead Frame and Panel; Clock 
Parts Suppliers. 

Vol. 11 No. 1 Jan-Feb '87 
Shaker Blanket Chest, Glass-Top Dining Table, 
Dovetailed Stool, Jewelry Box, Door Harp, Toy 
Firetruck, Canada Goose Mobile, Balancing 
Sawyer Folk Toy, Early American Style End 
Table, Jointer Push Board, Articles: Direct Mail 
Promotions — Defining the Market for Your 
Work; Old Wood; The Mortise and Tenon, Part I; 
Combination Hand/Router Dovetailing; Special 
Section: Back Issue Index. 

Vol. 11 No. 2 Mar-Apr '87 
Shaker Sewing Desk, Garden Bench and Table, 
Mirrored Wall Shelf, Rhombohedron Puzzle, 
Wood Sawyer Whirligig, Folk Art Door Stop, 
Kangaroo Pull Toy, Colonial Pine Wall Shelf, 
Contemporary Hall Table, Article: How to 
Create a Direct Mail Promotion; Types of Finish 
— An Overview; The Mortise and Tenon, Part II; 
Making Bevel-Edged Drawer Bottoms. 

Vol. 11 No. 3 May-June '87 
Display Pedestal, Kitchen Canister Set, Riding 
Biplane, Contemporary Serving Cart, Napkin 
Holder, Decorative Planter, Country Vegetable 
Bin, Pine Medicine Cabinet, Shop Drum Sander, 
Vienna Regulator Clock, Articles: Penetrating 
Oils and How to Use Them; The Jointer; Veneer, 
Part I; Decorative Joinery: Dovetail Key Butt- 
Miter; Caning and Wood Finishing Suppliers. 

Vol. 11 No. 4 July-Aug '87 
TV/VCR Cabinet, Early American Style 
Bookcase, Pine Trash Container, Sturdy Low-cost 
Workbench, Country Basket, Desk Calendar with 
Pen & Pencil, Butterfly Pull Toy, Vanity Mirror 
with Drawer, Apothecary Chest, Articles: Shellac; 
The Hand Plane; Veneer, Part II; Incised Carving; 
Hardwoods Suppliers. 
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Contemporary 

Woodworking 

Projects is an outstand- 

ing collection of 40 

original furniture and 

accessory plans for 

every room in the home. 

Unique among wood- 

working books, 

Contemporary 

Woodworking 

Projects is ideal for the 

craftsman who favors 

the clean, graceful look 

of contemporary design. 

Woodworkers of all 

skill levels will 

appreciate the: 

* easy-to-follow 
instructions 

* clear, detailed 
illustrations 

* chapters of coor- 
dinated furniture 

source index for hard- 
to-find materials 


Next 
Issue... 


Here are a couple of the projects 
we've lined up for the 
November/December 1987 issue of 
The Woodworker’s 
Journal 


101 Projects for Woodworkers, now in its sixth 

contemporary printing, quu n ее of 
i i projects, plans and ideas for all woodworkers. 
woodworking projects From our classic rolltop desk and antique repro- 
ductions to garden furniture, home accessories 

and great wooden toys, 101 Projects for 

Woodworkers is a “must” for the 

home workshop. 


and dors 
ij Plan er turn uie pesi 9 
hiis а Ас cessorie» 


Gomple 
И | aVariety ої BIST 
by paul levine ) Toys, an 


The order forms for both books are 
bound between pages 18 & 19 of this issue. 


